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DOCOMO W-CDMA, GSM/GPRS System 

Thank you for purchasing "docomo STYLE series F-07B" mobile terminal. 

Before using F-07B, read this manual to ensure safe use and handling. 


Instruction manuals for F-07B 


The operations of F-07B are described in this manual, " 使いかたガイド (Guide)" (installed in FOMA terminal) and "Instruction manual (detailed version)" 
(PDF file). 


Instruction manual (this 

manual) 

This manual provides information about screens and operations of basic functions. 

* 驗 is index term for " 使いかたガイド (Guide)". 

" 使いかたガイド (Guide)" 

(installed in FOMA terminal) 

This guide provides overviews and operations of frequently-used functions. (In Japanese only) 

In F-07B Stand-by display, [menu| ►|~6] UfeKit^H Guide ► Select a search method 

"Instruction manual (detailed 
version)" (PDF file) 

This manual provides detailed information and operations of all the functions. (In Japanese only) 

<From a PC> This manual can be downloaded from NTT DOCOMO website. 
http://www.nttdocomo.co.jp/support/trouble/manual/download/index.html 

* The URL and contents are subject to change without prior notice. 


• In this "F-07B INSTRUCTION MANUAL", "F-07B" mobile terminal is usually referred to as "FOMA terminal". 

• The images used in this manual assume that Kisekae Tool is set to "White" and Color scheme is set to "White". 

• The images or illustration used in this manual are examples. They may differ from the actual displays. 

• In this manual, "authenticate" indicates the operating procedure for entering the terminal security code in 4-8 digits (=>P36) or performing fingerprint 
authentication (^>P38). 


Basic package 



• Unauthorized copying of parts of or this entire manual is prohibited. 

• The contents in this manual, URL and contents are subject to change without prior notice. 
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FOMA terminal 


籲參參 

• Because your FOMA terminal uses wireless transmission, it may 
not function in locations where it is difficult for radio waves to 
penetrate, such as tunnels, underground passages and some 
buildings, in areas where radio waves are weak, or out of service 
area. Even when you are high up in a tall building or condominium 
and nothing blocks your view outside, your FOMA terminal may 
not be able to receive or transmit signals. Also, communication 
may be interrupted even when the signal meter on your FOMA 
terminal indicates there are strong radio waves and you are not 
moving (traveling). 

• Use your FOMA terminal in a way that does not disturb others in 
public spaces, crowded locations or quiet places. 

• Because your FOMA terminal uses radio waves to communicate, 
it is possible that a third party may attempt to tap your calls. 
However, the W-CDMA, GSM/GPRS system automatically applies 
a confidential communication function to all calls, so even if a third 
party could somehow tap a call, they only hear noise. 

• Your FOMA terminal encodes voice communication as digital 
data. When you are operating your FOMA terminal while moving 
to a location subject to weaker radio wave conditions, the 
transmitted digital data may not be correctly decoded and as a 
result the decoded voice may differ somewhat from the actual 
voice. 

• Maintain a separate record of the data (Phonebook, Schedule, 
Notepad, Recorded messages, Voice memos, Moving picture 
memos, etc.) you registered in your FOMA terminal. Note that 
DOCOMO assumes no responsibility for any loss of saved 
contents of data resulting from malfunction, repair, changing of 
the model or other handling of FOMA terminal. 
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• You are recommended to save important data to microSD card. 
Using DOCOMO keitai datalink, you can transfer and save 
Phonebook, mail, schedule and other data to a PC. 

• The user hereby agrees that the user shall be solely responsible 
for the result of the use of SSL/TLS. 

Neither DOCOMO nor the certifier as listed herein makes any 
representation and warranty as for the security in the use of SSL/ 
TLS. If the data should be erased, DOCOMO assumes no 
responsibility for the loss of any data. 

Certifier : VeriSign Japan K.K., Cybertrust Japan Co., Ltd., 
GlobalSign K.K., RSA Security Japan Ltd., SECOM Trust Systems 
Co., Ltd., Comodo CA Ltd., Entrust, Inc. 

• This FOMA terminal supports FOMA Plus-Area and FOMA HIGH¬ 
SPEED Area. 

• FOMA terminal can be used only via the FOMA network provided 
by DOCOMO and DOCOMO’S roaming area. 

•參參 








■ AUTO-GPS 

The AUTO-GPS function allows for useful 
services that deliver information about 
the weather or shops around where you 
are, or sightseeing information. 


■ 使いかたガイド (Guide) 



Guide is useful for checking an operating 
procedure of the function you want to use 
on FOMA terminal. Without Instruction 
manual at hand, you can check 
immediately. (In Japanese only) 



I i-concier 




i-concier is a service to use FOMA terminal 
conveniently in which a character on the 
stand-by display (Machi-chara) notifies 
you of useful information and schedules (i- 
schedule) can be downloaded 
automatically from a site. (In Japanese 
only) 



I International Roaming (WORLD WING) 

While staying overseas, you can use the 
same FOMA terminal, phone number and 
mail address as those used in Japan (3G/ 

GSM Areas are supported). 


I YOKO-MOTION _ 

You can rotate the display 90 degrees to 
the right or left to watch ISeg, shoot still 
images/moving pictures, or operate mail 
or browser in horizontal display. Some 
functions or i-appli support the wide¬ 
screen and can be viewed at full wide in 
horizontal display. You can also activate 
the functions by rotating the display. 

I Kid-safe mode mm 

You can restrict usable functions, so you 
can let your child use FOMA terminal 
without anxiety. 








































Part names and functions 



0- 


Part names of F-07B and major functions assigned to each part are as folio 、 

O Light sensor 

Do not cover the sensor with your hand or 
a sticker. 

❷ Earpiece 
©Display^P22 
OISeg antenna (built-in) 

❺ [menu] MENU key 
Display a menu. 

❻ | B | Mail key/Character key 

Display the mail menu and switch text 
input mode. 

❼ | clr 1 ch/Clear key 

Display i-Channel or return to the previous 
screen. 

〇 I I Start a voice call key 
© I Q l-l 9 I Keypads 

Enter phone number or characters, or 
select an item. 

® 1 x 1 ^/Public mode (Drive mode) key 

Enter or voiced/semi-voiced sound, or 
start/cancel Public mode (Drive mode). 

® i-Widget/TV key 

Start/Exit i-Widget or start ISeg. 

® IP 1 Search key 
Start Quick search. 
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❿ In-camera 

Shoot yourself or send your image during 
videophone 
❿錄 Multi-cursor key 

Move the cursor, or operate a menu. 

[•) : Perform an operation. 

[3 : Display Scheduler, or adjust the 
volume. 

[3 : Display Phonebook, or adjust the 
volume. 

回 ： Display Received calls. 

回 ： Display Redial. 

* The eight-direction operation is available for 
some functions. 

® I t§i I Camera key 

Start the still camera/movie camera. 

® I sty I i-mode/i-appli key 

Display i-mode menu or i-appli folder. 

® I I Power/End key 

Turn on/off FOMA terminal, or exit a 
function. 

® I ** 1 #/Silent mode key 

Enter "#" or punctuation, or start/cancel 
Silent mode. 

® I multi I Multitask key 

Start/perform a different function. 

@ Microphone 

Do not cover the microphone during a call 
or sound recording. 
























































® Indicator light 

The light turns on or blinks when the 
battery charges, etc. 

© Sub-display ^P23 
@ FOMA antenna (built-in) 

Do not cover it with your hand. 

©Out-camera 

Shoot still images or moving pictures. 

© Light 

Use as camera light for videophone call or 
shooting still images/moving pictures, or 
simple light. 

© Fingerprint sensor 

Authenticate a fingerprint. 

®Speaker 

Hear ring alert or voice of the caller using 
the handsfree function. 

©幻 Mark 

Use Osaifu-Keitai or send/receive data by 
iC transmission. 

© Infrared data port 

Use this port for infrared communication or 
infrared remote control function. 

© Back cover 

* To access the microSD card slot, remove the 
back cover and the battery pack. 

® Charging jack 
© Open assist button 

Press this button to open FOMA terminal. 

© Strap opening 









® External connection jack 

Available to connect an optional AC 
adapter, DC adapter, FOMA USB Cable 
with Charge Function, Earphone Plug 
Adapter for External connector terminal 
etc. 

© Side keys 

@ : Use for operating MUSIC Player or 
Music&Video Channel, or for shooting. 
0 : Stop the ring tone, alarm sound or 
vibration, adjust the volume, or scroll 
reference mail screen. 

0 : Adjust the volume, turn on the light on 
the sub-display or switch the views, or 
scroll reference mail screen. 


Example of connecting Flat-Plug Earphone/ 
Microphone with Switch (optional) 

^Connecting plug of Flat-Plug 
Earphone/Microphone with Switch 

♦ Flat-plug earphone jack 



Plug for the terminal 

External connection jack 












































接瞒侧 


You can easily open the FOMA terminal by just pressing a 
dedicated button. 

• Without using the open assist button, the FOMA terminal can be 
opened lightly. 



. 

• It is recommended to perform with holding the FOMA terminal in your 
hand. Be careful not to let the FOMA terminal hit your face, other person, 
object, etc. when opening, or not to drop the FOMA terminal with the 
opening rebound. 

• Depending on orientation of the FOMA terminal, it may not be fully 
opened when pressing the button. 

•To close the FOMA terminal, use your hand and close it. If the FOMA 
terminal is not closed completely, once open it fully and then close it 
again. 
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YOKO-MOTION 


You can use horizontal display by rotating the display 90 degrees 
to the right or left with the FOMA terminal opened. Just rotating 
the display can activate ISeg or Still camera. Also you can answer 
a call by turning back to the vertical display during horizontal 
display operation. 



Image list screen Inbox message list screen ISeg watching screen 


- 

• Do not rotate the display with the FOMA terminal closed. It may cause 
scratch of the display or keypad. 

• If you rotate the display while displaying submenu, New Task menu or 
switch menu, the menu is closed. 


Turn-display option 


You can set function to activate or operate by rotating the display. 

D |menu| ►[8] Settings & NWservices ► \j] Clock/Turn/ 
Input etc. ► [U Turn-display option 卜 Set required 
items ► I 铨 I [Set] 













































Precautions lALWAm 剛 L0VVTHESEDIR1C110_| 


(§) 

No wet hands 


This symbol denotes that using the phone or its 
components with wet hands is not allowed. 


No liquids 


This symbol denotes that using the phone or its 
components in a bathroom or other highly humid area is 
not allowed. 


■ Precautions contain the description below. 

Handling FOMA terminal, battery pack, adapter and UIM (common).. 

Handling FOMA terminal. 

Handling battery pack. 

Handling adapter. 

Handling UIM. 

Handling mobile phones near electronic medical equipment. 


1® 

This symbol denotes that an instruction must be obeyed at 
all times. 

霪 

Unplug 

This symbol denotes that the equipment should be 
unplugged. 


• Before using the FOMA terminal, or when necessary, read the 
precautions below to ensure safe use and handling. After reading 
this manual, keep it carefully. 

• These precautions are intended to protect you and others around 
you. Read and follow them carefully to avoid injury, damage to the 
product or damage to property. 

• The signs below differentiate between the levels of danger that can 
occur if the product is not used within the specified guidelines. 


A 

DANGER 

This sign denotes that death or serious 
injury may directly result from improper use. 

A 

WARNING 

This sign denotes that death or serious 
injury may result from improper use. 

A 

CAUTION 

This sign denotes that bodily injury or 
damage to property may result from 
improper use. 


• The symbols below show specific directions. 


(S) 

Don’t 

This symbol denotes that the action is prohibited. 

③ 

No disassembly 

This symbol denotes that disassembling the phone or its 
components is not allowed. 
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Handling FOMA terminal, 
battery pack, adapter and UIM 
(common) 


△DANGER 

Do not use, store, or leave the 
(\) equipment in hot areas such as near 
flames or in areas under strong direct 
sunlight such as inside a vehicle. 

May cause fire, burns or injuries. 





Do not put the terminal into heating 
cooking device such as microwave 
oven or high-pressure container. 

May cause fire, burns, injuries, electric shock. 


® Do not disassemble or remodel the 
equipment. 

No disassembly May cause fire, burns, injuries, electric shock. 

® Do not let the terminal get wet with 
water, drinking water, urine of pet 
No liquids animals, etc. 

May cause fire, burns, injuries, electric shock. 


O Use the battery pack and adapter 
specified by NTT DOCOMO for your 
Do FOMA terminal. 

May cause fire, burns, injuries, electric shock. 


Awarning 

Do not throw the equipment or give 
(\) hard shock to it. 

DorVt May cause fire, burns, injuries, electric shock. 

Keep conductive materials (metal 
( s \ / pieces, pencil lead, etc.) from coming 
Don t in contact with the charging jack or 
external connection jack. Do not put 
those materials inside the terminal. 
May cause fire, burns, injuries, electric shock. 


Q Do not cover or wrap the terminal 
with a blanket, etc while using or 
Dont charging. 

May cause fire or burns. 

Turn FOMA terminal OFF and stop 
mV charging before entering a place such 
Do as a gas station where flammable 
gases are generated. 

The gas may catch fire. 

When using Osaifu-Keitai in a place as a gas 
station, turn OFF the terminal before using it. 
(When 1C card lock is activated, deactivate it 
before turning OFF the terminal.) 


o 








o 


❶ 


If the equipment starts giving off a 
strange smell, overheats, becomes 
discolored or deformed during use, 
charging or in storage, immediately 
perform the following operations. 

• Remove the power plug from the wall 
outlet or cigarette lighter socket. 

• Turn FOMA terminal OFF. 

• Remove the battery pack from FOMA 
terminal. 

Failure to do so may cause fire, burns, 
injuries, electric shock. 

Acaution 

Do not leave the equipment on 
unstable or sloping surfaces. 

May cause injuries. 

Do not store the equipment in 
extremely humid, dusty or hot areas. 

May cause fire, burns, electric shock. 

Children using the equipment should 
be instructed in proper operation by 
an adult. Do not allow them to use the 
equipment without adult supervision. 

May cause injuries. 

Store the equipment out of reach of 
small children. 

May be accidentally swallowed or cause 
injuries. 

















O Be careful especially when using 
FOMA terminal connected to the 
Do adapter continuously for a long time. 

If you use i-appli, a videophone call or ISeg 
watching while charging the battery for a 
long time, FOMA terminal, battery pack and 
adapter may be heated. 

Directly touching a hot part for a long time, 
you may have redness, itching or rash on 
your skin, or it may result in low-temperature 
burns depending on your constitution and/or 
health condition. 


Handling FOMA terminal 


Awarning 

Q Do not direct the infrared data port 

toward your eye and transmit signals. 

Don，t May cause harmful effect on eyes. 

Do not direct the infrared data port 
toward home electric appliances etc. 
Don t equipped with infrared device when 
using infrared communication. 

May cause an accident because of 
malfunction of infrared device. 


Q Do not turn on the light by getting the 
lighting part closer to other person's 
Don，t eyes. 

May impair eyesight. And may cause 
accidents like injury etc., by dazzling or 
astounding other people. 


Q Do not put foreign objects such as 
liquid like water, metal pieces or 
D 0n , t burnable things into UIM or microSD 
card slot. 

May cause fire, burns, injuries, electric shock. 


Do not turn on the light aiming 
directly at the driver of the car etc. 

Don't May disturb driving and cause an accident. 

© Turn FOMA terminal OFF in areas 
where use is prohibited, such as in 
Do airplanes and hospitals. 

Failure to do so may cause electronic 
equipment or electronic medical equipment 
to fail or malfunction. If the function which 
automatically turns the power ON is set, 
cancel the setting before turning the power 
OFF. ^ 

When using the phone in a medical facility, be 
sure to observe the regulations of the facility. 
If you do prohibited act such as using the 
phone in an airplane, you will be punished 
according to law. 


O When you talk by setting handsfree or 
ring alert is sounding, keep FOMA 
Do terminal away from your ear. 

And, when connecting the earphone/ 
microphone to FOMA terminal and 
play a game or music, adjust the 
volume moderately. 

Too loud volume may cause a hearing loss. 
And, if you cannot hearthe sound around you 
clearly, it may cause an accident. 


O lf you have weak heart, be careful 
when setting the Vibrate alert 
Do (vibration) or alert volume setting. 

May cause harmful effect on heart. 

O When you use electronic medical 

equipment, check with the equipment 
Do manufacturer to determine how the 
device is affected by radio waves 
before using. 

May cause harmful effect on electronic 
medical equipment etc. 

O Turn FOMA terminal OFF near high- 
precision electronic control 
Do equipment or electronic equipment 
using low-power signals. 

Failure to do so may cause the equipment to 
fail or malfunction. 

* Examples of electronic equipment to avoid. 
Hearing aids, implanted pacemakers or 
defibrillators, other electronic medical equipment, 
fire alarms, automatic doors and other automatic 
control equipment. 

Users wearing implanted pacemakers or 
defibrillators or other electronic medical 
equipment should check with the manufacturer or 
sales outlet about the effect of radio frequencies 
on the equipment. 

















O When the display or camera lens is 
accidentally broken, be careful of 
Do broken glass or exposed internal parts 
of FOMA terminal. 

Surfaces of display and camera lens are made 
of plastic panels and they are structured for 
the glass not to scatter, however, if you 
mistakenly touch broken or exposed parts, 
you may be injured. 


O To sound the high-pitched alarm, 
always keep FOMA terminal away 
Do from your ears. 

Failure to do so may cause hearing defect. 

△CAUTION 

Do not swing FOMA terminal by its 
(^) strap. 

DorVt May cause accident such as injury to yourself 
or others by hitting. 

Do not use damaged FOMA terminal. 

May cause fire, burns, injuries, electric shock. 


When using the motion tracking or 
motion sensor, check the safety 
Don t around you, hold FOMA terminal 
firmly, and do not shake it 
unnecessarily. 

May cause accident such as injuries. 


If the display part is accidentally 
(x/ broken and liquid crystal leaks out, do 
Don t not make the liquid contact with your 
skin of face or hands. 

May cause loss of sight or skin problems. 

If the liquid gets into your eyes or mouth, 
rinse it with clean water and see a doctor 
immediately. 

And, if the liquid adheres to skin or clothing, 
use alcohol etc. to wipe it off, then wash with 
soap. 

To use the terminal in car, check with 
mV automobile manufacturer or dealer to 
Do determine how the device is affected 
by radio waves before using. 

In rare cases, using the phone in some vehicle 
models can cause the vehicle's electronic 
equipment to malfunction. In that case, stop 
using the terminal immediately. 

廬丁 、 Mobile phones can give some users 
mV skin problems such as itching, allergic 
Do reactions or rashes. If you develop skin 
problems, stop using the phone 
immediately, and see a doctor.^ 
"Material list (P13)" 


When opening or closing FOMA 
mV terminal, take care not to have your 
Do fingers or strap caught by the 
terminal. 

May cause accident such as injuries. 


O When watching the display, take a 
certain distance from the display in a 
Do fully bright place. 

Failure to do so may reduce visual acuity. 


Handling battery pack 


■ Check that the battery type matches the 
type displayed on the battery pack label. 


Display 

Battery type 

Li-ion 00 

Li-ion battery 


△DANGER 

Do not connect a wire or other metal 
(\) objects to the jack. And, do not carry 
or store FOMA terminal with objects 
like a metal necklace. 

May cause battery pack to ignite, burst, heat 
or leak. 





Check the orientation of battery pack 
to install it to FOMA terminal, and do 
not try to force the battery pack onto 
FOMA terminal if you are having 
trouble installing it. 

May cause battery pack to ignite, burst, heat 
or leak. 




















(S) 

Don’t 

Do not throw the battery pacK into the 
fire. 

May cause battery pack to ignite, burst, heat 
or leak. 

0 

Don’t 

Do not nail the battery pack, hit with 
a hammer or step on it. 

May cause battery pack to ignite, burst, heat 
or leak. 


If the battery pack's fluid contacts 
eyes, immediately flush the eyes with 
clean water and see a doctor right 
away. Do not rub the eyes. 

May cause loss of sight. 

Awarning 

Don’t 

If the battery pack seems to have 
abnormalities such as deformation or 
scratches due to falling, never use it. 

May cause battery pack to ignite, burst, heat 
or leak. 

O 

If the battery pack leaks or gives off a 
strange smell, immediately remove it 
from the vicinity of open flames. 

The vapors from leaking battery pack fluid 
may ignite or explode. 


O Be careful not to let your pet bite the 
battery pack. 

Do May cause battery pack to ignite, burst, heat 
or leak. 

Acaution 

Do not discard old battery packs 
(\) together with other garbage. 

DoiVt May cause igniting or environmental 

destruction. Tape the terminals of old battery 
packs to insulate them, and then bring them 
into a sales outlet such as docomo Shop. If 
your local municipality has a battery recycling 
program, dispose of them as provided for. 


Do not use or charge a wet battery 
pack. 

Don't May cause battery pack to ignite, burst, heat 
or leak. 


O lf fluid leaks out from battery pack, do 
not make the fluid contact with your 
Do skin of face or hands. 

May cause loss of sight or skin problems. 

If the fluid put into your eyes or mouth, or 
contacts skin or clothes, immediately flush 
the contacted area with clean water. 

If the fluid put into the eyes or mouth, 
immediately see a doctor after flushing. 


Handling adapter 


Awarning 

ベ 、^ Do not use the adapter cord it it gets 
(\) damaged. 

Don't May cause fire, burns, electric shock. 

Do not use the AC adapter or desktop 
(Ny) holder in a bathroom or other highly 
Don t humid area. 

May cause fire, burns, electric shock. 

Always use the DC adapter with a 
negative-ground vehicle. Do not plug 
Don t it into a positive-ground vehicle. 

May cause fire, burns, electric shock. 

Q When it starts to thunder, do not 
touch adapter. 

Don't May cause electric shock. 


Q Do not short the charging jack while it 
is connected to the outlet or cigarette 
Don t lighter socket. Do not touch the 

charging jack with a part of your body 
such as your hand or finger. 

May cause fire, burns, electric shock. 


Do not place heavy objects on the 
( s \ / adapter cord. 

Don't May cause fire, burns, electric shock. 


















When you insert and remove AC 
( s \) adapter from power outlet, do not 
D^Jvt contact a metal strap or other metal 
objects with the jack. 

May cause fire, burns, electric shock. 

® Do not touch the adapter cord or 
outlet with wet hands. 

No wet hands May cause fire, burns, electric shock. 

O Only use with the specified power 
source and voltage. 

Do When charging FOMA terminal 

overseas, use AC Adapter for global 
use. 

If incorrect voltage is used, this may cause 
fire, burns or electric shock. 

AC adapter : AC100V 
DC adapter : 12 or 24V DC (specific for 
negative ground vehicle) 

AC adapter for global use : Between 100 V and 
240V AC (Connect to the AC outlet for 
internal household use) 


O If the DC adapter's fuse blows, replace 
it only with the specified fuse. 

Do Failure to do so may cause fire, burns, electric 
shock. For the specified fuse, see the 
instructions that come with the DC adapter. 


Wipe off any dust that accumulates on 
MM the power plug. 

Do Failure to do so may cause fire, burns, electric 
shock. 


O When you connect the AC adapter to 
an outlet, firmly connect to the outlet. 

Do Failure to do so may cause fire, burns, electric 
shock. 


O When you disconnect the adapter 
from the outlet or cigarette lighter 
Do socket, do not pull the adapter cord 
with excessive force. Instead, hold the 
power plug to disconnect. 

Failure to do so may cause fire, burns, electric 
shock. 


Always remove the power plug from 
the outlet or cigarette lighter when 
Unplua not using the adapter for an extended 
period. 

Failure to do so may cause fire, burns, electric 
shock. 


/二 > Immediately remove the power plug 
;from the outlet or cigarette lighter 
Unplug socket if water or other fluids get into 
the adapter. 

Failure to do so may cause fire, burns, electric 
shock. 


き _ Always remove the power plug from 
the cigarette lighter socket when 
Unplug cleaning the equipment. 

Failure to do so may cause fire, burns, electric 
shock. 


Handling 


△CAUTION 


O Be careful of the cut surface when 
removing UIM. 

Do May cause injuries. 
















Handling mobile phones near 
electronic medical equipment 


■ These precautions are based on the 
guidelines produced at the Electromagnetic 
Compatibility Conference Japan, regarding 
the protection of electronic medical 
equipment from radio waves emitted by 
mobile phone units. 

△WARMING 

© Obey the following rules inside 
medical facilities. 

D 0 • Do not bring FOMA terminal into operating 
rooms (ORs), intensive care units (ICUs) or 
coronary care units (CCUs). 

• Turn FOMA terminal OFF in hospital wards. 
• Turn FOMA terminal OFF in hospital 
lobbies and corridors if electronic medical 
equipment could be nearby. 

•If the medical facility has specified zones 
where use or possession of mobile devices 
is prohibited, obey those instructions. 

• If the function to automatically turn ON the 
power is set, cancel the setting before 
turning the power OFF. 


Turn FOMA terminal OFF in crowded 
BA trains or other public places where 
Do pacemaker or defibrillator wearers 
could be nearby. 

FOMA terminal's signals may affect the 
operation of implanted pacemakers or 
defibrillators, and other devices. 


遽 、 Wearers of implanted pacemakers or 
KB defibrillators must carry and use 
Do FOMA terminal at least 22 cm away 
from the implanted device. 

FOMA terminal's signals may affect the 
operation of implanted pacemakers or 
defibrillators, and other devices. 


When electronic medical equipment 
other than implanted pacemakers or 
Do defibrillators are in use outside of 
medical facilities (such as in home care 
settings), check with the device 
manufacturer to determine how the 
device is affected by electrical signals. 
FOMA terminal's signals may affect the 
performance of electronic medical 
equipment. 


Material list 


Part 

Material 

Surface 

treatment 

Exterior 

case 

Movable 
part Sub¬ 
display 

PC+ABS 

resin 

UV hard 
coating 


Movable 
part Rear 
surface 

PC+ABS 

resin 

UV hard 
coating 


Movable 

part 

YOKO- 

MOTION 

face 

PA-GF resin 

UV hard 
coating 


Fixed part 
Keypad 

PA-GF resin 

UV hard 
coating 


Fixed part 

Battery, 

Back 

cover 

PC+ABS 

resin 

UV hard 
coating 


Hinge 

Movable 

side 

PC+ABS 

resin 

UV hard 
coating 


Hinge 
Fixed side 

PC+ABS 

resin 

UV hard 
coating 

Display panel 

Acrylic resin 

UV hard 
coating 

Sub-display panel 

Methacrylic 

resin 

UV hard 
coating 

























Part 

Material 

Surface 

treatment 

Camera lens, Camera 
panel 

Acrylic resin 

UV hard 
coating 

Light lens 

Methacrylic 

resin 

None 

Side keys 

PC resin 

UVhard 

coating 

Keypad 

Urethane 

acrylate 

resin 

UVhard 

coating 

Open assist button 

Acrylic PC 
resin 

UVhard 

coating 

Periphery part of Open 
assist button 

PC resin 

UV hard 
coating 

External connection 
jack cap 

Elastomer 
resin (TPEE) 

UVhard 

coating 

External connection 
jack 

Stainless 

steel 

Tin 

plating 

Charging jack 

Stainless 

steel 

Gold 

plating 

Illumination 

part 

Panel 

PC resin 

None 

Sheet 

PC sheet 

UVhard 

coating 

Exterior 

decorated 

part 

Facing 

cover 

Stainless 

steel 

UVhard 

coating 

Facing 

panel 

PC+ABS 

resin 

UVhard 

coating 


Part 

Material 

Surface 

treatment 

YOKO-MOTION 
stopper on Keypad 

Urethane 

resin 

None 

Opening stopper on 
Display 

Urethane 

resin 

None 

Spacer for YOKO- 
MOTION 

PET 

UV hard 
coating 

Stopper for YOKO- 
MOTION 

Polyethylene 

None 

Screw (battery install 
recess) 

Stainless 

steel 

None 

Battery install recess 
face 

PC board 

Gold 

plating 

Battery 

contacts 

Battery 

contacts 

connector 

PPS resin 

None 

Battery 

contacts 

Beryllium 

copper 

Gold 

plating 

(Ni-Pd 

plating 

based) 

Battery 

pack 

Battery 

pack 

PC resin 

None 

Contacts 

Beryllium 

copper 

Gold 

plating 

Fingerprint sensor 

Flexible PC 
board 

None 

UIM card tray 

POM resin 

None 
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HancHlrig precautions 


General 


• Keep water away from the FOMA terminal. 

- FOMA terminal, battery pack, adapter and UIM are not waterproof. Do not use 
FOMA terminal in bathrooms or other high-humidity areas, or in the rain. When 
carrying FOMA terminal in a pocket near your body, sweat may corrode the inner 
components, causing malfunction. Malfunctions deemed to be caused by water 
are not covered by the warranty, and may be impossible to repair. Since these 
conditions are outside the scope of the warranty, a repair, if at all possible, is 
charged. 

• Clean FOMA terminal with a dry soft cloth (such as a cloth for eyeglasses). 

- Rubbing it roughly with a dry cloth may scratch the display. 

- Drops of water or dirt left on the display may cause stains. 

-If FOMA terminal is wiped with alcohol, paint thinner, benzine or detergent, the 
printing may disappear or color may fade. 

• Clean the jack occasionally with a dry cotton swab etc. 

-If the jack is soiled, connection gets worse and it may cause power to be turned 
off or insufficient battery charge, so clean the jack with a dry cotton swab etc. 
Also, be careful never to damage the jack when cleaning it. 

• Do not place FOMA terminal near an air-conditioner outlet. 

- The rapid change in temperature may cause condensation, causing internal 
corrosion and malfunction. 

• When using, be careful not to subject excessive force to FOMA terminal or the 

battery. 

-If FOMA terminal is crammed into a brimming bag or placed in a pocket and sat 
on, display, internal PCBsor battery pack may be damaged or malfunction. And, 
if external devices are plugged into the external connection jack (earphone/ 
microphone jack), the breakage of the connector or malfunction may result. 

• Carefully read the separate instructions that come with FOMA terminal, adapter 

and desktop holder. 

• Do not rub or scrape the display with a metal piece etc. 

-It may scratch the display, causing malfunction or damage. 


FOMA terminal 


• Avoid extreme temperature. 

- Use FOMA terminal where the temperature ranges between 5 and 35°C and 
humidity ranges between 35 and 85%. 

• FOMA terminal may affect land-line phones, TVs or radios in use nearby, so use 
it as far as possible from these appliances. 

• Maintain a separate record of the data you saved in your FOMA terminal. 

-If the data is deleted, DOCOMO assumes no responsibility for the loss of any 
data. 

• Do not drop FOMA terminal or subject it to shocks. 

- May cause malfunction or damage. 

• Do not plug external devices into the external connection jack (earphone/ 
microphone jack) at a slant, or do not pull it forcibly while it is plugged. 

- May cause malfunction or damage. 

• Do not close FOMA terminal with the strap etc. held inside. 

- May cause malfunction or damage. 

• It is normal for FOMA terminal to become warm during use or charging. 
Continue to use it. 

• Do not leave FOMA terminal with the camera in areas under strong direct 
sunlight. 

- May cause discoloring or burn-in of materials. 

• FOMA terminal should normally be used with the external connection jack cap 
closed. 

- Dust and/or water brought into FOMA terminal cause troubles. 

• Do not use FOMA terminal with the back cover removed. 

-It may cause the battery to come off, or may cause a malfunction or damage. 

• Do not put extremely thick stickers on the display or the key side. 

- May cause malfunction or damage. 

• Do not rotate the display with FOMA terminal closed. 

■It may scratch the part around the display and keypad, and it may cause 
malfunction or damage. 








• Do not put strong impact on the fingerprint sensor or scratch its surface. 

-It may cause malfunction of fingerprint sensor and disable authentication 
operation and pointing operation. 

• Clean the fingerprint sensor with a dry soft cloth (such as a cloth for eyeglasses). 

-If the fingerprint sensor is dirty or water is sit on its surface, the sensor cannot 
read fingerprints, and it may cause decrease authentication performance or 
malfunction. 

• While microSD card is being used, do not take the card out and do not turn off 

FOMA terminal. 

- May cause data loss or malfunction. 

• Do not bring magnetic cards etc. close to FOMA terminal or nip it with FOMA 

terminal. 

- Magnetic data in cash cards, credit cards, telephone cards, floppy disks, etc. may 
be erased. 

• Do not bring magnetized objects close to FOMA terminal. 

- Bringing strong magnetism close may cause a malfunction. 


Battery pack 


• The battery pack is a consumable part. 

- Replace the battery pack if FOMA terminal has extremely short operation time 
on a full charge, though it may vary by operating conditions. Purchase a new 
battery pack of the specified type. 

• Charge the battery in an area within the proper ambient temperature range (5- 
35°C). 

• The operation time provided by the battery pack varies by the operating 
environment and battery pack's deterioration. 

• The battery pack may swell out as it comes to near the end of its lifetime 
depending on the usage conditions, but it is not a problem. 
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• Be careful especially about the following points when preserving or leaving the 
battery pack for a long time. 

- Keeping under the state of the full charge (right after charging ends) 

- Keeping under the state of the empty charge (too exhausted to turn on FOMA 
terminal) 

They may cause the battery pack performance to be degraded or its lifetime to be 
shortened. 

For necessary battery level to keep for a long time, the display of battery icon is a 
state of approximately 2 or 3 cells. 


Adapter 


• Charge the battery in an area within the proper ambient temperature range (5- 
35°C). 

• Do not charge the battery in the areas below. 

-In areas of excessive humidity, dust or vibrations 
- Near land-line phones or TVs/radios 

• It is normal for the adapter to become hot while charging. Continue to use it. 

• When using the DC adapter for charging, keep the vehicle engine running. 

- The vehicle's battery could become flat. 

• When using an outlet with a mechanism preventing unplugging, follow the 
handling instructions for that outlet. 

• Do not give strong shock. Do not deform the charging jack. 

- May cause malfunction. 







• Do not use excessive force to install/remove UIM. 

• Note that DOCOMO assumes no responsibility for malfunctions occurring as the 
result of inserting and using a UIM with another 1C card reader/writer. 

• Always keep UIM ICs clean. 

• Clean UIM with a soft, dry cloth (such as a cloth for eyeglasses). 

• Maintain a separate record of the data you saved in UIM. 

-If the data is deleted, DOCOMO assumes no responsibility for the loss of any 
data. 

• To preserve the environment, bring the old UIM to a sales outlet such as 
docomo Shop. 

• Take care not to scratch, touch accidentally or short 1C. 

- May cause data loss or malfunction. 

• Do not drop UIM or subject it to shocks. 

- May cause malfunction. 

• Do not bend UIM or place heavy objects on it. 

- May cause malfunction. 

• Do not install UIM into FOMA terminal with a label or sticker put on UIM. 

- May cause malfunction. 


Bluetooth® devices 


• This FOMA terminal is equipped with the security features, that are compliant 
with Bluetooth standards for communication via Bluetooth. However, 
depending on the settings, there may not be enough security. Be aware of 
security risks when using Bluetooth. 

• DOCOMO assumes no responsibility for any information which may be leaked 
during communication via Bluetooth. 


• You can use handsfree, headset, audio, keyboard, dial-up connection, object 
push and serial port devices with FOMA terminal. An audio/video remote 
control may be available with an audio device (only Bluetooth compatible 
devices). 

• Frequency bands 

Frequency bands used by FOMA terminal Bluetooth function are as below. 


①②③ 



① 2.4 : Radio equipment that uses the 2400 MHz band. 

② FH : The modulation is the FH-SS method. 

③ 1:The expected interference distance is 10 m or shorter. 

④ f : i I : All bandwidths between 2400 MHz and 2483.5 MHz are used, 
and the bandwidth used by mobile object identification devices cannot be 
avoided. 

參參 • 

Cautions on using Bluetooth devices 

In the bandwidth used by this handset, in addition to home electric appliances 
such as a microwave oven and industrial/scientific/medical devices, in-plant 
radio stations used to identify mobile objects used in production lines of a 
factory that require a license, specified low power radio stations, or amateur 
radio stations that do not require a license (hereafter "other radio stations") can 
be in operation. 

1. Before using this terminal, check whether other radio stations are in 
operation in your neighborhood. 

2. If radio wave interference occurs between the terminal and "other radio 
stations", use the terminal in a different location or "Turn the power OFF" to 
avoid the radio wave interference. 

3. For more detailed information, contact "General Inquiries" using the phone 
number on the last page of this manual. 


o 參 • 











FeliCa reader/writer 


• FeliCa reader/writer function of FOMA terminal uses weak waves requiring no 
licenses for radio stations. 

• It uses 13.56 MHz frequency band. When using other reader/writers in your 
surroundings, keep FOMA terminal away sufficiently from them. Before using 
the FeliCa reader/writer, confirm that there are no radio stations using the same 
frequency band nearby. 


CAUTION 


• Do not use a remodeled FOMA terminal. Using a remodeled terminal violates 
the Radio Law. 

FOMA terminal is certified according to technical standard conformance of 
specified wireless equipment based on the Radio Law, and as a proof of it, the 
"Technical Compliance Mark 奮 ' is depicted on the engraved sticker of FOMA 
terminal. 

If you remodel FOMA terminal by removing its screws, your certification of 
technical standard conformance becomes invalid. 

Do not use FOMA terminal with its certification of technical standard conformance 
invalid as it violates the Radio Law. 

• Be careful when you use FOMA terminal while driving a car etc. 

Using a mobile phone while driving is subject to penal regulations. 

If you inevitably receive a call, tell the caller that you will "call back" by handsfree, 
then park in a safe place and call back. 

• Use the Bluetooth function only in Japan. 

The Bluetooth function of the FOMA terminal is compliant with wireless standards 
and is authorized for use only in Japan. 

If you use this function overseas, you may be punished. 

• Use FeliCa reader/writer function only in Japan. 

FeliCa reader/writer function of FOMA terminal conforms to Japanese radio 
standards. 

If you use this function overseas, you may be punished. 
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Before Using 


爲自 Ufliyi { 校 iyi/V 娜綱 


After turning power OFF, close FOMA terminal and hold it in your 
hand so that you can properly attach UI M/battery pack. 


Removing Back Cover 

Slide the back cover in the direction of the arrow by 3 mm with a 
thumb to remove it. 



<r Installing UIM 

Pull the tab with your nail and pull out the tray until it clicks (O). Hold 
UIM with the 1C side down, align the beveled corner with the tray (❷) 
and push into the tray until it stops (O). 



■ JBB ! 篇 . 

• UIM (blue) is not available for this FOMA terminal. If you have the UIM 
(blue), bring it to a docomo Shop. 


々 Installing battery pack ' レ I 

With the label side of the battery pack upward, align convex parts of 
the battery pack with concave parts of FOMA terminal and slide the 
battery pack in the direction of ❶, press the battery pack in the 
direction of ©to set it in. 



Installing back cover 

Place the 4 tabs of back cover to the notches, press back cover in the 
direction of 〇 to avoid forming any clearance between FOMA 
terminal and back cover, then slide it in the direction of ❷ to install it. 














Before Using 

GHarging 


The battery pack does not have a full charge at time of purchase. 
Use AC adapter for FOMA terminal to charge the battery before 
using FOMA terminal. 


Charging using AC adapter 


D Open jack cap {❶} of FOMA terminal, hold the 

connector horizontally with the arrow side upward and 
insert it to the jack (O) 

§ B Unfold the power plug and insert it into a 100V AC 
g outlet 

o * Check that the indicator light turns on. 

B When charging is over, pull out the power plug from 
the outlet, and pull out from FOMA terminal 
horizontally while pressing the release buttons on both 
sides of the connector 
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Using desktop holder and AC adapter in 
combination for charging 


D Insert the AC adapter to the desktop holder, with the 
arrow on the AC adapter's connector upward 
B Unfold the AC adapters power plug and insert it into a 
100V AC outlet 

B With FOMA terminal closed, insert it into the desktop holder 

* Check that the indicator light turns on. 

D After charging is completed, remove FOMA terminal 
from the desktop holder 



+ Operations for charging 

When charging starts, a charge start alert sounds. While charging, the 
light turns on and the battery icons on the display and the sub-display 
blink. When charging is over, a charge completion alert sounds. 













Before Using 

Turning power ON - Configuring default setting 


Perform the following operations after turning the power ON for 
the first time. 

D 卜 I (2 sec. or more) 

B On a confirmation screen of enlarged 
menu setting, "Yes" or "No" 

The screen shown to the right appears. 

B Set required items ► l~@~l 
[Complete] 

Always set Change security code and 
Request permit/deny. If you exit without 
setting, Initial setting screen reappears 
when the power is turned ON the next 
time. 

Q On a confirmation screen of software update function, 

® 

The stand-by display appears. 

- 

• If no operation is performed, the display light is turned off automatically 
according to the settings in Light time-out or eco mode. The display light 
turns on again if there is any operation or incoming call. 

Turning power off : i ^ i (2 sec. or more) — 

Changing the initial setting : |menu| ►[~81[71[5][7] 

Changing screen display to English : I menu | 卜 [81[21[61[31 ► Select "English" 


Initial setting 

Auto tiie adjust 
Date 
Time 

Teninal security c-•ll 

Fingerprintl 

Keypad sound] 


Text sizel 


〈Initial setting 


Before Using 

職❿剛務 ti # n _ 


Check your own phone number. 

For details of checking/changing a mail address, refer to "Mobile 
Phone User's Guide [i-mode] FOMA version". 

D [menu] ►[ 0 ] User information I User infomation 

The screen shown to the right appears. 


Hy phone number 


090XXXXXXXX 


<User information 
screen 〉 

■ - 

• In addition to your own phone number and mail address, you can save 
birthday, postal code/address, company name, etc., to User information. 
Editing user information : On User information edit screen, 「噬 1 ► 
Authenticate ► Edit ► I 铨 I 

Checking User information during a call : |multi| ►fo] 
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Screen Explanation 

3Pm#inaHd is — 餅 



CD 

QJ 

W 

O 




The current state can be checked by the icon appearing on the screen. Major icons are as follows. 

0 : Bluetooth ON T : High-pitched alarm ON 

¥ : The total calls cost exceeds the limit : Unread Area Mail exists 


Top of the display 


Battery level (Battery icon) 


■ a a q a 

Ample ^ v. Almost exhausted 

charge 、 一 (Charge the battery) 

Signal strength (Antenna icon) 


T.il I.i T. T 

圏外 

Strong^ - >Weak 

Out of service area or where 
radio waves do not reach 


seif : Self mode ON 
O : In data transfer mode 
i : Connecting to i-mode 
l : Infrared communication in operation 


B : Bluetooth connection being 
established 

咏 ： Communication using handsfree- 
compatible device in progress 
: Handsfree ON 
k! : eco mode ON 
、奂 ： Positioning with GPS 
孟 ： Request setting 

A : Lock on close or Lock when immobile 
ON 

<p : Kid-safe mode ON 
on : A phonebook entry or schedule has 
secret attribute 


Q : Unread i-mode mail exists 
國 ： Arrival i-concier information exists 
岛 ： Unreceived i-mode mail exists in i- 
mode Center 

Uk ■ Displaying SSL/TLS page etc. 
g : Auto-send mail exists 

: Music&Video Channel program 
obtaining reservation exists 
Pt : During i-appli operation 
: i-appli call exists 
Q : Alarm clock ON 
m : Schedule reminder ON 
_ : Inside OFFICEED area 


Bottom of the display 


[ ■[應 dl mJ 

Arrival information (Starting from the left, 
missed call, recorded message, voice mail 
service, unread message, unread ToruCa, 
i-appli call) 

承 : Silent mode ON 
1 を ： Call alert volume OFF 
22 : Vibrator for voice call ON 


A : In Public mode (Drive mode) 
因 ： Record message ON 
: Keypad dial lock ON 
、透 : GPS Request failed 
S : Personal data lock ON 
睏 : Music&Video Channel program 
obtaining failure 
团 ： Reading UIM 
gg : 1C card lock ON 
<•> : Available multi-cursor key 


屍 ： Performing ISeg recording reservation 
: i-appli Auto start failed 
S3 : microSD card installed during 
Communication mode 
Q : Connected to external device using 
USB cable 

夹： Pedometer/ACT monitor is set 
公 ♦: Software update rewrite notice 
5? x : Auto-update of latest pattern dennition 
failure 




















Task area 


The icon indicating the function 
(task) in progress appears in the 
task area. 


I < 爾 



XX aXXXX/ Task area 


cVertical display> 



i' • 




xxxxxxxxxxxxx> 


<Horizontal display> 



Guide area and key operation 


Operations that can be performed 
by pressing I menu], 「b [•), | 窃 1 
and fiPf I are displayed in the 
guide area. To perform an 
operation in the guide area, press 
the corresponding key. 

く ► on the guide area corresponds 
to multi-cursor keys & 5 . 





Screen Explanation 


Even when FOMA terminal is closed, the 
icons in the sub-display and light provide 
information. When no operation is 
performed for a certain period of time, the 
sub-display light is turned off, but it turns on again when you press 
either side key. 

々 Switching views 

Each time you press the view switches in the order of icon and 
clock => date and clock 4 big clock. When "Use" is set to Set 
Pedometer/Activity monitor, each time you press 0, the view switches 
in the order of steps => activity => clock. 

+ Arrival information 

When a missed call, recorded message, unread message, or voice 
message of Voice Mail service, etc. exists, press Q with clock 
displayed to display the number of calls or messages, and then press 
0 to scroll reception date/time and information about the senders. 

^ Light 

The light turns on or blinks when the battery charges, the camera is 
activated, light alert (=>P34) is set, etc. 


Information 

• The light on the sub-display turns on just by tilting FOMA terminal. 
【啜 背面自動点灯設定 (Auto light on)] 



ii；ii 如 b 

wm 
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Screen Explanation 

稱 enu-o:6¥ 敵 ion 


On the stand-by display, press |menu| and then perform the 
functions from the menu. You can select a menu item with 
shortcut operations, which use the keypad, I x I and 「 **1 , or with 


multi-cursor operation, which uses the multi-cursor key to move 
the cursor. 

<Example> Selecting "Calculator" 


S 5 Shortcut operations 




Multi-cursor key operations 

D |menu| 卜 Move the cursor to "0 Accessory" ► [•) 
[Select] ► Move the cursor to "0 Calculator" ► (•] 
[Select] 


- 

• Even when a function is running, you can perform the same operation if 

"MENU" is displayed on the guide area._ 

• To return to the previous screen, press 「 clr] . To return to the stand-by 
display, press 1. 

• On the stand-by display with Info/calendar layout, Shortcut icons set, or 
with arrival information icon or i-concier information displayed, press [•) 
to change the display to Focus mode that allows you to quickly display the 
related information. 


Switching menu screens 


You can switch among "Kisekae menu", the design of which can be 
changed using Kisekae Tool (^>P34), "Basic menu", which has the 
fixed menu numbers, and "Custom menu", to which menu items 
can be saved freely. 

A Kisekae menu matched with the color of FOMA terminal is set by 
default. 


MENU 

bd u ^ 

Mail 8 mode Scrppli 


MENU 

へ i R 

Mail imode itrppli 


Custom Menu 

'' • 

Position 2ini iode 
location sn itching calculator 

R ^^ 3k lData Boxl LifeKlt 

Ac^ory^^ MUSIC 

°ii.j tt (o) 

Osaifu- User 

Keitai hformatton kXJncBr 

向 

H 

4 n n ， 龜 

,LifeKlt 

二 /. « 

MUSIC 

wST into^on 

团 

45 |BJ 6 Ki 

Receive 如丨抑 Bar code 

Ir data mie ok/off reader 

7 〜 8 呤 

Activation Ant«-ra*ly 

[Position location] 

-ocates current position. 


<Basic menu> <Kisekae menu> cCustom menu> 


- 

• In some types of Kisekae menus, the menu structure is changed according 
to usage frequency, or the number assigned to menu item (item number) 
may not be applicable. 

• The menu that appears when I menu | js pressed on the stand-by display can 
be changed from the start menu. =>P32 























Screen Explanation 

P ❻ tniinq:d4vi#e 


With the fingerprint sensor, you can operate menus or browser 
screens with your finger. Pointing device operation corresponds to 
multi-cursor key operation as follows. 


Pointing device 

Multi-cursor key 

Slide 

Keep touching the fingerprint sensor, move 
your finger up, down, right or left. 


Slide your finger and keep touching the 
fingerprint sensor 

^ (1 sec. or more) 

Double-tap 

Tap twice as you can put the ball of your 
finger on the center of fingerprint sensor as 
parallel as possible. 


Keep touching the fingerprint sensor for 1 
sec. or more 

This operation is for the browser screen only. 

[•)(1 sec. or more) 



Setting the pointing device 


Set the effective area and speed of the pointing device. 

D |menu| ►[§] Settings & NWservices ► \j] Clock/Turn/ 
Input etc. ► S Pointing device ► Set required items 
► EE [Set] 

When "Use sensor for:" is set to "Not use", you can use the 
fingerprint sensor only for fingerprint authentication. 

■ . 

• You cannot operate on the stand-by display (except in Focus mode) or on 
the screen while talking. 

• Operate the pointing device with a light touch. Putting your finger nail or 
excessive force on the fingerprint sensor may damage it. 
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Screen Explanation 


You can operate FOMA terminal by double-tapping (tapping it 
twice) or tilting it. 


CD 

Q) 

O 




+ Stopping an alarm/displaying details of arrival 
information 

When FOMA terminal is closed and the alarm sounds, double-tapping 
the front or back side stops the alarm. When the clock is displayed on 
the sub-display, double-tapping the side displays details of arrival 
information. 



+ Tilting FOMA terminal 

Tilting FOMA terminal scrolls the Browser screen by pressing and 
holding 0 or 0, or it switches the clock view orientation on the sub¬ 
display. 


Setting Motion sensor 


D |menu| ►[8] Settings & NWservices ► \j] Clock/Turn/ 
Input etc. ► 0 Motion sensor ►[]] ON or [2] OFF 



Screen Explanation 

使いかたガイ F (Guide) 


You can check overviews and operations of functions, and 

troubleshooting. (In Japanese only) 

□ [menu] ► 囡 LifeKit ► S Guide ► Select 
a search method 
目次 (Contents) : Search from a list of 
functions. 

索引 (Index) : Search from a list of words 
sorted according to Japanese syllabary. 

フリーフード検索 (Free word search) : 

Enter a keyword to search for. 

ブックマーク (Bookmark) : Search from a 
list of registered bookmarks. 

困つたときには (Troubleshooting) : Search from lists of 
troubles or error messages. 

- 

• On a description screen, select" この機能を使う (Use this function)" to 
perform a function. Selecting a link item in 11 関連機能 (Related functions)", 
or n - ► コナフ (See more)" displays a corresponding description screen. 

• Terms indicated with [^] in this manual are index terms in "Guide". 


_ 目次 

嬷能名や目的か5、褫能概 S 
や操作方法を探すことができ 
ます 

^ 索引 

^ フリーワード検索 
V ブック マーク 
困つたときには 
<Guide screen> 



Information 


• You can also access the free word search ( ノリ ー ■ ノート検索 ） from the 
quick search. =>P76 













Character Entry 

魏鞭鮮物会 


There are two methods to enter characters. 


Difference between two input methods 



5-touch input 

2-touch input 

Outline 

Multiple characters are 
assigned to each key and the 
character is switched every 
time a key is pressed. 

A character 
pressing a c 
keys. 

is entered 1 
:ombinatior 

by 

iof 2 



10000；-! 


i 

Textkode 

m\m 

<2-touch guide 
screen> 


Character 

entry 

(in 

Hiragana 

/Kanji 

mode) 

" ろ"： 团 (5times) 

" っ " ：团 （ 3times) ► 1 1 

" ぼ"： 1 6 | (5times) ► 1 1 

(twice) 

" ん "： [^](3 times) 

" ぎ ' 由 (Twice ) ►困 

"つ"： 1 8 || O || 4 || 3 | 
" ぼ"：丨 8 || O || 6 || 5 | 

1 O If5l 

"ん "：丨 〇 II 3 | 

" ぎ " ： r^~ir^~ir5~ir^n 

Operations 

during 

entry 

l /* i : Return to the previous 
character. 

(Example : お => え => う => …) 

- 

|clri : Cancel or delete entered characters, (after the entry 
is fixed) 

1 i : Add voiced/semi-voiced sound, switch upper/lower 
case (Example : ほ => ぼ => ぽ => ほつ => つ => づ => つ=>…)， 
or insert a line feed (only after the entry is fixed). 


Switching input modes 


Each time you press I M I on the character entry screen, the input 
mode switches as A "One-byte alphabet" 1 "One-byte number" 
=> 漢 || 1~11 「 393 门 3/1<3 冲 " => ア "One-byte katakana" 4 A "One-byte 
alphabet" ■. 

• (S switches two-byte or one-byte characters. 


Text input 


Set a text input method or operation during text entry. 


D |menu| ► ■ Settings & NWservices ► 
[Zl Clock/Turn/Input etc. ► [3] Text 
input ► ® Text input method ► Set 
required items 
B [S [Set] 


Input Method Settings 
Input method 
Input prediction 
Auto cursor Normal 3 


ion ^T1 


clnput Method 
Settings screen> 
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Entering pictograms/smileys 


Entering pictograms 

D On the character entry screen, when [Pict/Sym] is 
displayed, I 铨 I [Pict/Sym] 



B Select a pictogram 

Press |clr| to close the pictogram list. 

Entering smileys 

D On the character entry screen, |menu| ►回 Pict/Symbol/ 
Smiley ► [3] Smiley ► [U 入力履歴 - ® すベて ► Select a 
smiley 


Password manager 


You can quote saved information such as user names or 

passwords, so that you can quickly enter them. To use Password 

manager, be sure to change the terminal security code. 

• Up to 50 items can be saved. 

Saving passwords 

D |menu| ► ■ Settings & NWservices ► 0 Security & 
Locks ► [9] Password manager^Authenticate ^ I 诊 1 
[New] 

B Enter a title (Up to12 two-byte (24 one-byte) 

characters) ► Enter a password (Up to 64 two-byte (128 
one-byte) characters) ► 「窃 I [Save] 

Quoting passwords 

D On the character entry screen, I menu] ► 0 Quote 
phrase/passw ► ■ Quote password ► Authenticate 
Quoting a password on the signature edit screen : 

|menu| ^ [j] 回 ► Authenticate 

B Select the password data to quote 



Information 

• You can save often-used sentences and words. 文字入力 (Character Entry) O 定型文 | 単語登録 (Save phrase/Save word )】 

• You can copy, cut and paste entered characters. 【驗女 字入 3b (Character Entry) t> コピー | 切り取り | 貼り付け (Copy/Cut/Paste)] 



























Sound/Screen Setting 

Sound settinqs 


You can set tones, such as changing a ring alert, adjusting the 
volume, or muting the sound emitted from FOMA terminal. 


Setting ring alerts and sound 


You can set your favorite melody for a ring alert or alarm. 

<Example> Setting Call ring alert (Call ring alert/V.phone ring alert) 


21 Mail/Msg. ring alert 

3 i-concier ring alert 

4 GPS alert 

5 Alarm sound 

6 System sound 

7 Charge alert 

8 Call session 

9 Melody Call 


D |menu| ►回 Settings & NWservices ► 

LlJ Alerts & Sounds ►[]] Ring alerts 
& Sounds 

In addition to ring alerts, you can set alerts 
such as mail ring alert, messages ring alert 
or i-concier ring alert. 

BE Call ring alert ►E Call ring alert 齡ン Mt rt L 

or [ 2 ] V.phone rinq alert 卜 Set 
required items ► EE [Set] <Sc)und setting s _> 

■ . 

• When Call ring alert is set, the setting applies to Call alert and Videophone 
alert. 

• Some music or moving pictures/i-motion may not be set to the ring alert. 


Adjusting volume 


You can set the volume of a ring alert, alarm sound, etc. 

<Example> Setting Call alert volume 


D 「menu I ► ■ Settings & NWservices ► 
[E Alerts & Sounds ► [2] Adjust 
volume 

In addition to the volume of the ring alert, 
you can set the volume of the alerts such 
as mail ring alert, message ring alert and 
i-concier ring alert. 

0 E Alert/Call volume ►[]] Call alert 
volume ► 00 or ^ [Select] 

The volume can be selected from "Silent", 
"Level 1"-"Level 6" or "Steptone". 


Adjust volune 
HiJEIlKIIKHro MB 

2 Mail/Msg. alert voL. 

3 GPS alert volute 

4 i-concier ring alert 

5 Alarn volume 

6 crppli effect so— 

7 ToruCa receive alert 

8 Operation sound 

9 Melody effect sound 

[Alert/Call voluae] 

Adjusts call alert voluae. 
md earpiece voluie ihile on 
call. 


<Volume setting screen> 


- 

• ♦ appears on the stand-by display when "Silent" is set. Si appears when 
a vibrator for Call vibrate alert is also set. 


Information 

'You can set a call ring alert and image, a call vibrator operation pattern, and a light alert. 【涵 電話着信設定 (Call alert )] 【驗 テレビ電話着信設定 
(Videophone alert)] 

• Incoming calls or alarms are notified with vibration, instead of a tone . 【秘 ハイ ノレータ設定 (Vibrate alert/effect)] 
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Silent mode 


Muting keypad sound 
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This function cancels the sound emitted from FOMA terminal such 
as ring alert, Key sound, Open/Close sound, Display turn sound, 
alarm sound, or the sound for reading a code with Bar code reader, 
and an incoming call is notified with vibrator (vibration). Also, 
microphone is sensitized, and you can call in a small voice. 


D I ** I (1 sec. or more) 

逆 appears on the stand-by display in 
Silent mode. 

Canceling Silent mode : 1 ** I (1 sec. or 
more) 



<Stand-by screen while 
Silent mode is ON> 


. . 

• Shutter sound is emitted even in Silent mode. 


You can turn off a sound to be emitted when pressing keys. 


D |menu| ►回 Settings & NWservices► 
[U Alerts & Sounds ► Ll]Ring alerts & 
Sounds ► [6] System sound 

In addition to Keypad sound, you can mute 
Open/Close sound or Display turn sound, 
or change Shutter sound. 

B |T| Keypad sound ► 回 OFF 

A message indicating keypad sound is to 
be turned off appears, and then the screen 
shown to the right appears. 

The tone can be selected from "[]] Key 
sound 1" -"[4] Sol-fa". 



2 Open/Close sound 

3 Display turn sound 

4 Shutter sound 

5: Movie ca_era sound 


[Keypad sound] 

Sets sound for keypad 
operation. 


Key sound 1 

<System sound 
setting screen> 



Information 


• You can set Silent mode operations to each incoming call and alarm. 


【喊 オリジナルマナーモード (Personalized silent mode)] 














Sound/Screen Setting 

Setting display 


You can change the stand-by display, light, font size, etc. 


Stand-by display 


The default stand-by display is set according to Kisekae Tool, but 
you can customize the display by changing each display element 
such as stand-by display image, clock display or battery icon. 

Stand-by display 

<Example> Setting a preinstalled image to the stand-by display 

D I menu | ►[§] Settings & NWservices ► 

[ 2 ] Display ►[]] Stand-by display 卜 
|T| Image/i-appli^lj] Vertical 

zontal position ► 


Vertical position 
2 Set randoM i_age 

3 交 Pt mntinn/Mnwip 


position or [2] Horizo 
E Set image 

When Kisekae Tool is set, the screen 
shown to the right appears. 

B "Yes" ► [H Preinstalled ► Select an 
image ►"Yes" 


I Stand-by iaage of 
• Kisekae content to be 
canceled. OK? 

(Changeable through 
llenu>57,"Kisekae tool".) 

Yes I 


<KisekaeTool cancel 
confirmation screen> 


Clock display format 

Set clock to/not to display or specify clock layout and the style, or 
display language for day of the week. 

D |menu| ►[8] Settings & NWservices ► \j] Clock/Turn/ 

I 叩 ut etc. ► @ Clock ► 0 Clock display format ► Set 
required items ► figi I [Set] 

When Style is set to "World time clock", time in Japan is 
displayed on the left, and the local time and the area name 
which is set in Time zone is displayed on the right. 

Battery icon 

D |menu| ► ■ Settings & NWservices ► 

[ 2 ] Display ►[]] Stand-by display 卜 
回 Battery icon 

The screen shown to the right appears. 

□ 0-0 

When Kisekae Tool is set, selecting other 
than 0 displays a confirmation screen for 
canceling Kisekae Tool. When pressing "Yes", the selected 
icon is set. 



<Battery icon setting 
screen 〉 


Information 

'The stand-by display can be divided into several areas, to each of which you can make settings to display arrival information, schedule, calendar, list of 
notes or contents of a note, steps/activity information. 【涵 待受画面設定 (Stand-by display) O カレンダー / 待受カスタマイズ (Info/calendar layout )】 
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Select startup menu 


Set the menu displayed when pressing |menu| on the stand-by 
display. 


D |menu| ► ■ Settings & NWservices ► 
[ 2 ] Display ^[ 2 ] Menu preference ► 
[U Select startup menu ► [U Kisekae 
menu - 回 Shortcut menu 


Select startup menu 



2 Basic menu 

3 Shortcut menu 


〈Startup menu setting 
screen 〉 


Font size 


You can change a size of the characters in i-mode site, the mail 
creation screen, phonebook, etc. 


<Example> Changing the font sizes collectively 

D I menu I ► ■ Settings & NWservices ► { 2 } Display ► ® 
Font & Language ► [U Font size ► []] All ► UJ Smallest 
-0 Largest 

For some font sizes selected, a confirmation screen for 
changing the font size for menu appears. When pressing "Yes", 
Kisekae Tool applicable to the selected font size can be 
selected. 


. 

• When you change the font size collectively but the items do not support 
the font size that is selected, the closest font size is set. 



Font style 


You can change the font which is displayed in menu, mail, etc. For 
hiragana and katakana, changing to downloaded font is also 
available. 

D |menu| ►回 Settings & NWservices ► { 2 } Display ► ® 
Font & Language ► [2] Font style 
B Select the Kanji/Alphameric field 卜 [U Maru—Gothic - 
回 Maru Folk 

B Select Hiragana/Katakana field ►[]] Kanji/Alphameric 
or [2] プリテイ ー 桃► 丨铨 I [Set] 













Privacy view 


Display light time 


This function allows the display to be less-visible to the people 
around you. You can start/cancel Privacy view on screens 
including the stand-by display. 

D I multi | (1 sec. or more)_ 

Canceling Privacy view : I multi | (i sec. or more) 


Setting Machi-chara 


You can set a character to be displayed on the stand-by display, 
menu screen, etc. 

D |menu| ►[§] Settings & NWservices ► [ 2 ] Display ► H 
Display Machi-chara ► Set required items ► 「粒 I [Set] 

- 

• Machi-chara does not appear when moving picture/i-motion or i-appii is 
set for the stand-by display. 

• Some Machi-chara change its actions according to time, arrival 
information, call duration, etc. 


Information 

• You can set a level of difficulty for the view to be seen. プライバシービュー (Privacy view) O レベル設定 (Privacy view level)] 

• You can adjust the brightness of the display light and set the duration of time before the display light is turned off. You can also turn the keypad light 
ON/OFF, and select a color of the light. 【風 照明 / キーバックライト設定 (Keypad light) t> 明 ^) さ調整|画面オフ時間設定|キーバックライト設定 
(Brightness/Light time-out/keypad light )】 



You can set the duration, for which the display light is turned on. 

<Example> Setting "Normal use" 

D I menu I ►[§] Settings & NWservices ► [ 2 ] Display 
Display & Key light 卜 [U Display light time 
0 [U Normal use ► [U 0 sec _ H Always on 

. 

• When setting to "Phone setting" by selecting other than "Normal use" in 
Step 2, the lighting time set in "Normal use" applies. 
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Sound/Screen Setting 

靈靈 曹 . 關， 


You can set light alerts for incoming calls or mails, new arrivals 
and missed calls. 
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Light alert 


Set the lighting patterns and colors used for an incoming call/mail 
or while talking. 


<Example> Setting a light alert 

D I menu | ► ■ Settings & NWservices ► 
[ 2 ] Display ► [5] Light alert 

In addition to light alert for incoming call/ 
mail, you can set it while talking or for 
closing FOMA terminal. 

0 El Light alert ►Set required items 

► rairseti 


2 Call session light 

3 GPS Light alert 
4! 1C card light 

5 Open/Close light 


[Light alert] 

Sets light alert f 
call/aessage. 


<Light setting screen 〉 


Indicator light 


The light alerts you when missed calls, unread messages (i-mode 
mail or SMS) or arrival information exists. 

D |menu| ► ■ Settings & NWservices ► [ 2 ] Display ►回 
Color & Action image ► 回 Info display & light ►LlJ 
Indicator light ► LjJ ON or 囡 OFF 


Sound/Screen Setting 


You can set the stand-by display, menu, incoming/outgoing call 
screens, etc. at once with a predefined combination. 

<Example> Setting a preinstalled Kisekae Tool 

D I menu I ► |J] Data Box ► 0 Kisekae Tool ► [ 2 ] Preinstalled 
► Move the cursor to a Kisekae Tool ► I 铨 I [Set] 

To display the details, move the cursor to the Kisekae Tool, and 
then press I E 1. 

To enlarge the images of the stand-by display and menu, 
move the cursor to a Kisekae Tool, and then press (•]. 


White 1/2 
一 a 
- Stand-by(Horizon … * 
- KiS6k36 menu vu 


Ihite 

2/8 

• Battery icon hf 

_ Antenna icon bif 

- Outgoing call img. » 
- Call alert image * 

• V.phone call image « 

• V.phone alert img. » 

- Outgoing msg img. * 

• Kail alert image » 

- Image msg alert * 

ヂ Message retrieving •• 


• ■ • i 

r ニリ MUHC 

在 一 ふ 





- Color theme 

Clock style 




〈Details screen> Combination image 

screen> 


n "Yes" 





















Sound/Screen Setting 

Timed theme 


You can set FOMA terminal so that the stand-by displays switch, 
or Silent mode or Privacy mode starts at a specified time. 

• Up to18 timed themes can be saved. 

D |menu| ►回 Settings & NWservices ► 

回 Kisekae/Themes ► [3] Timed 
theme 卜 Select a title 

The screen shown to the right appears. 

B Set required items ► I 铨 I [Set] 

* O appears to the left of the title of the 
timed theme that is currently set. 

<Timed theme screen> 



ライフスタイル 1 


Style theme Not change ] 

Silent *ode；Nol change I 
Privacy Rode 

lot change] 


■ . 

• To set or cancel the saved timed theme, in a list of the titles, move the 
cursor to the title and then press 「 menu] . 


Sound/Screen Setting 


You can set each light to "OFF" or shorten the lighting time to save 
battery consumption. 

D |menu| ►[§] Settings & NWservices ► ® Display ► ® 
eco modektU eco mode ON/OFF 

Each time you select the option, ON/OFF switches. 

When setting to ON, * appears on the stand-by display. 


eco mode options 


You can set options for eco mode. 

D |menu| ►回 Settings & NWservices► [ 2 ] Display► ■ 
eco mode ► [ 2 ] eco mode options 卜 0 Std. saving or 
[ 2 ] Full saving 

Std. saving : Display settings such as the brightness of the 
display or keypad light, or light alerts are adjusted to save 
battery consumption. 

Full saving : With Std. saving setting applied, some functions 
such as motion sensor, Auto light on, immobile sensor of 
Lock when immobile, AUTO-GPS setting, Pedometer/ACT 
monitor, etc. are restricted to save battery consumption. 
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Lock/Security 

剛 #iia ‘ 


Security codes vary by functions. A security code is important to 
protect your personal information. Take extreme care of the 
security code. 
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• When setting a security code, do not use a number that can be 
easily known to others, such as "birthday", "a part of a phone 
number", "1111" or "1234". Keep a separate note of the set security 
code. 

• Be careful never to reveal your security code to others. If a security 
code is known to and misused by others, DOCOMO assumes no 
responsibility for damages resulted from it. 

• If you forget your security codes, you need to bring a document (a 
drivers license etc.) to identify your subscription, FOMA terminal 
and UIM to the docomo Shop. 

For details, contact the numbers for "General Inquiries" on the last 
page of the instruction manual. 

參#« 


Terminal security code (Default : 0000 ) 


The code is the security code to be used when changing settings 
or deleting all the items at once. To change the code, perform the 
following operation. 

D |menu| ►圍 Settings & NWservices ► 0 Security & 
Locks ► IZ1 Code & Fingerprint ►[]] Change security 
code 卜 Authenticate 卜 Enter a new terminal security 
code 卜 Enter the new terminal security code in New 
terminal security code-check field ► 「粒 l [Save] 

. 

• If a wrong terminal security code is entered 5 times consecutively, the 
power is turned OFF. 


PIN1/PIN2 code (At subscription : 0000) 


The PIN1 code is the security code to be used when installing UIM 
or turning FOMA terminal on. 

The PIN2 code is the security code to be used when requesting the 
issuance of a user certificate, resetting Total calls cost or resetting 
the total call costs. 

To change either code, perform the following operation. When 
changing PIN1 code, set PIN1 code ON/OFF to "ON". 









D |menu| ►回 Settings & NWservices► 0 Security & 
Locks ► l_6j UIM ► [U Change PIN code or [ 2 ] Change 
PIN2 code 卜 Authenticate 卜 Enter the current PIN code 
► Enter the new PIN code in New PIN code and the 
New PIN code - check fields 卜 I 铨 I [Save] 


■ JBB ! 篇 . 

• To display the PIN1 code entry screen when turning power on, 

|menu| ►r8]|4ir6]^irn, and then set PIN1 code ON/OFF to "ON". 

• Even if PIN2 code is locked by entering incorrect PIN2 code 3 times 
consecutively, making/receiving calls or sending/receiving mail is 
available; if PIN1 code is locked by entering incorrect PIN1 code 3 times 
consecutively, these operations are unavailable. 

• If the PIN1/PIN2 code is locked by entering an incorrect code 3 times 
consecutively, enter the PIN unblocking key (PUK) provided at 
subscription. If UIM is locked after entering an incorrect PUK code 10 
times consecutively, contact the docomo Shop. 

• PUK code is written on the subscription form (copy for user) handed to 
you at subscription in docomo Shop. If you subscribed to FOMA service 
other than the docomo Shop, you need to bring a document (a drivers 
license etc.) to identify your subscription and UIM to the docomo Shop, or 
contact the phone number for "General Inquiries" on the last page of this 
manual. 


々 Network security code (At subscription : Set any code.) 

Network security code is required when DOCOMO identifies the 
subscriber to accept orders at docomo Shop, docomo Information 
Center or " お客様サボート (user support)" or when you use Network 
Services. 

To change the code, "iMenu" in i-mode site => " お客様サポート (User 
support)"=> " 各種設定 ( 確認 - 変更 . 利用 ） (Settings (Check/Change/ 
Use))" => "ネッ トワーク暗証番号変更 (Change Network security code)" 
(In Japanese only). 

々 i-mode password (At subscription : 0000) 

i-mode password is required to register/delete site in My Menu, use 
Message Service, subscribe/cancel i-mode charged services, etc. 

To change the code, "iMenu" in i-mode site => " お客様サボート (User 
support)" ^ " 各種設定 ( 確認 - 変更 . 利用 ） (Settings (Check/Change/ 
Use))" => " i モードパスワード変更 (Change i-mode password)" (In 
Japanese only). 

+ microSD password 

You can set a password to microSD card. When using another 
terminal with the password-protected microSD card installed, setting 
a password to that terminal is also required. On PCs or terminals that 
do not have ability to set passwords, data in the microSD card cannot 
be used and the card cannot be formatted. However, some microSD 
cards may not support this function. 

々 Password (for children) (Default :1111) 

This password is used as the password for children in Kid-safe mode. 
When entry of the password is required, you can alternatively enter 
the terminal security code or authenticate your fingerprint. 

Kid-safe mode =^>P42 
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Lock/Security 
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Instead of entering the terminal security code, you can 
authenticate yourself by sliding your fingertip on the fingerprint 
sensor. Once your fingerprint is registered, the fingerprint 
authentication screen appears when authentication is required. 
Up to10 fingerprints can be registered for authentication. 


D |menu| ►回 Settings & NWservices ► 
0 Security & Locks ► [3 Code & 
Fingerprint ► [2] Register fingerprint 
► Authenticate 卜 "OK" ► Slide your 
fingertip by following the instruction 
message ► Enter the name to register 
(up to10 two-byte (20 one-byte) 
characters) ► I lb I [Save] 


Register finger print 



Slide same fingertip to 
complete scan operation 
.(3 tines) 


<Fingerprint 
registration screen 〉 


- 

•To switch to the terminal security code entry screen, press I menu | 〇 「 the 
keypad on the fingerprint authentication screen. 





Information 


• You can set FOMA terminal so that the terminal can authenticate users 


only with fingerprints. 指紋のみ認証設定 (Fingerprint access)] 

If authentication is disabled for any registered fingers due to your 
finger conditions, failure of the fingerprint sensor, etc. you need to 
bring a document (such as a drivers license) for identifying that you are 
a subscriber, FOMA terminal and UIM to a docomo Shop. 


Lock/Security 

職 _ 侧❹參隣1111〇料〇118 


Various lock functions are provided in FOMA terminal. Use them 
for your purpose. 


All lock 


Any operations other than answering calls, receiving messages 
and turning power ON/OFF are unavailable. 

Activate : |menu| 卜 [gJgJQ] 回 ► Authenticate 
Deactivate : Enter the terminal security code (when fingerprint 
authentication is set, I menu] ► Authenticate) 


Self mode 


All functions requiring communication are unavailable. 
Activate/Deactivate : |clr](1 sec. or more) ►"Yes" 


Personal data lock 


Personal information such as Phonebook, messages or schedule is 
not displayed. 

Activate/Deactivate : |menu| 卜 回 [JJIXIS] ► Authenticate ►[]] or [2] 


Keypad dial lock 


Calls can be made only by using phonebook. 

Activate/Deactivate : I menu | 卜 回 [^][ 3 ]回 ► Authenticate ►[]] or [2] 


Side key hold 


Side key operations are locked when FOMA terminal is closed. 
Activate/Deactivate : I menu] (1 sec. or more) 

























Lock on close 


Any key operations other than side keys are locked when FOMA 
terminal is closed. 

Activate : |menu| 卜 [8]|T||j]|j] ► Authenticate ►Set required items 

► CE 

Deactivate temporarily : Open FOMA terminal and authenticate 


Lock when immobile 


When no operations are performed for the specified time, key 
operations are locked. 

However, side keys are enabled when FOMA terminal is closed. 
Activate : [menu| ^ [8][4]|T|[2] ► Authenticate ►Set required items 

► CE 

Deactivate temporarily : [menu] ►Authenticate 


1C card lock 


Osaifu-Keitai, obtainment of ToruCa from 1C card reader, iC 
transmission, etc are unavailable. 

Activate : @ (1 sec. or more) ►"Yes" 

Deactivate : @ (1 sec. or more)►Authenticate 


Privacy mode 


You can set options for using personal information. For the 
operation, refer to " 使いかたガイド (Guide)" installed in this FOMA 
terminal (in Japanese only). 


Omakase Lock 


The personal data of phonebook etc. or IC card function of Osaifu- 
Keitai is locked only by contacting DOCOMO in case FOMA 
terminal is misplaced etc. 

• •⑤ 

Setting/Canceling Omakase Lock 

0120 -524-360 Business hours : 24 hours (open all year round) 
(In Japanese only) 

* Available from mobile phones and PHSs (including non-DOCOMO phones). 

* Unavailable from part of IP phones. 

K Omakase Lock can be set/canceled trom My docomo site using a PC etc. (in 
Japanese only). 

* For details, refer to "Mobile Phone User's Guide [i-mode] FOMA 
version". 

:•參 • 


Data Security Service 


This service allows you to store data saved in FOMA terminal to 
Data Center, and you can restore the saved data to FOMA terminal 
in case of misplacement, changing model, etc. 

- 

• Note that using Data Security Service overseas may require a higher 
packet communication fee than in Japan (not covered by i-mode packet 
flat-rate service). 

• For details of Data Security Service, refer to "Mobile Phone User's Guide 
[i-mode] FOMA version". 

• Data Security Service is a charged service requiring subscription 
(Subscription is required subscription of i-mode). 
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Lock/Security 
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There are some ways to restrict incoming calls. 


Specifying Accept/Reject call for each 
phone number 


Set each phonebook, and then activate settings of Accept/Reject 
call (setting of Specified caller). 

茂 When using this function, it is recommended that you use both 

° Caller ID request and Anonymous caller. 

§ D @ 卜 Search the Phonebook 卜 Move the cursor to a 
Phonebook entry ► ImenuI ► ■ Edit/Settings ► 0 
Advanced settings ►回 Accept/Reject call ► 
Authenticate 卜 Select a phone number ►[]] Accept call 
- [3] No setting 

B Following the operation above, on the stand-by 
display, |menu| ►[8] Settings & NWservices ► ® Call & 
Answer ► ® Reject/Accept call ► [U Specified caller^ 
Authenticate ► S Cancel settings ■回 Accept call 


Anonymous caller 


For each reason for hiding caller ID, you can set a receiving 
operation. 

D |menu| ► ■ Settings & NWservices ► ® Call & Answer 
► [2] Anonymous caller ► Authenticate ► 

[U Anonymous - [3] Unavailable ► Set required items ► 

ran [set] 
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Ring alert delay 


To prevent prank calls such as one-ring phone scam or calls from 
anonymous callers, you can set FOMA terminal so that you will 
not immediately answer calls from the party not saved in 
Phonebook. 

D |menu| ► ■ Settings & NWservices ► [U Alerts & 
Sounds ► [ 5 ] Ring alert delay ►Set required items ► 
[Set] 


Unregistered caller 


You can reject calls from phone numbers not saved in phonebook. 

D |menu| ► ■ Settings & NWservices ► l_5j Call & Answer 
► [ 5 ] Reject/Accept call ► [2] Unregistered caller ► 
Authenticate ►[]] ON or [2] OFF 














Lock/Security 


Reset 


You can restore functions in red characters on the menu list to the 
default settings. =>P91 

D |menu| ►[8] Settings & NWservices ► 0 Clock/Turn/ 
Input etc. ► [5] Info & Reset ►同 Reset ► Authenticate 
► Select an item to reset ► I 铨 I [Reset] ► "Yes" 


Delete all data 


You can delete the saved or registered data in FOMA terminal, and 
restore the settings of each function to default. 

D |menu| ►[8] Settings & NWservices 卜 0 Clock/Turn/ 
Input etc. ► IZ] Info & Reset ► [6] Delete all data 
► Authenticate ► "Yes" 

All data is deleted while restarting. Do not turn power off until 
the stand-by display is displayed. 

■ JBB! 篇 - 

• Even after all data is deleted, the data registered by default is not deleted. 

• Among Osaifu-keitai compatible i-appli, data of which is not saved to the 
1C card, "iD appli" is restored to the default by deleting all data, but the 
other appli are deleted. 

• i-appli other than Osaifu-Keitai compatible i-appli are restored to the 
default by deleting all data, however, upgraded i-appli is deleted. 


Lock/Security 

;Res#i r df in 分 U§age"Dvrem#t^e&ni 觀 


There are two services to restrict the functions of FOMA terminal 
by remote control. 


•參 • 

Inquiries 

DOCOMO business website 
docomo Business Online 

• From a PC 

http://www.docomo.biz/ (In Japanese only) 

* May be unavailable for system maintenance. 

參參參 

+ Initializing remotely 

With subscription to use this function (Business mopera anshin 
manager), this service allows an administrator to request to initialize 
data (memory in phone/microSD card/UlM) in the target FOMA 
terminal. 



oo 

o' 


O 





+ Remote customization 

With subscription to use this function (Business mopera anshin 
manager), this service allows an administrator to request to remotely 
restrict or set ON/OFF to functions (camera function, lock setting, etc.) 
in the target FOMA terminal. 


- 

Check remote setting : I menu | 卜 [8]0^][2] 











Lock/Security 


You can restrict available functions so that you can let your 
children use FOMA terminal without anxiety. 

Setting Kid-safe mode 

You can set whether to use Kid-safe mode. 

When Kid-safe mode is set to "ON", menu operations for PIN code 
ro is restricted. If you do not use PIN1 code entry, set PIN1 code ON/ 
|. OFF to "OFF" in advance. 

〇 D |menu| ► ■ Settings & NWservices ► 0 Security & 

Locks ► 0 Kid-safe mode 卜 Authenticate ► [U Kid-safe 
|. models ON or [ 2 ] OFF 

When "ON" is set, # appears at the top of the display. 

Changing password (for children) 

Before operating, set Kid-safe mode to "ON". The password that is 
the same as the terminal security code cannot be set. 

D |menu| ► ■ Settings & NWservices ► 0 Security & 
Locks Code & Fingerprint ►[]] Change security 
code 卜 Authenticate ► Enter a new password ► Enter 
the new password in Re-enter password field ► 1 诊 i 
[Save] 
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Function lock 


You can lock outgoing calls, messages, ISeg, the camera, i-mode/ 
full browser, i-appli, etc. 

Before operating, set Kid-safe mode to "ON". 


D |menu| ► ■ Settings & NWservices ► 
0 Security & Locks ► 0 Kid-safe 
mode ► Authenticate ► [ 2 ] Function 


lock 

The screen shown to the right appears. 


B Set required items 

Call/Mail : When "Phonebook contacts" is 


set, calls/mails can be made/sent only to 
the parties registered to phonebook. 
i-appli : When "Saved only" is set, i-appli 
cannot be downloaded. Only i-appli in 


Function 

lock 1 

Call/Hail 

Mail 

國 

ISeg 

:0FFj 

Caaera 

m 

BroRser 

m 

ncrppli 

INo liiit l 1 

Restricts call and send nail 
to contacts only saved in 
)honebook. 


cLocking functions 
screen> 


FOMA terminal can be used. 


B EB [Set] 


- 

• When Mail is set to "ON", incoming mails are automatically received. In 
this case, no incoming operation with tones or images is performed, or no 
arrival information is displayed. 











Call Telephone 

Making a call/videophone call 


To specify a phone number to call, you can directly enter a phone 
number, or select it from Redial/Received calls, Recorded 
messages, voice memo while talking or phonebook. 


Entering a phone number 


Always enter area code even when calling from the same city. 

D Enter a phone number (Up to 80 digits) ► I I (voice 
calls) or I 诊 I (videophone calls) ►When ending the 
call, CE] 


Using redial/received calls 


Up to 30 items are recorded in each of Redial and Received calls. 
When the maximum is exceeded, older logs are overwritten first. 


II 回 (Redial) or @ 

(Received calls) 

Icons in the list 
represent types of 
incoming/outgoing 
calls. Followings are 
major icons and their definitions. 

*^1 : Voice call _/0(( •: Missed call/Unchecked missed call 


LRedial 1/1 


Received calls 1/1| 

，層 : 

RKlMiMM 

04/15(Th)12：31 ai\ 
03XXXXXXXX 


04/15(Th) 15:00 11” 

03XXXXXXXX 

04/14(We)20：55 

090XXXXXXXX 


04/14(»le) 18:00 
090XXXXXXXX 

<Redial screen> 


〈Received call screen> 


dl : Videophone call _/ 国 ： Recorded message/Unchecked 
recorded message 

* If recorded message is deleted, this icon changes to missed call icon. 


B Move the cursor to the 
party ► f ^ I (voice calls) or 
I icy I (videophone calls) 

To display the details of a party, move the cursor to the party, 
and then press (•]. 

- 

• DOCOMO videophone specifications conform to "3G-324M, an 
international standard prepared by 3GPP". The connection with the 
videophones of different specifications cannot be established. 


Using phonebook 


The phonebook list of the Show all names 
is displayed by default. 

To switch lines, press ^ 5 . 

B Move the cursor to the party ► I I 
(voice calls) or fi^ I (videophone 
calls) 

To create an i-mode mail, move the cursor to a party, and then 
press I . 

- 

• You can make calls using logs of mails, GPS, etc if phone numbers are 
saved in phonebook. 


あかさたなはまやらわ 

Phbook(1/1) 

r. 

■ ■ 

• Hanako 

固 

• Haruko 


S Ichiro Mobile 

固 

± Natsuko 

m 

<Phonebook search 
result screen 〉 

























International calls 


You can make international calls from Japan using WORLD CALL. 

今 WORLD CALL 

"WORLD CALL" is the international call service available from 

DOCOMO mobile phones. You are subscribed to "WORLD CALL" at the 

time of subscription to the FOMA service (Unless you request not to 

subscribe to it). 

• No subscription or monthly charges apply. 

• For details of "WORLD CALL" charges, available charging plans, etc, 
contact the numbers for General Inquiries on the last page of this 
manual. 

• To use international call services except DOCOMO service, contact 
the carrier for details. 

• For countries and overseas telecommunications carriers available, 
refer to "Mobile Phone User's Guide [International Services]" or 
DOCOMO International Services website. 

• The image of the other party displayed on FOMA terminal may be 
distorted or connection may not be established depending on the 
other party's terminal connected through the international 
videophone line. 


• You 


Information 


D Enter "010" ► Country code 卜 Enter a phone number 
without the leading "0" of the area code (City code) ► 

In some countries and areas such as Italy, "0" is required. 


Caller ID notification (At subscription : Notify) 


You can notify your phone number (caller ID) to the other party's 
terminal when making a voice call. 

D |menu| ►回 Settings & NWservices ► 0 NW Services 卜 
0 Caller 旧 ►[]] Caller ID notification ► |T| Activate/ 
Deactivate ► [U Notify 

Select "[ 2 ] Not notify" if you do not want to inform. 

■ . 

• Caller ID is your important personal information. Carefully consider 
whether you want to include caller ID information when making a call. 

• If an announcement of requesting caller ID is heard when making a call, 
make a call aqain after setting Caller ID notification or adding prefix "186". 


can set whether to automatically convert an international call access code, or whether to add a country code for a call made from overseas. Also, 
you can save/edit international call access codes and country codes. 【錢 国際ダイヤルアシスト設定 (Int'l call assist )】 

You can notify/hide your caller ID on the other party's terminal for each call. 発信者番号通知 / 非通知 (Caller ID notification/Not notify) t> 186/184 】 
You can set calling conditions each time you make a call. 【敏 発信オプシヨン (Call option)] 


connea 








Call Telephone 

Receiving a voice call 


Below are operations when FOMA terminal receives incoming 
calls. 

• Incoming call restriction =^>P40 

D An incoming call 

You are notified of an incoming call with ring alert, light alert, 
the display, etc. 

(J) : Adjust the alert volume 
0 : Stop the ring alert and the vibrator 

B I I (voice/videophone calls) or I I (videophone 
calls) 

D When ending the call, I ■ I 

- 

• When you cannot answer an incoming call, (The digit indicates the 
number of missed calls) appears on the stand-by display. The incoming 
calls are recorded as missed calls in Received calls. 

• Press I b l instead of 「广 I or I it^ I to receive a videophone call using the 
substitute image. 



Information 


• You can set FOMA terminal so that you can answer an incoming voice 


call by pressing any key other than I I . 【@エ ニーキーアンサー設定 
(Any key answer )】 

• You can set to answer a voice call by opening FOMA terminal when 
receiving a call. 着信中才ープン応答 (Open and answer )】 


Call Telephone 

Operation during a call 


You can use useful functions during a call. 


hold 


A melody is played while on hold. For a videophone call, the 
videophone on-hold image is displayed on the phone of the other 
party and yourself. 

D During a call, @ [OnHold] 

. 

Canceling the voice call on hold : [•) or I , 1 

Canceling the videophone call on hold (send the image before the call was 

placed on hold): ® _ 

Canceling the videophone call on hold (send the camera image) : [i ぽ ] / 

[Z] 

Canceling the videophone call on hold (send the substitute image) : I b i 




Listening volume 


You can adjust listening volume during a call. 

□ During a call, (S or 00 




， This setting applies to Listen volume in Adjust volume. 

Information 


• According to the volume of the other party or ambient noise, the other 
party's voice becomes easier to hear with はっきりボイス (Voice 
clear)] , or the voice slows down with 【涵 ゆつ くりボイス （Voice 
slowing)]. 

• You can record voice/image of the other party while talking by pressing 
0 for 1 second or more while receiving a call. 通話中音声メモ/動 
画メモ (Voice memo while talking/Moving picture memos)] 













Call Telephone 

When you cannot answer a call 


Use an appropriate function according to a situation or place 
where you cannot answer a call. 


Record message 


When Record message is set to "ON", a greeting message is 

played and the caller can record message when you cannot 

answer the call. 

D 0 (1 sec. or more)^|j] Record message ► [U ON 

SI appears on the stand-by display. 

- 

• You can record up to 4 voice/videophone calls in total, approximately 30 
seconds for each call. When reaching the savable number , 溫 appears on 
the stand-by display and Record message does not work. Delete 
unnecessary recorded messages. 

• Even when Record message is not set to "ON", you can activate it only 
once by pressing 0 for 1 second or more while receiving a call. 

• Even when the greeting message is being played or a message is being 
recorded, a call can be answered bv pressing [VJ. Fora videophone call, 
press rI to send your image, or I M I to send the substitute image. 
However, the message before the call was answered is not recorded. 

Playing a recorded message : 0 (1 sec. or more) ► ® ► Select a message ► 
Select whether to delete or not 


Public mode 


Public mode (Drive mode) 

When there is an incoming call, an announcement is played to 
inform the other party of the reason you cannot answer the call 
and request to call back before the call ends. 

D lx I (1 sec. or more) 

appears on the stand-by display. 

- 

• In Public mode (Drive mode), no receiving action is performed, and calls 
are recorded as Missed call. 

Canceling : f»« I (1 sec. or more) 

Public mode (Power OFF) 

When there is an incoming call while you are turning power off, an 
announcement is played to inform the other party of the reason 
you cannot answer the call and request to call back before the call 
ends. 

□ Enter "*25251" ►fTH 

Even when Public mode (Power OFF) is set, no indicators such 
as icons appear on the display. 

钃 . 

Canceling : Enter "*25250" ► V7~\ 

Checking the settings : Enter "*25259" ► I , I 


Public mode is an automatic answering service putting emphasis 
on manners in a highly public place or while driving a car. 

Information 

• When you cannot immediately answer a call, press 卜 I while receiving the call to put it on hold. When the call is put on hold, the other party hears a 
status message. For a videophone call, the videophone on-hold image is displayed on the phone of the other party and yourself. 【 @ 応 答保留 (On hold)] 













Call Telephone 

Network Service 


You can use the DOCOMO network services below with FOMA 
terminal. 


Service 

Application 

Monthly charge 

Voice Mail service 

Required 

Charged 

Call Waiting Service 

Required 

Charged 

Call Forwarding Service 

Required 

Free 

Nuisance Call Blocking Service 

Not required 

Free 

Caller ID Request Service 

Not required 

Free 

Dual Network Service 

Required 

Charged 

English guidance 

Not required 

Free 

Multi Number 

Required 

Charged 

2in1 

Required 

Charged 

OFFICEED 

Required 

Charged 

Public mode (Drive mode) 

Not required 

Free 

Public mode (Power OFF) 

Not required 

Free 

Melody Call 

Required 

Charged 


• Network services are not available out of service area or where 
radio waves are hard to reach. 

• For subscription and details of the services, contact the numbers 
for General Inquiries on the last page of this manual. 

• For details, refer to "Mobile Phone User's Guide [Network 
Services]". 

• "OFFICEED" is a service requiring subscription. For details, refer 
to DOCOMO's business website (http://www.docomo.biz/html/ 
product/officeed/ (In Japanese only)). 


Setting network service 


Below are the procedures of major network services. 


Service 

Operating procedure 

Voice Mail service 

|menu| ►[§] Settings & NWservices ► ® NW 
Services ► Q] Voice Mail ► Q] Voice Mail 
service ► Perform the next operation 

Activate : E ► "Yes" ► "Yes" ► Enter ring 
time 

Deactivate : ® ► "Yes" 

Play messages :囝 ► Q] or 囡 ► "Yes" ► 
Follow the guidance to operate 

Call Waiting 

|menu| ►[§] Settings & NWservices ► ® NW 
Services ► S Call waiting/forward ► Q] Call 
waiting 卜 Perform the next operation 
Activate : E ► "Yes" 

Deactivate : S ► "Yes" 

Call Forwarding Service 

[menu] ►囹 Settings & NWservices ►S NW 
Services ► S Call waiting/forward ► S Call 
forwarding ► Perform the next operation 
Activate : S ► "Yes" ► "Yes，> Enter a phone 
number ► 1 铨 1 ► "Yes" ► Enter ring time 
Deactivate : S ► "Yes" 


- 

• When ring time is set to "Osec." for Voice Mail service or Call Forwarding 
service, incoming calls are not recorded in Received calls. 

•To answer a call from another party during a call when call waiting is 
activated, press I /* I. When a party is put on hold, press 「 it^l to switch 
the parties to talk to. 






























Services available for the FOMA terminal 

Phone No. 

Directory assistance service (charged : service 
fee + call fee) (Not provided for those who do 
not require Directory assistance service) 

104 (no area code) 

Sending telegrams (charged : telegram) 

115 (no area code) 

Time (charged) 

117 (no area code) 

Weather (charged) 

Area code + 177 

Police emergencies 

110 (no area code) 

Fire and ambulance 

119 (no area code) 

Marine emergencies and accident reports 

118 (no area code) 

Disaster recorded message service (charged) 

171(no area code) 

Collect call (charged : service + call) 

106 (no area code) 


• Customers who use Call forwarding from a land-line phone 
whose forwarding destination is a mobile phone, may still hear 
the ring tone even when the mobile phone is busy, out of service 
area, in Self mode or turned OFF due to the settings. 

• This FOMA terminal is applicable to "Emergency Location 
Report". When making an emergency call to 110, 119,118, etc., 
information of your location (location information) is 
automatically informed to an emergency call receiving 
organization such as police. For some locations and/or wave 
reception conditions, the emergency call receiving organization 
cannot recognize the correct location. When location 
information is notified, the name of the emergency call receiving 
organization the information is sent to appears on the stand-by 
display. 


Call Telephone 

Services available for the FOMA te 
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When the caller ID is hidden for the call, i.e., by appending "184" 
to the dialed number, none of location information or your 
phone number is notified; however, the organization may 
acquire the location information and phone number regardless 
of your settings, if they have determined that such information 
is necessary for the protection of life etc. The area and tinning of 
implementing "Emergency Location Report" vary by the 
preparatory state of respective emergency call receiving 
organizations. 

• When calling to 110, 119 or 118 from FOMA terminal, inform 
them that you are calling from a mobile phone and give your 
phone number and your current location precisely since the 
police or fire department has to call you back for confirmation. 
To make sure that you are not cut off during the call, do not 
move when making the call and do not turn OFF the phone after 
the call, but keep it on for about 10 minutes. 

• For some areas you are calling from, you are not connected to 
the local police or fire department. Use a public payphone or 
land-line phone in that case. 
















Call Telephone 

Overseas use 


You can talk with FOMA terminal and use i-mode overseas. 

々 International Roaming (WORLD WING) 

International roaming (WORLD WING) is a service that allows you 
to make voice calls and access i-mode using network of affiliated 
telecommunications carriers even overseas. Before using this 
service, check its subscription status. For details, contact the 
numbers for "General Inquiries" on the last page of the instruction 
manual. 

• The service is available in areas that 3G Network or GSM/GPRS 
Network covers. Also, it is available in countries or districts where 
3G 850 MHz is applied. Check the service area. 

• Refer to the following documents before using FOMA terminal 
overseas. 

- "Mobile Phone User's Guide [International Services]" 

- DOCOMO International Services website 
-" 海外ご利用ガイド " preinstalled in My Document in Data Box (In 
Japanese only) 


Available services overseas 


Available communication services vary by the 
telecommunications carrier and the network of the country you 
stay. 


Communication services 

Network 

3G 

GPRS 

GSM 


imu 

i 上驗づ 

Voice call 

〇 

〇 

〇 

Videophone call 

〇 

X 

X 


Communication services 

Network 

3G 

GPRS 

GSM 

■B 



i-mode* 1 

〇 

〇 

X 

i-mode mail 

〇 

〇 

X 

SMS” 

〇 

〇 

〇 

i-Channel”， 3 

〇 

〇 

X 

i-concier 4 

〇 

〇 

X 

i-Widge ド 5 

〇 

〇 

X 

Position location of GPS* 6 

〇 

〇 

X 

Packet communication (PC connection) 

〇 

〇 

X 


* 1 Overseas setting of i-mode is required. 


*2 To send to FOMA terminal, enter the party's phone number as well as in 
Japan. 

*3 Overseas setting of i-Channel is required. Packet communication fee is 
also charged for auto update for Basic channel (included in i-Channel 
usage fee in japan). 

*4 International Settings of i-concier is required. 

Packet communication fee is charged each time you receive 
information. 

*5 i-Widget roaming set is required. 

When multiple Widget Appli communicate, a packet communication 
fee is charged per one communication. 

*6 No fee is charged for GPS positioning. However, when displaying a 
map using location information etc. a packet communication fee is 
charged. 






























Making a call from overseas 


Making an international call (including Japan) 

D I O I (1 sec. or more) 

"+" is entered. 

B Country code ("81" to Japan) ► Enter a phone number 
without the leading "0" of the area code (City code) ► 

I I (voice calls) or I Hi I (videophone calls) 

In some countries and areas such as Italy, "0" is required. 

Making a call inside the country you stay 

D Enter a phone number ► I Z I (voice calls) or I 窃 I 
(videophone calls) ^ "No, use original" 

The call may be made with no message displayed. 

Making a call to WORLD WING user overseas 

□ I O I (1 sec. or more) ► Enter "81"► Enter a phone 
number without the leading "0" of the area code (City 
code) ► I I (voice calls) or I 铨 I (videophone calls) 

- 

• The call is forwarded internationally from Japan even when staying in the 
same country as the party to be called, so enter"+" and the country code 
of Japan, "81". 
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Receiving a call inside the country you stay 


0 A call is received ► 「, I (voice calls) or I I 
(videophone calls) 

■ . 

• Regardless of the country, from which the call is made, the call is 
internationally forwarded from Japan. The caller is charged for call fees to 
Japan, and the receiver is charged for receiving the call. 


Setting after returning to Japan 


If FOMA terminal is not automatically connected to FOMA network 
after turning power ON when you return to Japan, set Network 
search setting to "Auto" and 3G/GSM setting to "AUTO". 

















Mail 


Sending mails 


Only by subscribing to i-mode, i-mode mails can be exchanged 
not only with i-mode terminals but also via Internet. 

• For details of i-mode mail, refer to "Mobile Phone User's Guide 
[i-mode] FOMA version". 

D I E I ► I E I [Write] 

The screen shown below appears. 



B Enter an address, title and text ► I l§i I [Send] 

When sending is completed correctly, the mail is automatically 
saved in a folder of Outbox. 

■ . 

Adding addresses (Simultaneous sending) : On the mail creation screen, 
move the cursor to the receiver field ► fit^l 


Information 

• You can automatically add your signature to the mail. 【喊 # 名 (Signature 


Attachments 


You can attach up to10 files (images, sound, moving picture files/ 

i-motion, etc.) of up to 2 Mbytes in total to a mail. 

Q On the mail creation screen, select the attachment field 
► Select a file to attach ► Edit a mail ►1 l§i I [Send] 

- 

• Attachments not supported by the receivers' terminals may be deleted or 
may not be displayed/played correctly. 

• Sending an attachment file of a big size may take time. After sending such 
file, a lot of mail in Outbox may be deleted. 

Changing attachment : On the mail creation screen, move the cursor to the 
attachment ► I B I ► Select a file to attach 

Removing attachment : On the mail creation screen, move the cursor to the 
attachment ► I icr I ► "Yes" 























Mail 

Deco-mail/Decome-Anime 


You can create amusing mails using decoration or images. 


Deco-mail 


You can change a font size or background color, or insert still 
images, Deco-mail picture or Deco-mail pict. To decorate 
characters, specify decoration and then enter characters, or vice 
versa. 

<Example> Specifying decoration before entering characters 

D On the mail creation screen, select the message text 
field [Deco.] 

B Select a decoration icon 卜 Decorate 

Decoration types are as follows. 



Insert image 

■4 ： 

Change a font 
color 

A 

Change a font 
size 


Change a 
background color 

■A ： 

Blink 

^■mii 

Ticker 

JL 

Swing 

m 

Word alignment 

@ 

Insert line 


B Edit a mail ►LSJ [Send] 

- 

•On the character entry screen, press I menu] 卜 | o ] to preview the 
decoration result. The bytes of the remaining data amount you can enter 
is displayed in the lower-right portion of the preview screen. To return to 
the previous screen, press [•). 

Information 

• You can easily create Deco-mail or Decome-Anime using templates stored by default. 【喊 メ ー ル丁ノブレ ー ト (Mail template)] 


Decome-Anime 


fou can create expressive mails using Flash graphics with 
messages or images inserted. 

D I E I ►[3] Compose Decome-Anime 

B Select Decome-Anime message text 
field 卜 Move the cursor to template 

To preview, press [•]. 

B I 铨 I [Load] 

D Edit the text or image 

Changing a template : |menu] ►[]] Decome- 
Anime Template ► "Yes" ► Move the 
cursor to template ► 「噬 1[Load] 

B I 铨 I [Complete]► Edita mail ► I 铨 I 
[Send] 



<Mail template list 
screen 〉 


钃篇 . 

• To preview, load the template, move the cursor to the Decome-Anime text 
field or the Decome-Anime edit screen, and then press I I. To return to 
the previous screen, press fs^l . 
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Mail 

Receiving mails 


No specific operations or settings are required for receiving mails 
(mail automatic reception). 


Q Receive i-mode mails 

The screen shown to the right 
appears. 

BE Mail ► Select a folder ► 
Select a mail 


「 Blinking] ~ ' IPi 
v ノ lessage received. Hanako 




2 Message R 
3； Message F 


<Reception result 


screen〉 


- 

Checking a mail in the mailbox : I b | ► 0 or 0 or ® ► Select a folder ► 
Select a mail 


Checking new messages 


You can make inquiry for any i-mode mail delivered while you 
were out of service area or the power was turned OFF. 

D I E I (1 sec. or more) 


Replying to mails 


D Move the cursor to a mail on the list screen of received 
mails ► I l§il [Reply] ► [U Compose Message - [6] OK 
► Edit a mail ►EE] [Send] 


Auto-sort method 


Sent/received mails can be automatically sorted. 

D 旧 I ► ® Mail settings ►回 Sort method ► [U Auto¬ 
sort ON/OFF ►Set each option to "ON" ► I 铨 I [Set] 

B [ 2 ] Inbox sort or 回 Outbox sort ► I 铨 I [Add] ► Set sort 
method ► Select the folder to sort ► Select a priority 



Information 


• You can check the subject of mail in the i-mode Center and then specify if you receive the mail or delete it without receiving. メ——ル選択受信設定 
(Receive option setting)] 






















Mail 

Send reservation 


You can set to automatically send i-mode mail created out of 
service area when moving into service area, and specify sending 
date and time. When Send reservation is set, mail is saved in 
"Unsent" folder. 

• Mail is not automatically sent during international roaming. 


Auto-send 


Up to 5 mails can be set. 

D On the mail creation screen, |menu| ►|T| Send 
reservation ► [U Auto-send 

S appears at the top of the display. 


Scheduled-send 


Up to10 mails can be set. 

D On the mail creation screen, |menu| ►回 Send 

reservation ► [ 2 ] Scheduled-send ► Set required items 

You can enter date until December 31,2050, and time in the 24- 
hour format. 

B I 铨 I [Reserve] 

- 

Canceling Auto-send/Auto-send failure : L^jS ►Select a folder ► Move 

cursor to i-mode mail ► [W] ► "Yes" _ 

Confirming date of/Canceling Scheduled-send : I B ll~4l ► Select a folder ► 
Move cursor to i-mode mail ► 丨危 "OK" or "Cancel schedule" 
Changing date of Scheduled-send : I B 1l~4l ► Select a folder ► Move cursor 
to i-mode mail ► |menu][iJ ► |menu1|T|[2] ► Set required items ► I 窃 I 


Connect: 
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Mail 


Auto-reply 


When receiving a call or i-mode mail from the party whose phone 
number or mail address is saved in the phonebook, you can reply 
automatically via i-mode mail. 


Function name 

Setting procedure 

Auto-reply ON/OFF 

Set whether to reply 
automatically. 

To set to "ON", you need to register the auto¬ 
reply destination in advance. 

f e | ► ® Mail settings ►回 Auto-reply► Q] 
Auto-reply ON/OFF ► Q] ON or 囡 OFF 

• When "ON" is set, select a reply text. 

Auto-reply trigger 

Set the tinning to reply 
automatically. 

1 e | ► ® Mail settings ► ® Auto-reply ► S 
Auto-reply trigger ►E On mail received - ® 
On mail/call rcvd 

Auto-reply format 

Edit registered reply 
texts (3 items). 

1 E | ►回 Mail settings ► ® Auto-reply► ® 
Auto-reply format ► Move the cursor to a 
reply text ► 1 I§1 1 [Edit] ► Enter the message 
text (Up to 100 two-byte (200 one-byte)) ► 

1 铨 1 [Save] 

Auto-reply contact 

Set the party to reply 
automatically. 

1 e | Mail settings ► ® Auto-reply► S 

Auto-reply contact ► 1 粒 1 [Add] ► Q] Specify 
contact - ■ All saved contacts 


- 

• When an incoming voice call is received from a party whose phonebook 
entry has multiple mail addresses, it is replied to the first mail address 
automatically. When i-mode mail is received, it is replied to that mail 
address automatically. 

• To reply to an incoming voice call, registering both phone number and 
mail address in a phonebook entry is required. 





















Mail 


Early warning "Area Mail" 


This is a service that you can receive emergency earthquake flash 
report etc. delivered by the Meteorological Agency, i-mode 
subscription is not required. 


Receiving Area Mail 


When received Area Mail, turns on, and you are notified of 
reception with light alert, the dedicated buzzer alarm and vibrate 
alert. 

■ JBB ! 篇 . 

• Area mail cannot be received during a call or when Omakase Lock is 
activated. 


Receive setting 


You can set if you receive Area Mail. 

D I E I ► 0 SMS/Area Mail ►固 Early warning "Area 
Mail" setting ► []] Receive setting ► Read the notice ► 
Select the option field ► [U YES or [I] NO ► HE [Set] 



Information 


• You can set the beep time, or the alert method when receiving Area 


Mail in Silent mode or Public mode (Drive mode). 【敏 緊急速報「エリア 
メール 」 (Early warning "Area Mail")1> 設定 (Settings)] 


SMS 


When you do not know the receiver's address, you can enter his/ 
her phone number as the address to send the mail. 

• SMS can be sent to or received from parties using overseas 
service providers except DOCOMO. For countries and overseas 
telecommunications carriers available, refer to "Mobile Phone 
User's Guide [International Services]" or DOCOMO International 
Services website. 


□ [M] ► 0 SMS/Area Mail ► Ll]SMS ► [U Compose 
SMS 

A new message creation screen appears. 

B Enter an address and message text 卜 I 窃 I [Send] 

- 

• A file cannot be attached to SMS. 

• When receiving SMS, it operates the same as receiving i-mode mail (=> 
P53). When unread i-mode mail does not exist but unread SMS exists, Ei 
appears at the top of the display. 
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Phonebook 


Managing phonebook entries 


There are two types of phonebook: FOMA terminal phonebook 
and UIM phonebook. 


Adding phonebook entries 


The instruction to save information to FOMA terminal phonebook, 
which can contain more information, is explained here. 

D ® (1 sec. or more) ► Enter a name 

The screen shown to the right appears. 

M Set required items 

In addition to items in the screen shown 
to the right, you can save "Job title" and 
"URL". 

B SH [Save] 

<New data entry of 
phonebook> 


Adding to phonebook from redial/received calls list 
E @ (Redial) or @ (Received calls) 

B Move the cursor to a party ► |menu| ► 同 Add ► []] Add 
to phonebook or [ 2 ] Update phonebook 

0 0 In phone memory or [ 2 ] In UIM 

To update a phonebook entry, select the entry to add a phone 
number to. 

D Set required items 
B I 铨 I [Save] 

. 

Saving UIM phonebook entries : I menu] 卜 00 ► Enter a name ► Set required 
items ► HE 


New entry 1/2 



[Select/Shoot iiage] 


. グループなし 
3 [Phone number] 

■ [Hail address] 
[Birthday] 

/ [Note] 

子 [PostalCode/Address] 
卜 [Location info] 

- [Company name 】 


Information 

• You can set receiving actions for each phone number or mail address in FOMA terminal phonebook. 【涵 個別着信設定 (Alert by contact)] 

• You can add/delete a group, and set calling/receiving actions for each phonebook group (except for "No group"). クループ別発着信設定 (Alert/lmage 
by group)] 















Phonebook 


To display the phonebook list, following search methods are 
available. 


Show all names 

All entries displayed by Japanese syllabary 
order. § switches line of Japanese syllabary, 
and narrow down the selection as entering 
character of reading one by one. 

Group search 

Search entries by group such as "Family", 
"Company", etc. that you created. 

Company search* 

Entries with the same company name are 
displayed. 

Search by freq 

Displayed in order of descending made/ 
received calls and sent/received i-mode mails. 

Ph book No. search* 

Search by entering phonebook No. added at 
saving the entry. 

Number search 

Search by entering a part of phone number. 

Secrecy search* 

Entries with secret attribute set are displayed in 
order ofphonebook No. 


* Unavailable in UIM phonebook 


D |menu| ►|~4] Phonebook & Logs ► [3 Phonebook 
B Specify search method 

■ JBB! 篇 . 

• To switch FOMAterminal phonebook and UIM phonebook, press f 1on 
the phonebook search screen or phonebook list. 

Rocket search : On the stand-by display, press any dial key (i 2 i for " か " 
line etc.)^ ® 


Default search setting 


You can set search method displayed when pressing [^] on stand¬ 
by display. By default. Show all names is displayed. 

D |menu| ►|~4] Phonebook & Logs ► PH Phonebook ► Move 
the cursor to search method ► [menui [Default] 

The search method set to default is displayed with >/. 


Editing phonebook entries 


You can edit or add information to saved phonebook entries. 

![ [£)► Phonebook ► Move the cursor to an entry 
B [menu]^[ 3] Edit/Settings ►E] Edit 
El Set required items ► I 铨 I [Save] 

D "Overwrite" or "New entry" 


Deleting phonebook entries 


IT ® ► Phonebook ► Move to the cursor to an entry 
B |menu| ► 因 Delete ► [U One contact or [2] All contacts 
(► Authenticate to delete all items) ► "Yes" 

























i-mode/Full Browser 


Displaying i-mode site/website 


With i-mode, you can use services such as site connection, 
Internet connection or i-mode mail by the display of i-mode 
terminal. You can use Full Browser to display websites created for 
a PC. 

• i-mode is a charged service requiring subscription. 

• For details, refer to "Mobile Phone User's Guide [i-mode] FOMA 


The contents of sites and Internet websites are generally protected 
by copyright laws. All or any portion of text, image or other data 
imported to your i-mode terminal from a site or website cannot be 
altered except for personal use, and cannot be sold or 
redistributed in any form without the express permission of the 
copyright holder. 

When installing a UIM except yours or you turn ON FOMA 
terminal without UIM, still images/i-motion/melodies downloaded 
from sites, attached files sent/received by mail, screen memos and 
MessageR/F for some models cannot be displayed or played. 
When data with UIM operation restriction is set for the stand-by 
display or ring alert, replacing UIM with another one or turning the 
power ON with no UIM installed changes the settings back to the 
default. 

i-mode and Full Browser have different charging systems. It is 
recommended that you subscribe to i-mode packet flat-rate 
service because a high packet communication fee is required to 
use Full Browser according to data communication volume. 


Information 

， You can change actions of i-mode and Full Browser in i-mode settings.[ 
settings)】■ 


ssrch 



D I I ► Select an item to view 

During i-mode communication, i blinks at 
the top of the display. 

E When quitting viewing a site, 

EEH ► "Yes" 




pages designed for PC 


D 卜 enu| ► [U i-mode ► 0 Full Browser Home 

A confirmation screen for using Full Browser appears by 


default. 


B After reading a website , 卜 I ► "Yes" 


Switching browsers 


Switching i-mode to Full Browser : While a site is displayed, _u| 

►囝囡 

Switching Full Browser to i-mode : While a website is displayed, 
[Su|^f7lf2l 


i モード / フルブラウザ （ i-mode/Full Browser)1> i モード設定 (i-mode 
























i-mode/Full Browser 

llsefiiil tii 热轉 ion 等 

fEntering URL 


D [menu] ► 囡 i-mode ► [I] Enter URL ► [U Enter URL ► 
Enter a URL (up to 2,048 one-byte characters) Mn 
Browser type field, select [j] i-mode Browser or [ 2 ] Full 
Browser ► I 窃 I [Connct] 

When you select "Yes (default)" on the confirmation screen, 
the confirmation screen does not appear again. 


Bookmark 


You can bookmark frequently visited sites or websites to quickly 
display them the next time you want to visit. 

Saving : While a site or website is displayed, 1menu| 卜 [Till ► Enter 
a title (up to12 two-byte (24 one-byte) characters) ► I 铨 ] ► 
Select a folder where the bookmark is added 
Displaying : |menu| 卜 |T|[2] ► Select a folder ► Select a Bookmark 


Screen memo 


Currently displayed contents of a site or website can be saved as 
a screen memo or captured image. 

Saving : While a site or website is displayed, |menu| 卜 "Yes" 

Displaying : |menu| 卜 回 ► Select a screen memo 

- 

• To save the captured image only, select "Only displayed" in the last step 
of saving the screen memo. 

•If the site or website disapproves of saving screen memos etc, the screen 
memo may not be saved. 


RSS reader 


You can collect the latest information of websites by saving RSS 
to RSS reader. 

Saving : While a website is displayed, |menu| 卜 回回 ► Select RSS ► 
"Yes" 

Displaying : I menu] 卜 ②回 ► Select a channel ► Select an item 


Using link functions 


You can make calls or send mail from link items. 


D Display a site or website ^ Move the cursor to a link 
item ► [•) [Select] 

Depending on the selected item, you can perform the 

following operations : 

Phone number (Phone To (AV Phone To)) : Make a call with 
some conditions. 

Mail address (Mail To) : Create an i-mode mail and send it to 
the selected mail address. 

Phone number (SMS To) : Create SMS and send it to the 
selected phone number. 

URL (Web To) : Connect to the site or website. 

ISeg information (Media To) : Watch ISeg or make a 
recording reservation. 
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i-mode/Full Browser 


As with Internet websites on your PC, you can similarly operate 
sites and websites. 

Scrolling : ^ 

Scrolling successively : S (1 sec. or 
more) 

Changing pages : I B I [Back]/ 1 说 I 
[Next] 

Switching tabs: 00 
Closing a tab/Ending a browser : 

LclrI ► "Yes" 



Operating the browser screen 

When a site or website is displayed, you can perform operations 
by pressing Imenu~| or [粒 |. 


To do 

Operation 

Connect to the previously 
displayed page (Last URL) 

[menu] ► [3] ►Select a URL 

Connect to iMenu or Full 
Browser 

|MENU|^r^ 

Reload information 

iMENul^rs]* 1 or®* 2 

Display a URL 

jMENUlk^T 1 

Set the displayed website to 
Home* 2 

[menu]^[ 6]0^ "Yes" 

Show/hide the pointer 

[menu] ► ► Q] or g] 

Show/hide the guide area 

iMENui^r8ir8i 


Status, 

Title/URL 


Viewing and operating screen 


bsrch 


To do 

Operation 

Send a URL with i-mode 
mail 

imenui ►^►rn or^i 

Open/close/switch tabs 

团 刚刚 - 囹 

Switch pages, zoom % drag, 
select text scope or paste, 
etc 


Change a font size 

1 1 ► 0 ► Select a font size 

Search for a character string 

「粒 1 ►[!] ► Enter text in the serach text 
entry field (Up to 25 two-byte (50 one- 
byte) characters) ► 「危 1 

Display the visit history/a 
list of tabs 

CB ►囝 

Display PagePilot screen 
(the entire page) 


Add to phonebook 

Move the cursor to a phone number or 
mail address ► 1 t§il or S 

Save an image 



* 1 When using i-mode 
*2 When using Full Browser 









































i-Channel 


Using 卜 Channel 


This is a service that the information such as news or weather is 
distributed to terminals compatible with i-Channel. The information 
is automatically received, and a ticker appears on the stand-by 
display. You can display the channel list by pressing 「 clr] _ Two 
types of i-Channel shown below are available. (In Japanese only) 

• Basic Channel 

The channel is provided by DOCOMO, and the packet 
communication fee for automatically updating the distributed 
information is not charged. 

• Okonomi (Favorite) Channel 

The channel is provided by an IP (Information Provider), and the 
packet communication fee for automatically updating the distributed 
information is separately charged. 

When viewing detail information in Basic Channel or Okonomi 
Channel, a packet communication fee is separately charged. For 
overseas use, packet communication fee is charged for both 
automatic update and viewing detail information. 

• i-Channel is a charged service requiring subscription, i-mode 
subscription is required for the service. 

• For details, refer to "Mobile Phone User's Guide [i-mode] FOMA 
version". 


To view the detail information of the ticker displayed, perform the 
following operation. 

D On the stand-by display, |clr| ► Select a channel 

The site is connected and the detail information appears. 
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• When the detail information of i-Channel is displayed, the same 
operations as the ones when i-mode sites or websites are available.=>P60 


Information 

• You can change the display options of the i-Channel ticker . 【 、i チヤネル （ i-Channel) t> i チヤネル設定 （ i-Channel setting }】 














Map/GPS 

Using Map/GPS function 


• This function is unavailable as a navigation device for aircraft, 
vehicles or persons or as high-precision location surveying GPS. 
DOCOMO is not liable to any purely economic damages including 
troubles, if any, caused by missing opportunities of viewing 
positioning results or making communications due to failures or 
malfunctions of FOMA terminal or external events such as power 
interruption (including battery exhaustion) in using FOMA 
terminal for purposes including but not limited to the above. 

• Because GPS is managed by U.S. Department of Defense, GPS 
wave conditions may be controlled (accuracy degraded or wave 
stopped) for security reasons of the U.S. And, wave conditions 
differ by satellite locations; therefore, positioning operations in 
the same location under the same environmental conditions may 
not yield the same result. 

^ • Because GPS uses waves transmitted from satellites, waves may 

not be received or become hard to be received, resulting in an 
error of 300 m or more in location information. 

• When using Location request and Notify location functions, check 
instructions and precautions given in website of GPS service 
providers and NTT DOCOMO. And, you may be charged for using 
these functions. 

• The GPS function except Position location is unavailable out of 
service area. 

争## 



You can start GPS compatible i-appli to display maps after 
Position location. 


D LifeKitkS Map/GPS ► [3 Map 

■ . 

• i-appli set in Select map in Map setting starts. "Map Application" is set by 
default. 


Position location 


You can check where you are. No packet communication fee 
applies for positioning of Position location, but a packet 
communication fee is required separately with map displayed 
using location information. 

D LifeKitkS Map/GPS ► 

[6] Position location 

When positioning is in progress, blinks. 

When positioning is completed, the 
position location menu appears. 

From the menu, you can select options to 
read map, use GPS compatible i-appi, 
display the mail creation screen on which 
location information is pasted, add to phonebook, etc. 


Position location 
Position located. 
Accuracy：^^* _ 

2 Run Map/GPS appli 

3 Paste to nail 

4 Add to Phonebook 

5 Update Phonebook 

6 Add to image 

E Check loc. info 

〈Location information 
usage menu> 
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Information 

， You can set FOMA terminal so that location information can be provided upon request from other set parties. This service requires a separate 
subscription to use. And, you may be charged for using the service. 【缺 GPS O 位置提供 (Location request)] 

.Various i-appli that are compatible with Map/GPS function are stored by default. 【缺 GPS 対応 i: アプリ (GPS compatible i-appli)] 










Map/GPS 

AOTCMSPS 


DOCOMO service set 

To use AUTO-GPS services that work with i-concier or services 
provided by DOCOMO, set whether to send your location 
information to DOCOMO on a regular basis. These services 
require separate subscriptions to use. 

□ [menu] _ LifeKit ► 0 Map/GPS ►回 AUTO-GPS► E 
DOCOMO service set^ "ON" or "OFF" 

AUTO-GPS setting 

Set whether to use the AUTO-GPS function. 

〇 [menu] ►囹 LifeKit► 0 Map/GPS ►回 AUTO-GPS ► [I] 
AUTO-GPS setting ►SON or [2] OFF 
Setup service list 

Display a list of i-appli (service name) with AUTO-GPS service 
information set, and the usage status. 

□ [menu] ►囹 LifeKit ► 0 Map/GPS ►回 AUTO-GPS► ■ 
Setup service list 

Canceling the service (including AUTO-GPS function) : Move 
the cursor to the name of i-appli (service name)^ |menu] ►pi~] 
Cancel ►[]] One item - 回 All items 


Information 

'You can set FOMA terminal so that the AUTO-GPS function will stop when the battery level gets low. 【秘 GPS 0 低電力時動作設定 (Low battery setting)] 


Your current location is automatically sent to service providers on a 
regular basis (approximately once in every 5 minutes), which allows 
you to services that deliver information about the weather or shops 
around where you are, or sightseeing information. (In Japanese 
only) 

• Set an AUTO-GPS-compatible service from its AUTO-GPS- 
compatible i-appli. 

• When All lock, Personal data lock, Self mode, Omakase Lock, etc. 
is activated, the AUTO-GPS function is unavailable. 

• When using the AUTO-GPS function, check instructions and 
precautions given in website of GPS service providers and NTT 
DOCOMO. And, you may be charged for using these services. 

• Note that more power is consumed in FOMA terminal due to a 
regular communication depending on your usage. 








Camera 


Viewing shooting screen 



<Still image shooting screen> <Moving picture shooting screen 〉 


① Auto optimized shooting 
mode icon 

② Zoom ratio 

• With U), display the 
zooming adjustment panel 
to zoom in/out. 

③ ¢0 : Save to 

IsS] : Recording Type 
臀 ： Light 

© : Macro shooting 
^ : Auto timer 
y : Face detection/Smile 
finder 

fe : Compatible mode 
Indicator, Counter 

④ g: Scene mode/effect 

H : Brightness 
@ : White balance 
国 ： Frame 
^ : Shake reduce 

0 : Skew correction 
|m| : Continuous/Panorama 
shooting 
圖 : Quality 

[hb! : Quality:Movie camera 

3: Size restrictions 
iiBI : Image size 
• You can change the settings 
by pressing @ on the 
shooting screen. 


Camera 



Shootm^^^ 


You can shoot still images/moving pictures with 




the camera in FOMA terminal. 


Shooting still images 


n r@i 

Point the camera at the object, @ [Shoot] or @ 
0 ® [Save] or @ 


Shooting moving pictures 


I 诊 I (1 sec. or more) 

Point the camera at the object, @ [Shoot] or @ 

When you want to stop shooting, [•) [Stop] or @ 

ELI ® [Save] or @ 

- 

• If FOMA terminal is left in a warm place or exposed to direct sunlight for 
a long time, images to be shot may be deteriorated. 

• If no operations are performed for approximately 3 minutes during 
shooting stand-by, the camera ends. 

Switching in-camera or out-camera : On the shooting screen, f B1 



















Camera 


Shooting still images in various procedures 


On the still image shooting screen, you can switch shooting 
procedures from the submenu. 

Below are major shooting procedures. 


Shooting 

procedure 

Effects and procedures 

Scene 

mode/effect 

The camera detects a subject, switches to the optimized 
scene and then focus the subject (Auto optimized 
shooting mode). 

Setting scene mode/effect : [menu| ► Q] ► Select required 
items 

Smile finder 

When a SmileRate of shooting subjects reaches 
specified rate, a still image is shot. 

Setting SmileRate : ImenuI 卜 [MU ► Select SmileRate 

Auto timer 

Use this function for not only shooting yourself but also 
preventing hand shake. 

Setting the remaining time in seconds before shutter 
clicks : |menu| ► ► Select seconds 

Continuous/ 
4 frames/ 
Panorama 
shooting 

You can specify the number of frames for continuous 
and 4 frames shooting, and shoot a panorama view 
using the camera's auto-connecting technology. 

Selecting a shooting procedure : Imenu] ►[§]► Select a 
shooting procedure 


Information 



• The camera can track the subject 【涵 トラッキング フオ ー カス 
(Tracking focus)] or detect a registered face 【啜 サ ー ナミ ー フォ ー カス 
(Find-me focus)]. 

• You can chanae various shootina settings such as the image size, 
image quality, number of images for continuous shooting, auto-save, 
location to save or shutter tone. 【錢 カメラ (Camera) O 静止画詳細設定 
(Image settings)] 


Camera 


Viewing still images/moving pictures 


Viewing still images after shooting 


D 「menu | ►[s] Data Box ►LU My Picture ► [U Camera ► 
Select an image 




<Full screen> 


Playing moving pictures after shooting 

0 卜 enu| ►回 Data Box ► 0 i-motion/Movie ► [2] Camera 
► Select a moving picture 


- 

Creating a mail with attachment : On the list screen, move the cursor to data ► 「 B~| 



Information 


• You can save still images/moving pictures to a microSD card (=>P81), 
and sort them in created folders or albums. 【涵フ オルダ （ Folder) D> 追 
加 / 削除 (Add/Delete)] 

• You can set a still image to the stand-by display (=^P31), ora moving picture. 
【喊 待受画面設定 (Stand-by display) 0 待受画面選択 (lmage/i-appli)] 


































ISeg 


••• 

• Using ISeg 

1 Seg is a service provided by TV broadcasting enterprises (stations), 
etc. A communication fee for receiving video picture and sound is 
not required. Contact NHK for details on your NHK viewing fees. 

• For viewing "Data broadcasting site", "i-mode site", etc., packet 
communication fees are charged. Some sites require information fees (i-mode 
pay sites). 

"For details of "ISeg" service, refer to the following websites. 

The Association for Promotion of Digital Broadcasting 
From a PC : http://www.dpa.or.jp/english/ 

From i-mode : http://www.dpa.or.jp/1seg/kZ (in Japanese only) 

"ISeg is unavailable overseas. 

• Radio waves 

ISeg is one of the broadcast services and a different type of radio 
waves (airwaves) from that of FOMA service is received. In the 
following cases, ISeg may not work correctly. 

• A place far from the tower that the airwaves are sent from 

• Mountain-ringed regions or a place between buildings 

• Tunnel, underground or far back from a building 

"To receive stronger radio waves, try to move FOMA terminal closer or further 
from your body, or move to another location. 

• Screen appearing when using ISeg for the first time 

A confirmation screen for disclaimers appears. If you agree and then 
select "OK", the confirmation screen does not appear again. 

參參 • 

To watch ISeg, you need to create a channel list and select the 
area you watch ISeg. 


Creating a channel list using preset (for the first-time 
creation) 

A list of broadcasting stations and channels that are pre-registered 
to FOMA terminal is loaded. 

E [menu] _ LifeKit ► ® ISeg ► 0 Channel list ► "Yes" 

► "Use preset" 

"Auto setting" searches for channels that can be received in 
your current location. 

M Select an area ► "Yes" 

Setting a channel list 

When you have multiple channel lists or move to another area, 
you need to switch the channel lists. 

|menu| ►[6] LifeKit ► ® ISeg ► 0 Channel list ► Move 
the cursor to a channel list ► I I [Set] 

A list of channel numbers appears. To watch a channel, move 
the cursor to the channel, and then press [•). 

Starting ISeg 

E I'^^l (1 sec. or more) 

- 

• Storage area is an area dedicated to1 Seg only in the terminal. 
Information, which is saved according to instructions of data 
broadcasting, may be displayed when viewing data broadcasting sites or 
sent to TV broadcasting enterprises (stations). When "No" is selected in a 
confirmation screen for initializing the storage area, services using the 
storage area are unavailable. 






ISeg 


You can watch ISeg in full screen, or divide the screen to watch 
the data broadcasting. 



Selecting a channel : I Q 1 - |_9j, I xl,I ** I 
Switching the watching screen : 「, 1 
Adjusting the volume : 00 

Starting/Stopping video recording : 「 B 1(1 sec. or more) 

* if you press I 1 when stop recording, you can select the option to end 
only watching (but recording continues) or the option to end watching/ 
recording. 

Recording still images : I B I [BSl /Record] 


- 

• Pressing I menu | while watching displays the submenu, from which you can 
reserve watching/recording, set OFF timer, use Smooth image, turn 1 Seg 
eco-mode ON/OFF, etc. 

Displaying key function help : While watching, I menu | ►[§] 


Watching reservation/Recording 
reservation 


You can automatically activate ISeg watching or recording, or set 
the alarm to notify you of start of a program. 

E |menu| ►[6] LifeKit ► [1] ISeg^H Set/Timer list 

E 卜 enu| ► [U Set new timer ► Select timer option 卜 I 窃 I 
[Save] 

When selecting "Manual reception" or "Manual recording", 
you proceed to set the reservation details such as time and 
date or channel. 

Selecting "By program guide" activates program guide i-appli. 
When you reserve watching or recording a program by 
selecting it in the program guide i-appli, the reservation 
information is saved and displayed on the setting screen. 

E I 铨 I [Save] 

- 

• When recording a long program, specify the saving location that has more 
free space in "REC setting" on the recording reservation screen. 


Playing a recorded program 


|menu| ►[s] Data Box ► @ 1 Seg ► Select the location of 
the recorded program ► Select the data 




















Music 


Music&Video Channel is a service which automatically distributes 
a program of up to approximately 1 hour at night. You can also 
enjoy high-quality video program of up to approximately 30 
minutes. (In Japanese only) 

• ••« 

• Music&Video Channel is a charged service requiring subscription. 
Subscriptions to i-mode and i-mode packet flat-rate services are 
required for the service. 

• Information fee may be required additionally for some programs 
besides Music&Video Channel service fee. 

• If UIM is used on a Music&Video Channel incompatible FOMA 
terminal after subscribing to Music&Video Channel, Music&Video 
Channel cannot be used. Note that the service fee is charged 
unless Music&Video Channel is unsubscribed. 

• Program setting and downloading are unavailable during 
international roaming ■ Stop distribution of programs before 
leaving Japan. When you return to Japan, resume distribution of 
programs. 

• Note that attempting program setting or downloading during international 
roaming requires packet communication fee for i-mode connection. 

• For details, refer to "Mobile Phone User's Guide [i-mode] FOMA 
version". 


Setting programs 


To set programs, registering Music&Video Channel program site 
in My Menu may be required. 


D [menu] ► 囡 MUSIC ► [I] Music&Video 
Channel 

The screen shown to the right appears. 

B "Set program" ►Set a program 
according to instructions on the 
screen 


Music&Video Channel 
: m n £ ■ cM 
^ OX 新聞 ニュース 

^ -U 2009/11/10 

—今?温 T /# 

Prograa list 
About this service J 

<Music&Video 
Channel screen> 


Playing a program 


D [menu] ► ® MUSIC ► S Music&Video 
Channel 卜 Select a program 

The following operations are available on 
the player screen. 

Pausing/Playing : ® [PAUSE/PLAY] or @ 
Adjusting the volume : (J) or 00 
Rewinding/Fast forwarding : @ (1 sec. or 
more) 

Jumping to the beginning of the chapter : 

When the program is played for 3 
seconds or more, 巨 ] or 0 (1 sec. or 



more) 

Jumping to the previous chapter : When the program is 
played within 3 seconds, @ or 0 (1 sec. or more) 
Jumping to the next chapter : @ or 0 (1 sec. or more) 


















Music 


MUSIC Player 


You can play Chaku-uta full downloaded from a site and Windows 
Media® Audio (WMA) files imported from music CDs, the Internet, 
etc. to a PC. For details of MUSIC Player, refer to NTT DOCOMO 
website. For Windows Media Player, contact the manufacturer of 
your PC. 

• You need to save a WMA file on a PC to a microSD card. ^>P69 


Downloading Chaku-uta full 


Display a site ► Select Chaku-uta full ► "Save" ► I l§i I 
[Set] 


Saving a WMA file on a PC to a microSD card 


D [menu] ► ® LifeKit ► 囡 Ir/iC/PC connection ► 囝 USB 
mode setting ►回 MTP mode 卜 "Yes" 

EJ With Windows Media Player activated, connect FOMA 
terminal to a PC using USB cable 卜 Send WMA file from 
the PC 


Playing the music data 


fL\ [menu] ► ® MUSIC ► []] MUSIC Player 
► [U All music - [Z] Year ► Select 
music data 

The following operations are available on 
the player screen. 

Pausing/Playing : {•} [PAUSE/PLAY] or @ 

Adjusting the volume : (J) or 00 
Rewinding/Fast forwarding : @ (1 sec. or 
more) 

Jumping to the beginning of the song : 

After a lapse of 3 seconds in play time, @ or 0 (1 sec. or 
more) 

Jumping to the beginning of the previous song : When the 
song is played within 3 seconds, @ or 0 (1 sec. or more) 
Jumping to the beginning of the next song : @ or 0 (1 sec. 
or more) 

Adding to Quick playlist : § (twice quickly) 

Stopping : 回 （1 sec. or more) 

. 

• When downloading music data from Internet websites etc., check the use 
conditions. 

• Music data saved in FOMA terminal or microSD card is allowed for 
personal use only. When using the music data, take extreme care not to 
infringe intellectual property rights of a third party such as copyrights etc. 














i-appli 

i-appli/i-Widget 


i-appli is a software for i-mode compatible mobile phones, which 
updates the information of stock price or weather automatically, or 
provides games that can be played without connecting to sites, i- 
Widget is a convenient function that allows you to easily access 
frequently-used contents (Widget Appli) such as calculator, clock 
and stock price information with the i-Widget key ( 卜 H ). Either i- 
appli or i-Widget can be downloaded from i-mode site or sites 
provided by IPs (Information Providers). For details, refer to "Mobile 
Phone User's Guide [i-mode] FOMA version". 

• When downloading or displaying i-Widget screen, etc. a packet 
communication fee is separately charged. 

• When i-Widget screen is displayed, multiple Widget Appli may 
communicate. 

• A packet communication fee for overseas use differs from the one 
in Japan. 

• DOCOMO assumes no responsibility for the information set in 
Osaifu-Keitai compatible i-appli (1C card). 

參__ 

m 

o' 


Downloading 


D Display a site 卜 Select i-appli ► After completion of 
downloading, "Yes" or "No" 

Downloaded i-appli is saved to "My folder" of Software list. 
When Message i-appn is downloaded, the folders for Message 
i-appli are automatically created in the folder list. 


Starting 



I I (1 sec. or more) ► Select a folder ► Select i-appli 


- 

Starting Osaifu-Keitai compatible i-appli : | menu | ►网 [T| ►Select i-appli 
Starting GPS compatible i-appli : [menuI ► [6][7][5] ► Select i-appli 


Starting i-Widget 


卜 M ► Select Widget Appli 
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Information 


• If you delete stored i-appli, you can download the software from "@F ケータイ厂匕、援団 （@ F mobile phone supporters)" site. 
"‘F ケータイ応援団 (@F mobile phone supporters)" (as of March, 2010) 

iMenu => メニューリスト (Menu list)=> ケータイ電話メーカー (Mobile phone manufacturer) => @F ケータイ応援団 （@ F 
mobile phone supporters) (In Japanese only) 

*The access method may be changed without previous notice. 


QR code for site 
access 













i-motion/Movie 


Playing i-motion/movie 


You can obtain i-motion/movie (images, sound, etc) from sites or 
websites. 

Playable i-motion 


Type 

Playing action 

Standard 
type (can be 
saved*) 

While the i-motion data is downloaded, it is played. 

• The downloaded i-motion can be operated in the same 
way as the i-motion which is played after entire data is 
downloaded. 

After the entire i-motion data is downloaded, it is played. 

Streaming 
type (cannot 
be saved) 

While the i-motion data is downloaded, it is played. 

• After the i-motion data is played, it is deleted. 


* Some i-motion cannot be saved. 


Playable movies 


Type 

Distribution 

method 

Playing action 

Streaming 
type (cannot 
be saved) 

Real-time 

distribution 

The movie is distributed in real time. 

• Pausing/Resuming play/Moving play 
position are unavailable. 

On-demand 

distribution 

Distribute movies that are prepared in 
advance. 


Downloading i-motion/movies 


Select i-motion/movie while site or website is 
displayed 

Playback starts while data is downloaded or when the 
download is completed. When a movie ends playback, it 
returns automatically to the site screen. 

Saving i-motion : "Save" ► Enter a display name (Up to 36 
characters) ► 丨铨 1[Save] 

- 

• Note that communication of a large amount of data, such as downloading 
a movie, requires high charges. 


Playing moving picture/i-motion 


|menu| ►回 Data Box ► H i-motion/Movie ► Select a 
folder> Select a moving picture/i-motion 

The following operations are available during playback. 

Adjusting the volume : (J] or 00 
Rewinding/Fast forwarding : § or 00 (1 sec. or more) 
Pausing/Playing/Playing from the beginning (when the movie 
stops) : @ or 回 

Setting a bookmark : I it^ I ► "Yes" 

Stopping : I 趋 I 




Information 


• You can set whether to automatically play normal type i-motion while downloading or after it is downloaded. 動画自動再生設定 (Movie auto play)] 

• Up to 100 titles of i-motion that is saved to FOMA terminal without replay restriction applied can be saved to playlist at once . 【涵 動画 / i モーシヨン 
(Movie/i-motion) O プレイリスト作成 / 削除 (Create/delete playlist)] 
























Osaifu-Keitai 


Using Osaifu-Keitai 


Osaifu-Keitai is equipped with 1C card and allows you to pay money 
or to use coupon, stamp-rally, etc. only by holding FOMA terminal 
over the 1C card reader in stores etc. You can access a site or website, 
obtain the latest coupon, check credit or payment of electronic 
money, etc. by holding FOMA terminal over the 1C card reader. For 
details, refer to "Mobile Phone User's Guide [i-mode] FOMA 
version". 

• The data (including electronic money, points, etc.) in the 1C card 
may be lost or modified because of the malfunction of FOMA 
terminal (When we take your Osaifu-Keitai for repair etc., as we 
cannot take it with data remained, you are required to erase the 
data by yourself). For support such as reissuance, restoration, 
temporary preservation or transfer of data except transfer by iC 
transfer service, confirm with Osaifu-Keitai compatible service 
provider. For important data, be sure to use a service with backup 
service. 

• If the data in the IC card is lost, modified or damaged by any 
means related to Osaifu-Keitai compatible service such as 
malfunction or model change, DOCOMO assumes no 
responsibility for the loss of data. 

• If FOMA terminal is stolen or misplaced, immediately contact 
Osaifu-Keitai compatible service provider for an advice. 


For other Osaifu-keitai compatible i-appli than ones stored by 
default, connect a site to download as follows. 

D _u| ► @ Osaifu-Keitai ► 0 Search by i-mode ► "Yes" 


D |menu| ►因 Osaifu-Keitai ►E IC card content ► Select 
Osaifu-Keitai compatible i-appli ► Follow the 
instruction on the screen 


Hold 幻 mark over IC card reader. 
In this case, starting Osaifu-keitai 
compatible i-appli is not required. 
If IC card is not detected 
successfully when you hold 
mark of FOMA terminal over IC 
card reader, try moving FOMA 
terminal back, forth and around. 



Information 

• You can disable IC card function. =>P39 

• When replacing Osaifu-Keitai in such cases as model change or repair, data in an IC card can be transferred collectively to a new Osaifu-Keitai. 【缺 iC 
お引つこしサービス (iC transfer service)] 

• You can obtain electronic card such as a coupon Trom IC card reader or site. 【喊 トルカ (ToruCa)] 


Using Osaifu-Keitai 


Making initial setting of the service 


Downloading Osaifu-Keitai compatible 


More Conven 












i-concier 

Using i-concier 


i-concier is a service that Machi-chara (a character on the stand-by 
display) supports your life like a butler or concierge. It stores your 
information such as residential area, schedule, ToruCa, phonebook 
and delivers you information that suits your area, location or 
preference at the right time. Also, it can automatically update 
schedules, ToruCa, etc. stored in FOMA terminal and automatically 
add useful information such as shop business hours etc. to the 
Phonebook. You can share the stored schedule and images with a 
group such as friends or family. The stored images can be printed 
easily. (In Japanese only) 

• i-concier is a charged service requiring subscription (Subscription 
is required subscription of i-mode). 

• If you do not subscribe Data Security Service, when you subscribe 
i-concier, you subscribe Data Security Service, too. 

• A packet communication fee is separately required to receive 
information except for some information. 

• A packet communication fee is separately required to use detail 
information. 

• To use i-concier overseas, International service settings require to 
be set. For using i-concier overseas, a packet communication fee 
is charged for both receiving and viewing detail information. 

• Information fee may be additionally required for some contents 
besides i-concier monthly service fee. 

• Automatic updating i-schedule/ToruCa/phonebook, etc. requires a 
packet communication fee separately. 

• For details, refer to "Mobile Phone User's Guide [i-mode] FOMA 
version". 




Receiving information and displaying details 


Information is automatically sent. 
When information is received, the 
screen shown to the right 
appears. 



"ひつじのしつじくん® 

(Butler Sheep)" 

©NTT DOCOMO 

information reception 


D 「menu | ►[#] i-concier^Select a piece of information 

Some pieces of information may have schedule or ToruCa attached or 
contain a link to a site. To display details, select its icon. 


Using overseas (Default: 


D |menu| ►[#] i-concier 

B [menu] ^ " 設定 (Settings)" ► " 基本設定 (Basic settings)" 
► ” プ □ フイール設定 / 海外利用設定 (Profile/ 
International service settings}" ► "海外利用設定 
(International service settings)" ►Change the setting 

Information 


， You can set whether to display information on the stand-by display or 
sub-display when i-concier information is received . 【喊イ ンノオメ ー 
シヨン li 示設定 (Information display)] 















Convenient tools 

Scheduler 


You can manage schedules with FOMA terminal. 


Saving schedule 


[I @ ► |menu| ►[]] New entry 

The screen shown to the right appears. 

B @ to switch Main (New) screen, 
Sched. contact screen. Reminder 
screen, or Other settings screen, and 
then set required items 

E] I 铨 I [Save] 


'tings Main(New)|Sche ひ 


二 ] Schedule 


All day foO 

Start date and ti 明 


2010/04/16 (Fri) 
End date and time 
2010/04/16 (Fri )1 
Place 


Details 


く Main (new) screen 
of schedule 〉 


- 

Saving quickly from the stand-by screen (Quick schedule) : On the stand-by 
screen, enter the date to save a schedule (for 10:00 on April 16, enter 
"041 61000") ► 0 ► Save the schedule 


mmiiiiHii 

D [5] ► Select 1 


schedule 


ct the date on which a schedule is saved ► 
Select the schedule 




Information 


.Two types of schedulers are available : "Normal" in which i-schedule 
downloaded from i-concier, birthdays saved in the phonebook, etc. can 
be displayed and "Classic" in which you can scroll and enlarge the 
calendar. 【 _ スケジユール帳 (Scheduler) 0 スケジユール帳表示設定 
(Scheduler view type)] 


More Convenient 
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Convenient tools 

Alarm clock 


Alarm clock sounds at a specified time. You can set 1 Seg to start 

after the alarm sounds. 

E @ (1 sec. or more) ► Select any of 

UJ-S 

The screen shown to the right appears. 

B @ to switch Set alarm screen. Set 
sound screen, ISeg alarm screen or 
Set others screen, and then set 
required items 

B BH [Set] 

■ . 

• When "Repeat" on Set alarm screen is set to "Day of week", the alarm 
sounds at specified days of the week. In "Snooze (Snz)", set the intervals, 
at which the alarm sounds for 30 minutes. 

• When "Activate ISeg" on ISeg alarm screen is set to "Yes", ISeg starts 
when the alarm is turned off or stopped (ISeg alarm clock), and ends at 
the time specified in "Time out". 

• While alarm clock is sounding, it stops or starts snooze with no operations 
for approximately 1 minute, by pressing a key other than 「行 i , and 
0 , or performing double-tap. Press i 一 I to terminate the alarm clock. 


Message 目覚まし 1 
Snooze(Snz) [5«in ~| 


<Alarm setting screen> 



Information 


• You can set FOMA terminal so that even when it is turned off, it can be 
turned on when the alarm sounds. 【驗 アラーム自動電源 ON 設定 
(Alarm auto power ON)] 





























Convenient tools 

Bar code reader 


You can read and use information of JAN code, QR code, NW7 

code, CODE39 code and CODE128 code. 

D |menu| ►[6] LifeKitktU Bar code reader 

E Move out-camera over the code 

When scanning is completed, a 
confirmation sound is heard and the 
scanned data appears. On the screen after 
scanning, you can copy or save the data 
from the submenu. For some data, you 
can save certain types of data to 
Phonebook, or create mails, or connect to 
sites or websites. 

- 

• Press I ** i to switch to Macro OFF before scanning large size codes. The 
readability of code may be raised by pressing 0 to set zoom to OFF. 

• Scratches, dirt, damages, low print quality and the strong reflection of 
light may disable code reading. 

• If the code is not scanned well, try changing the distance between the 
code and camera, the angle or direction of camera, or using auto focus. 



〈Scanning screen> 


Convenient tools 


You can view PDF data downloaded from sites or mails, or 
acquired from microSD card. 

D |menu| ►回 Data Box ► ® My Document 卜 Select a 
folder ► Select PDF data 

From the submenu displayed by pressing ImenuI while viewing 
the PDF data, you can perform the following operations. 
Changing pages : |menu| 回 

Capturing the screen : [menu| ► 回 ► "Yes" ► Set required items 

► I 铨 I ►Select a saving location 

Adding an i-mode bookmark : On the page to bookmark, |menu| 

► [4][?][2]^ Enter information (Up to 64 two-byte (128 one- 
byte) characters) ► I I 

Adding a mark : On the page to mark, [menu] ► 

Searching for a character string : 

I menu | ► [5] ►Enter a character string (Up 
to 8 two-byte (16 one-byte) 
characters) ► Set required items ► I 铨 1 
SpeciTying magnification : 

|menu| ►[6][31 卜 Enter magnification 
Rotating the view orientation : 

imenui ►[6i[4i^rn -[3i _ 

Displaying Key function help : |menu| ►|~ 〇 1 

- 

• Some data may take time to display, or may be displayed incorrectly. 

Information 

• You can open non-password-protected Word, Excel and PowerPoint 
files. 【喊 Word, Excel, PowerPoint 1> 表示 (display)] 




<Key function help 
screen> 


Displaying PDF data 


More Convenient 
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Convenient tools 

Shortcut icons 


You can paste shortcut icons for frequently-used functions, 
folders, files, etc. on the stand-by display (Shortcut). Select the 
shortcut to start them immediately. 

<Example> Pasting shortcuts of functions 

D @ ► Move the cursor to a shortcut ► |menu| 卜 | 窃 | 
[Add] 卜 On the function selection screen, move the 
cursor to a function 卜 I 诊 1[Add icon] 

<Example> Pasting a shortcut of My Picture folder 

D |menu|^[ 5] Data Box ►PH My Picture 
► Move the cursor to a folder ► 

[menuI 

When the cursor is placed on a file or 
folder and the submenu appears, "Add 
icon" appears in the guide area, 
indicating that the shortcut icon of the file 
or folder can be created. 

B SH [Add icon] 



This is selectable - 
when you can create 
a shortcut icon 


- 

• From the submenu on the shortcut icon list screen, you can change the 
order of the shortcuts, the icons or titles. 

•To paste a shortcut of functions, in preinstalled KisekaeTool menu, move 
the cursor to a menu item and press |menu|[T|, or in Basic menu, move the 
cursor to a menu item and press [menu] [6]. 


Information 

， You can create your own menus by freely selecting functions or 
Phonebook. 【涵 セレクトメニユー (Shortcut menu)] 


More Convenient 
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Convenient tools 

Quick search 


On the stand-by display or while performing a function, you can 
use search functions. 

D On the stand-by display or while performing a function, 
f P I ► @ to switch search functions 

The instructions for each search function are as follows. 


蠡 

i-mode 

Enter a keyword in the entry field 


Full Browser 

Select search engine field ► Select search 
engine ► Enter a keyword in the entry field 

山 

Map 

Searching by Vicinity viewer : Select the 
category selection field ► Q] - ® ( ► For 回， 
enter a keyword in the entry field) 
Searching by Map : "Map — Vicinity viewer" 

► Enter a keyword in the entry field 


Operation guide 

Enter a keyword in the entry field 

CJ 

Find-me album 

Enter a keyword in the entry field 


Dictionaries 

Select the dictionary selection field ►Q] - ® 
► Enter a keyword in the entry field 


Mail 

Searching by subject/message text : Select 
the mail search selection field ►Q] or S 
► Enter a keyword in the entry field 
Searching by phonebook : Select the mail 
search selection field ► ® or S ► Enter a 
keyword in the entry field 


B "Search" 

The search results appear. 























Convenient tools 

Pedometer/ACT monitor 


You can check the number of steps, walked distance, consumed 
calories or quantity of burnt fat with Pedometer/ACT monitor. You 
can also measure "Activity amount" that is calculated by exercise 
duration and exercise intensity of your physical activity, "Brisk 
walk" and "Brisk activity amount" that are measures of your 
aerobic exercise. 

^ Caution 

•To count steps accurately, it is recommended that you wear the 
pedometer correctly (place it in Carry Case S 01(optional) and 
attach the case to waist belt etc. or when putting FOMA terminal in a 
bag, put it in a pocket or between partitions), and walk at the speed 
of 100-120 steps per minute. 

• The countdown of steps or measurement of activity amount is not 
performed when power is turned OFF, Full saving is activated, 
Vibrator is in operation, or software update is being executed. 

• When opening/closing FOMA terminal, performing key operation or 
adding shake or swing to FOMA terminal, counting steps or 
measuring activity amount may not be performed accurately. 

• By malfunction, repair or other treatments of FOMA terminal, the 
information of steps/activity/calories may be lost. And, the 
information of steps/activity/calories are retained for about a month 
even with the battery removed or vacant, but they may be lost if 
more time passes. Note that, even if the information of steps/ 
activity/calories are lost, DOCOMO assumes no responsibility. 


Setting Pedometer/ACT monitor 


D |menu| ►[6] LifeKit ► [§] Pedometer/ACT monitor ► [2] 
Set Pedometer/Activity monitor ►Set required items 
► EB [Set] 

When "Use" is set , 夫 appears on the stand-by display, so that 
you can check the measured steps, activity amount, etc. 

■ . 

• At the beginning of walking, the figure is not changed because the 
Pedometer is judging to prevent miscount whether you started walking. 
As a guide, when you walked for 4 seconds, the steps to there is added at 
a time. 

• Counted number of steps and measured activity are saved every 60 
minutes. If the battery pack is removed without turning FOMA terminal 
OFF, unsaved steps and activity amount may be lost. 


Displaying Steps/Activity/Calories info 


When 00:00 AM comes with the time of FOMA terminal, 
information of the day such as steps or activity amount are 
automatically saved as the log. Information for the past 1,098 days 
including the current day can be recorded. 

D |menu| ►[6] LifeKit ► [§] Pedometer/ACT monitor ►[]] 
Steps/Activity/Calories info ►闷 to check the log 


Information 

• i-appli 【喊 ヘルスナエツカー (Health checker)】 ， which manages data of the number of steps, activity amount, frequency of pulse, blood pressure, and 
body compositions, is installed by default. 


More Convenient 
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Convenient tools 

Dictionaries 


You can search word meanings, spelling of English word, etc. with 
Dictionaries. 


D 

B 

B 

□ 


|menu| ►pfl Accessory ► [5] Dictionaries 

|T) Jpn Die (Gakken Mobile Jpn Die )- 回 EJ Die (Gakken 


Mobile EJ Die) 

Enter a word (up to 20 
two-byte (40 one- 
byte)) 

Select a word from the 
search result list 


fbntry fieldl- 


[Search result list 卜 


Detailed 
information of 
the word you 
highlight 


Gakken Mobile JpnOlc 


きの^ 
きのろ 
ぎのろ 
きのうて 
きのえ1 
きのこ1 
きのじ1 
きのと1 

帰納】 

気9】 

昨日】 

【技能】 

き[帰納的】 

【甲】 

【茸•蒙 I 
[害の字] 

[ 用例 ] 檄能する • 機能的•機能主 
義生活檄能•心臟の楗能 


<Search result screen> 


- 

• To search "Today's trivia" or "Today in history", press S or ® in Step 2. 
Searching a word again : I menu | ^ ►Q] - [3] ► I menu | ► □ ► Select a 

word 


Convenient tools 

Phone refresh 


This function makes FOMA terminal turn OFF and ON (refresh) at 
regular intervals to avoid trouble occurrence inside of the 
terminal. 

It prevents slowing down of operation speed or frequently 
displaying an error message due to memory shortage. 


Set Auto-refresh 


Set FOMA terminal to restart at specified time. 

D |menu| ► ■ Settings & NW services ► 0 Clock/Turn/ 
Input etc ■►回 Phone refresh 

B [ 2 ] Set Auto-refresh ► Set required items ► 1 l§i I [Set] 

When Auto-refresh is set to "ON", the restart can be executed 
at specified time only in screen off state on the stand-by 
display. 

To execute refresh not in the specified time but immediately, 
select Start refresh" and press "Yes". 

- 

• Executing time of Phone refresh is approximately 1 minute. 

• During executing Phone refresh, other functions are not available. 

• When the time specified in Set Auto-refresh arrives while using another 
function, FOMA terminal does not execute the phone refresh. 
























Convenient tools 

Bluetooth function 


You can establish a wireless connection between FOMA terminal 

and a Bluetooth device. For operations of the Bluetooth device, 

refer to the operation manual of your Bluetooth device. 

• Wireless communication is not guaranteed for all Bluetooth devices. 

+ Compatible version 

Bluetooth standard Version 2.0+EDR 

々 Functions available with Bluetooth 

• Handsfree call by using a Bluetooth car navigation system 
(commercially available) etc. via Bluetooth connection. You can call 
wirelessly by connecting Bluetooth Headset F01(optional). 

• Playing sounds or music wirelessly or performing remote control 
via Bluetooth connection with Wireless Earphone Set 02 (optional) 
or a Bluetooth audio device (commercially available). 

• Character entry from a Bluetooth keyboard (commercially available) 
via Bluetooth connection. 

• Performing packet communication or 64K data transmission on a 
Bluetooth support PC via Bluetooth connection by using FOMA 
terminal as a modem. 

• Sending/Receiving data (user information, phonebook entries, 
schedule, received/sent/unsent mail, text memos, bookmarks, 
ToruCa, LCS clients) by using a Bluetooth device via Bluetooth 
connection. 

• Performing a versus game of i-appli or exchanging data with other 
mobile phone or Bluetooth device via Bluetooth connection. 


Registering Bluetooth devices 


Set a Bluetooth device to registration stand-by mode in advance. 

〇 [menu]^[ 6] LifeKit^S Bluetooth ► 

[3] Register new devices ^ "OK" 

When Bluetooth device is searched, the 
screen shown to the right appears. 

B Select a Bluetooth device to register ► Enter the 
Bluetooth passkey 

The profile selection screen appears. To connect the Bluetooth 
device, go to Step 2 in "Connecting with registered Bluetooth 
devices". 

■ . 

• For details of Bluetooth passkey, refer to the operation manual for the 
Bluetooth device. In case of entering the same passkey in both FOMA 
terminal and Bluetooth device, determine any 4-16 digit numbers as 
Bluetooth passkey beforehand. Bluetooth passkey is not required to 
register Wireless Earphone Set 02. 


Connecting with registered Bluetooth devices 


□ [menu]^[ 6] LifeKit^S Bluetooth ► 
[ 2 ] Device list 卜 Select Bluetooth 
device to connect 

The screen shown to the right appears. 



vAudio(A20P) 

Dial-up(DUN) 

<Profile selection 
screen 〉 



<Device list screen> 


More Convenient 


0 


B Select a profile to connect ► L®J [connect] 















Data Management 

Using microSD card 


You can save still images/moving pictures or melodies, or back up 

data of phonebook, schedule, etc. in microSD card. 

• F-07B supports microSD card of up to 2 Gbytes, and microSDHC 
card of up to16 Gbytes (as of March, 2010). For information 
about latest operation check results, refer to the following sites. 
Note that information described is the result of operation 
confirmation and does not guarantee all operations. 

Fromi-mode : iMenu$ メニユーリスト QRcodeforsite 
(Menu list) ーケータイ電話メーカー access 
(Mobile phone manufacturer) ^ >if 
リーカード対応情報 (Memory card 
support information) (In Japanese 
only) 

From PC : FMWORLD (http://www.fmworld.net/) ^ 携帯電話 
(Mobile phone) 一 microSD 対応状況、 microSDHC 対応状況 
(microSD/microSDHC support report) (In Japanese only) 

* The access method maybe changed without previous notice. 



o 


0 

3 

CD 

孑 

CD 


+ Notes on using microSD card 

• Do not give strong impact such as dropping, to the FOMA terminal 
with microSD card inserted. The data may be damaged. 

• The data saved from another device such as a PC may not be 
displayed or played in FOMA terminal. Also, the data saved to 
microSD card/microSDHC card from the FOMA terminal may not be 
displayed or played in another device. 

• Maintain a separate record of the data saved to the microSD card, 
for example, by backing up on a PC. If the saved data is deleted or 
altered, DOCOMO assumes no responsibility for the loss of any 
data. 


Installing 


□ Turn FOMA terminal OFF 
and remove the battery 
pack 

B Insert the microSD card 
slowly into the slot with 
metal connectors side 
down (as shown right), and 
insert it further until it clicks 
* To remove the microSD card, push it lightly to pop it out, and then pull 
it out. 



Formatting 


Format microSD card with FOMA terminal before using. 

D |menu| ► 同 LifeKit ► ® microSD ► I 铨 I [Format] ► 
"Regular format" ► Authenticate ► "Yes" 

- 

• You can minimize processing to format a formatted microSD card by 
selecting "Quick format". Formatting microSD card deletes all the data in 
the card. 

Quick format : Format only data management area. It reduces formatting 
time by executing minimum processing. 

Regular format : Format both data management area and data area. 










Data Management 

Exchanqinq dataJbetween th e FO MA terminal and microSD card 


Save important data in FOMA terminal to microSD card. 


Moving/Copying to microSD card 


<Example> Moving/Copying images 

D |menu| ►回 Data Box►[]] My Picture► Select a folder 
E Move the cursor to data ► |menu| ►回 Move/Copy ► 0 
Move to microSD or [5] Copy to microSD ► [3 One item 
-®AII items ►"Yes" 

- 

• You cannot move or copy the data that is inhibited to output from FOMA 
terminal. 


Moving/Copying to FOMA terminal 


<Example> Moving/Copying My Document 

D |menu| ►[§] LifeKit ► [3] microSD ► 0 My Document 卜 
Select a folder 

E Move the cursor to data ► |menu| ►[ 3 ] Move/Copy ► [U 
Move to phone or [ 2 ] Copy to phone ► [U One item - 0 
All items ► ,, Yes M 


Displaying data in microSD card 


D |menu| ►[§] LifeKit ► 0 microSD ► [U Multimedia - ® 
Other ► Select a folder ► Select data 


Backing up at once 


You can back up Phonebook, Schedule, mail, Notepad, Bookmark 
and setting item data all at once in microSD card. Data is 
overwritten for the second-time backup or later. 

D |menu| ►[6] LifeKit► [3] microSD ►回 Backup/Restore 
► |j] Backup to microSD 

B "Yes"►Authenticate 

When phonebook is not saved, omit Step 3. 

B "Yes" or "No" 

- 

• Some restrictions apply, such as moving pictures saved in phonebook or 
the part of the attachment files in excess of 100 Kbytes are not backed up. 

• Select "[ 2 ] Restore to phone" at the end of Step 1 to delete the latest data 
in FOMA terminal and overwrite save it. 


Information 

• The FOMA terminal provides menu for checking the memory status of microSD card or synchronizing the data which was changed, added or deleted in 
another device correctly . 【缺 microSD 力ード (microSD card) 0 使用状況 | 情報更新 (Memory Status/Sync data info)] 


More Convenient 


81 




















Data Management 

lnfraredUcommunlcation/iC4ransm 


You can send/receive data to/from devices such as FOMA terminal in 
which infrared communication function or iC transmission function is 
integrated. Check the locations of the other party's infrared port and 
/5D mark, and refer to the following images to establish connection. 



Infrared communication iC transmission 


o 


o 

CD 

ョ_ 

CD 


- 

• When sending/receiving all data items, the sender and receiver need to 
determine a 4-digit authentication password in advance. For infrared 
communications, the receiver's terminal must be ready for 
communications before the sender's terminal. 

• When sending/receiving all data items, the data saved in the receiver is 
deleted, and the received data is saved. However, some data (data in 
"Preinstalled" folder, etc) may not be deleted, or the saving locations, folder 
names or the orders of data may be different from those in the sender. 

• While charging, sending data by iC transmission is unavailable. 

Sending a phonebook entry via infrared 
communication/iC transmission 

D Move the cursor to the phonebook entry to send 卜 
|menu| ►[8] Send via Ir/iC/BT^U] Send Ir data or [3] iC 



transmission ^ "Yes" 


Sending all items via infrared communication/iC transmission 

D |menu| ►[§] LifeKit ► [U Ir/iC/PC connection ► [2] Send all 
Ir data or [3] Send all via iC ► Select an item ► 
Authenticate ► Enter an authentication password ► "Yes" 

Receiving an item via infrared communication 

D |menu| ►[ 6 ] LifeKit ► [2] Ir/iC/PC connection ► [U 

Receive Ir data ► [U Receive ► "Yes" ► Send data from 
a sender ► After receiving, "Yes" 

Receiving an item via iC transmission 

D Send data from a sender^ With the stand-by display 
on a receiver, place marks close to each other> 
After receiving, "Yes" 

Receiving all items via infrared communication 

□ [^►[6] LifeKit ►囡 Ir/iC/PC connection ►E 

Receive Ir data ► { 2 } Receive all 卜 Authenticate 卜 Enter 
an authentication password ► "Yes" ► Send data from 
a sender ► After receiving, "Yes" 

Receiving all items via iC transmission 

D Send data from a sender^ With the stand-by display 
on a receiver, place marks close to each other ► 
Authenticate 卜 Enter an authentication password 卜 
Place the 幻 marks close to each other ► After 
receiving, "Yes" 















Data Management 

Connecting to a PC 


You can connect FOMA terminal to a PC to transfer WMA files, 
images, etc. in the microSD card. 

Also, connecting to the Internet for data communication is 
available. 

• FOMA USB Cable with Charge Function 02 (optional) or FOMA 
USB Cable (optional) is required. 

• To perform data communication, installation of FOMA 
communication configuration file from the attached CD-ROM is 
required. 

For details, refer to "Manual for PC Connection" in the attached CD- 
ROM. 


USB mode setting 


You can operate the data in a microSD card in FOMA terminal from 
a PC. 

□ [^►[6] LifeKit ►囡 Ir/iC/PCconnection ►囹 USB 
mode setting ► Select a mode 

Communication mode : Set for packet communication, 64K 
data communication or data transfer by connecting to a PC. 
microSD mode : Set for recognizing the microSD card in FOMA 
terminal as a drive and operating the data by PC operation. 
MTP mode : Set for music data transfer to microSD card using 
Windows Media Player. 

B "Yes" 


More Convenient 






Support 

T roubleshooting 


Check for the necessity of software update first, and update the software if necessary. ^>P87 

When checking the following items not to improve the state, contact the phone number given in "Repairs" on the last page of this manual 
(in Japanese only) or make a call to DOCOMO-specified repair office. 


々 Power supply and charging 

# FOMA terminal cannot be turned ON. 


• Is the battery pack installed correctly? 

• Is the battery exhausted? 

參 FOMA terminal cannot be charged (the charging 
light does not turn on). 

• Is the battery pack installed correctly? 

• Are the adapter and FOMA terminal set 
correctly? 

• Is the AC adapter connector securely inserted to 
FOMA terminal or to the desktop holder 
(optional) when you use AC adapter (optional)? 

• Is AC adapter's power plug or cigarette lighter 
plug inserted to the outlet or cigarette lighter 
socket correctly? 

• Is the charging jack of FOMA terminal dirty when 
you use desktop holder? If it is dirty, clean with a 
dry cloth or cotton swab. 

• If you execute calls, communications or other 
function operations while charging the battery 
pack, FOMA terminal may become hot. For 
safety, charging may not start when FOMA 
terminal is hot. Wait until the temperature drops 
after using and charge again. 

+ Terminal operation 

參 Turning the power off or restarting automatically 
happens. 

If the jack of battery pack is dirty, the contact may 
become poor and the power may shut OFF. If it is 
dirty, clean with a dry cloth or cotton swab. 


No operations are performed even by keypad 
operation. 

Have you activated All lock, Omakase Lock, Side 
key hold, し ock on close, or Lock when immobile? 

The operation time provided by the battery pack 
is short. 

• Is your terminal left for a long time under the 
state of out of service area? Out of service area, 
many powers are consumed to search available 
radio waves. 

• The operation time provided by the battery pack 
varies by the operating environment and battery 
pack's deterioration. 

• The battery pack is a consumable part. Each time 
it is charged, time available with each charging 
reduces. Even the full charge state, when the 
operation time is too short, purchase a new 
battery pack of the specified type. 

# The recognition of UIM is not performed 
successfully. 

• Is UIM installed in the right direction? 

• Is UIM (blue) inserted? 

# FOMA terminal etc. become hot while operating/ 
charging. 

While operating or charging, or if you use i-appli, 
videophone call, ISeg watching, etc. for a long 
time while charging the battery, FOMA terminal, 
battery pack and adapter may become hot. There is 
no problem about safety and continue to use it. 


+ Calls 

• Calls are not connected (Even when moving , "圏 
外 (out of service area)" does not disappear or 
although radio waves are enough, making/ 
receiving calls is unavailable). 

• Turn the power off and on, or remove and attach 
battery pack or UIM. 

• Even when the signal meter on your FOMA 
terminal indicates there are strong radio waves, 
due to the type of radio waves, making/receiving 
calls may be unavailable. Move to call again. 

• Is Specified caller, Anonymous caller, 
Unregistered caller or 3G/GSM setting set? 

• Due to the crossing of radio waves, at the 
crowded public places, calls/mails are crossed 
and the connection status may not be good. In 
this case, "Please wait for a while" appears and 
the caller hears a busy tone. Move to other place 
or call again at other time. 

• Calls cannot be made using the keypads. 

Have you activated All lock, Omakase Lock, Self 
mode. Keypad dial lock, し ock on close, or Lock 
when immobile? 

Osaifu-Keitai 

• Osaifu-Keitai function is unavailable. 

• When removing the battery pack, 1C card 
functions are unavailable regardless of the 1C 
card lock settings. 

• Do you place mark of FOMA terminal over 1C 
card reader? 

• Have you activated Omakase Lock or 1C card 
lock? 


Support 

卿！®# 

fWarranty 


• FOMA terminal is provided with a written warranty. Make sure 
that you receive it. Check the written contents and items such as 
" 販売店名 • お買い上げ日 (Shop name/date of purchase)" and 
keep it in a safe place. If it does not contain the necessary 
information, immediately contact the shop where you bought it. 
The warranty is valid for a period of one year from the date of 
purchase. 

• This product and all accessories are subject to change, in part or 
whole, for the sake of improvement without prior notice. 


After-Sales Service 


々 When problems occur 

Before requesting repair, read the section on "Troubleshooting" in this 
manual or in " 使いかたガイド (Guide)" installed in FOMA terminal (in 
Japanese only). If the problem still persists, contact "Repairs" on the 
last page of this manual (in Japanese only). 

If the result of inquiries indicates that a repair is 
required 

Take your FOMA terminal to DOCOMO-specified repair office. Be sure 
to check the opening hours of the office before you go. Note that, 
repair may take longer time depending on the state of damage. 


In the warranty period 

• FOMA terminal is repaired at no charge subject to the conditions of 
the warranty. 

• The warranty must be presented to receive warranty service. The 
subscriber is charged for the repair of items not covered in the 
warranty or repairs of defects resulting from misuse (damage of the 
color LCD or connector, etc), accident, neglect, etc. even during the 
warranty period. 

• The subscriber is charged even during the warranty period for the 
repair of failures caused by the use of devices or consumable items 
that are not DOCOMO-specified. 

Repairs may not be possible in the following cases. 

• When judged as malfunction due to moisture at the repair office 
(e.g. when detected in a moisture seal reaction) 

• When corrosion due to moisture, condensation, perspiration, etc. is 
detected, or if any of the internal boards are damaged or deformed 
(repairs may not be possible if external connection jack, earphone/ 
microphone jack or liquid crystal panel is damaged, or the terminal 
outer case is lifted) 

• Even in case that a repair is possible, since those conditions are outside the 
range of the warranty, a repair is charged. 

After expiration of the warranty 

All repairs that are requested are charged. 

Replacement parts 

Replacement parts (parts required to maintain the product functions) 

are basically kept in stock for at least 6 years after termination of 

production. However, repair may not be possible due to lack of repair 

parts etc. 


Others 








々 Notes 

• Do not modify FOMA terminal or its accessories. 

- Repair may be refused depending on the nature of modification. 
The following cases may be regarded as modifications. 

-A sticker etc. is put on the LCD or keypad part 
- FOMA terminal is embellished with adhesive material etc. 

- Exteriors are replaced with other than DOCOMO'S genuine parts 
- Repair of failures or damage caused by modification is charged 
even during the warranty period. 

• Do not remove any inscription stickers attached to FOMA terminal. 
If confirmation of the inscription sticker's content is impossible, 
determination of whether specific technical standards are satisfied 
cannot be made. Therefore, repair may be refused 

• Function settings and information such as total calls may be cleared 
(reset) by malfunctions, repair or other handling of FOMA terminal. 
Should that happen, set up the functions again. 

• Magnetic components are used in the earpiece, speaker, etc. of 
FOMA terminal. Do not allow cash cards or other devices that are 
vulnerable to magnetism to come into contact with the phone. 

• If inside of the terminal gets wet or moist, turn the power off, 
remove the battery pack immediately, and bring the FOMA terminal 
to a repair office as soon as possible. However, repair may not be 
possible depending on the condition of FOMA terminal. 


Support 

i-mode fault diagnosis site 


Using your FOMA terminal, you can check whether sending/ 
receiving of messages and downloading of images and melodies 
are normally performed. When FOMA terminal is assumed to have 
malfunctions as the result of the diagnosis, contact the phone 
number given in "Repairs" on the last page of this manual (in 
Japanese only). 


Accessing to " i モード故障診断サイト （ i- 
mode fault diagnosis site}" 


i-mode site : iMenul お知らせ （ Notice) すけービス • 機能 (Services/ 
Function)1 i モード (i-mode)^ i モード故障診断 (i-mode fault 
diagnosis site) (In Japanese only) 

QR code for site 
access 

• The access method may be changed without previous notice. 

• Packet communication for i-mode fault diagnosis site is free. 
However, accessing from overseas is charged. 







Support 

Updating software 


This function allows you to update software in FOMA terminal 
using packet communication when update is required. 

Update information is posted in " お客様サボート (user support)" 
on NTT DOCOMO website or iMenu (in Japanese only). Software 
may be updated in 3 methods: "Auto-update", "Immediate update" 
and "Reserved update". 

• Packet communication for software update is free. 

• Software update can be done even when various data, such as a 
Phonebook registered in FOMA terminal, camera images, downloaded 
data, are remaining; note that data protection sometimes cannot be 
secured according to the conditions of your FOMA terminal (such as 
malfunction, damage, or water leak). DOCOMO recommends backing up 
necessary data. However some data such as downloaded data may not be 
backed up. 

々 When updating software 

• Do not remove the battery pack while updating software. The 
update may fail. 

• Software update should be done with battery fully charged. 

• Software update (downloading or rewriting) may take time. 

• Making/Receiving calls, communications functions and other 
functions are disabled during software update (Only incoming voice 
calls can be answered while downloading.). 

• It is recommended that software update be executed in good radio 
wave conditions with three bars of the antenna icon displayed and 
the terminal not moved. If radio wave conditions become weaker 
during software download or the download is stopped, retry 
software update in a place with strong radio wave conditions. 


• When updating software, your private information concerning 
FOMA terminal (model, serial number, etc.) is automatically sent to 
the server (the server for software update managed by DOCOMO). 
DOCOMO does not use the sent information for purposes except 
software update. 

• When software update has failed, "Rewrite failed" appears and all 
operation becomes unavailable. In that case, please bring FOMA 
terminal to DOCOMO-specified repair office. 

• Software cannot be updated overseas. 


Set auto-update (Default : Auto-update) 


Select automatic update of software or alert notification of the 
necessity of update. 

D |menu| ►[8] Setting & NWservices ► \j] Clock/Turn/ 
Input etc. ► 0 Software update ► Authenticate ► "Set 
auto-update" ^ Set required items ► I 铨 I [Set] 

When "Set auto-update" is set and update is required, the 
update file is automatically downloaded, and S<. (rewrite 
notice icon) appears on the stand-by display. Select the icon to 
confirm or change the start time of update. 

When "Only notification" is set and update is required, 
(update notification icon) appears. 







Immediate update 


Select (update notification icon) on the stand-by display or an 
item on the menu. 

Immediate update may not be available when the server is busy. 
<Example> Selecting the notification icon to update 

B On the stand-by display, @ ► Select 
Eld (update notification icon) ► "Yes" 

► Authenticate 

B "Now update" ►After about 5 
seconds, download starts 
automatically 

Canceling download : On the downloading 
screen, [•) 

When the server is busy, a selection screen prompts you to 
reserve the update time or cancel update. 

B Download is completed and after about 5 seconds, 
software update starts automatically 卜 When update is 
completed, restart is automatically made ►"OK" 

H 

■ 

When download takes time, or the server is busy, reserve the 
update time. 


pdate 


Reserved 


SoftNare Update 
Update is needed. 


Reserve | 

Cancel I 


〈Software update 
screen 〉 


<Example> Selecting from displayed options 

E On Software Update screen, 
"Reserve" 

Available dates for reservation are shown 
by the time of the server. 

B Select preferred day and time ► "Yes" 
► "OK" 

Selecting "Others" allows you to select 
other date and time options than 
displayed ones. When setting is 
completed, 04 (reservation icon) appears 
on the stand-by display. 


Checking software update reservation 


You can check or change the reserved date and time. 

D |menu| ►[8] Settings & NWservices ► \j] Clock/Turn/ 
Input etc. ► 0 Software update 卜 Authenticate ► 
"Update" 

A reservation confirmation screen appears. 

B Check the reservation ^ "OK" 

為 - 

Changing the reservation : On a reservation confirmation screen, "Change" 

► Select a date ► Select a time period ► Select a date and time ► "Yes" ► 
"OK" 

Canceling the reservation : On a reservation confirmation screen, "Cancel" 

► "Yes" ► "OK" 


Software Update 
Select your preferred 


04/16(Fri) 11:57 
04/16(Fri) 12:07 
04/16(Fri) 13:56 
04/16(Fri) 14:41 
04/16(Fri) 15:39 
04/16(Fri) 16：03 
04/16(Fri) 17:49 
04/16 (Fri) 18:53 
04/16(Fri) 19：40 
04/16(Fri) 20：03 
Others 


〈Preferred date and 
time selection screen> 



















Support 


For the data or programs that are imported to FOMA terminal, this 
function detects data and deletes data or inhibits activation of 
applications that may cause troubles. 

^ Before using Scanning function 

• The Scanning function provides a certain countermeasure against 
invasion of data which causes some trouble in the mobile phone, 
when viewing website, receiving messages, etc. Note that, if pattern 
definition corresponding to specific troubles has not been 
downloaded to the mobile phone or such pattern definition does not 
exist, this function cannot prevent those troubles from occurring. 

• Different pattern definition is used for different FOMA terminal 
models. Also, note that DOCOMO may stop distribution of pattern 
definition for models that have been on the market for 3 years or 
more. 

參參 • 

Update pattern definition first, then keep the pattern definition up-to- 
date. 

>••• 


Set auto-update 


You can set FOMA terminal so that pattern definitions can be 
automatically updated. 

D |menu| ► ■ Settings & NWservices ► 0 Security & 
Locks ► ® Scanning function ► [ 2 ] Set auto-update ► 
"Enable" ► "Yes" ► "Yes" ► "OK" 

When the Auto-updating pattern definitions is completed , 吸 
appears on the stand-by display. 


Warning 

level 

Scan result 

screen 

Actions 

0 

Problem detected. 
Operation nay not 
run properly. 


"OK" : Continue processing of the started 
application 

1 

Problem detected. 
Operation nay not 
run properly. 

Cancel operation? 

MEM Mo |Detail! 

1 

"Yes" : Stop processing of the application 
that may cause troubles 
"No" : Continue processing of the started 
application 

2 

Problen detected. 
Operation nay not 
run properly. 
Canceling operation. 

Petal 11 

1 

"OK" : Stop processing of the application 
that may cause troubles 

3 

Problem detected. 
Operation nay not 
run properly. 

Delete data? 

Yps | Hetail 

1 

"Yes" : Delete data that may cause troubles 
"No" : Stop processing of the application 
that may cause troubles 

4 

Problem detected. 
Operation nay not 
run properly. 
Deleting data. 

1 

"OK" : Delete data that may cause troubles 


* Selecting "Detail" on each screen displays a list of names of the detected 
problem elements. When 6 or more problem elements have been detected, the 
names of the 6th and subsequent problem names are omitted. 


















Support 

Introduction of options and 


Combining FOMA terminal with optional accessories supports a 
wide variety of uses from personal use to business use. Some 
products are unavailable depending on the area. 

For details, contact a sales outlet such as docomo Shop. For 
details about the optional devices, refer to the instruction manual 
for each device. 

• FOMA AC Adapter 01/02” 

• FOMA DC Adapter 01/02 

• FOMA Dry Battery Adapter 01 

• In-Car Hands-Free Kit 01* 2 

• FOMA In-Car Hands-Free Cable 01 

• Battery Pack F11 

• In-Car Holder 01 

• Desktop Holder F30 

• Back Cover F49 

• Carry Case S 01 

• FOMA USB Cable* 3 

• FOMA USB Cable with Charge Function 02* 3 

• FOMA Portable Charging Adapter 01 

• Bluetooth Headset F01 

•AC adapter for Bluetooth Headset F01 

• Wireless Earphone Set P01 

• Wireless Earphone Set 02 

• Flat-plug Earphone/Microphone with Switch P01* 4 /P02* 4 

• Flat-plug Stereo Earphone Set P01* 4 

• Earphone Plug Adapter 01 

• Earphone Plug Adapter P001* 4 


Others 


devices 


• Earphone/Microphone with Switch P001* 5 /P002* 5 

• Stereo Earphone Set P001* 5 

• Earphone/Microphone 01 

• Stereo Earphone Set 01 

• Remote controller with microphone F01* 4 

• Earphone Terminal P001* 5 

• Earphone Plug Adapter for External connector terminal 01 

• FOMA AC Adapter 01 for Global use* 1 

• FOMA Indoor Booster Antenna* 6 

• FOMA Indoor Booster Antenna (Stand Type)* 6 

• Bone conduction microphone/receiver 01 * 4 /02 

*1 When using FOMA terminal overseas, use the adapter plug that is 
suitable for use in your travel destination. Also, do not charge the 
battery with a transformer for overseas travel. 

*2 FOMA In-Car Hands-Free Cable 01 is required to charge F-07B. 

*3 If you use USB HUB, operations may not be performed correctly. 

*4 Earphone Plug Adapter for External connector terminal01 is required 
to connect to F-07B. 

*5 Earphone Plug Adapter for External connector terminal01 and 
Earphone Plug Adapter P001 are required to connect to F-07B. 

*6 Use this only in Japan. 




Appendix 

Menu list 


Menu list for the case Select startup menu is set to "Basic menu" is described. 
Settings of menus indicated in red can be restored to the default in Reset. 

Set Kisekae Tool by default varies by terminal color. 


■Mail 

H®® Signature 

{MU Bookmark 

圍回 About i-appli 

1X0] Inbox 

画 ® Reply setting 

HU] Screen memo 


DU] Compose message 

H II9II4111 I Reply format 

[2]H Last URL 

■ Phonebook & Logs 

EE Compose Decome-Anime 

11119II4II21 Activate quick reply 

囡囝 Enter URL 

HH Phonebook 

IXE Unsent messages 

UISSIU Quick reply presets 

[Mi] i-Channel 

HtU Phonebook new entry 

UM1 Outbox 

UISIZI Auto-reply 

\Ml] i-mode settings 

H 回 Add group 

EM] Check new message 

Auto-reply ON/OFF 

SE Access shortcuts 

HS Phonebook (UIM) new entry 

HIP SMS/Area Mail 

11119II5II21 Auto-reply trigger 

[MU RSS reader 

S® Received calls 

ESS sms 

E 回 [HH] Auto-reply format 

[I] 回 Full Browser Home 

HE Redial 

111171111111 Compose SMS 

UlSIZIS Auto-reply contact 

SE Search engine 

HS Record msg.&Voice memo 

0[7]0[2] UIM Inbox 

|j][9][6] Mail group 

■ i-appli 

HES Record message 

UIM Outbox 

[3 回 S Blog/SNS setting 

lAlStI] Recorded messages 

11117111114 ISMS settings 

[I]®® Display settings 

{MU Software list 

HH 回 Record voice memo 

111171111151 Check new SMS 

Display priority 

回 E i-appli call log 

HSS Voice memos 

IXEtH Early warning "Area Mail" setting 

11119II8II21 Receive option setting 

国国 i-appli settings 

SS Mail logs 

[T][7][2][I] Receive setting 

|1 II9II81|3| Incoming msg. attach 

[3][3]|T] Sort software 

SSS Sent msg. log 

111171121121 Beep time 

[]] 圍囡 0 Attachment auto play 

图回② Auto-start 

SSE Received msg. log 

111171| 21| 31 Manner/Public mode setting 

[T][9][8][5] Message list 

图回回 Software info disp. 

User information 

[lj[7j|2j[4j Check ring tone 

|i 119118116 1 Auto-display 

回回 0 Display light time 

— 办+作 D 

Other 

11119II8II71 Address/Spam Mail Settings 

团团回 Vibrate effect 

dox 

H II7II21| 5||11 Receive entry 

|j][9][9] Auto save setting when editing 

Sound effect volume 

[MI] My Picture 

E ] 回 Receive option 

U|[MS Check msg. option 

[MUH i-Widget settings 

回囡 MUSIC 

[]] 回 Mail settings 

[US Template 

LUiULZJUJ i-Widget sound effect 

® 回 Music&Video Channel 

1111 EH] Alert settings 

[USS Decome 

[MMZE i-Widget roaming set 

ES i-motion/Movie 

!UJ 圖晒 Mail alert 

[U 回 ® Decome-Anime 

国囡圍 i-appli call DL set 

[5]® Melody 

H II9111 ||2| MessageR alert 

■i-mode 

图回 U AUTO-GPS preferred setting 

HE My Document 

[T|[9][I1[3] MessageF alert 

固 S] Display history 

圍圏 Kisekae Tool 

Ell][U Sort method 

[2]|T| iMenu Search 

[|][5] i-appli shortcuts 

IaIE Machi-chara 
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[H® Chara-den 

EH® Notify location 

回回 ISeg 

[US® Map&GPS setting 

IZIE Other 

161171191 |i 1 Map setting 

■ LifeKit 

ESdlllH Select Map 

L6J[7J[9JLU[U Map activate setting 

EH] Bar code reader 

|6J[7JL9J|2J Position settings 

EH] Ir/iC/PC connection 

16II71| 9II211 1 1 Post-Position task 

[6][2]|T] Receive Ir data 

回 Position accuracy 

MMH Send all Ir data 

回 HHHM] Positioning alert 

固 Send all via iC 

161171191131 Notification setting 

ESS Data exchange settings 

L6J[7JL?J^JL!J LCS clients list 

[6][ 2 ][ 5 ] USB mode setting* 1 

[6]0[?][3][I] Position accuracy 

[6][ 3 ] microSD 

161171191131131 Positioning alert 

ES Camera 

161171191141 Request setting 

[USE Still camera 

回 HSHUl Request permit/deny 

IMMU Movie camera 

[IJHSStl] Position accuracy 

[6][ 5 ] Sound recorder 

161171191141131 Service settings 

ElAl Data Security 

161171191141141 Service host URL 

[UlAlIl] Data check/How to update etc. 

L6J[7J[9JL4|[5J Positioning alert 

[6][6][2] Exchanging history 

HjHSS 回 S Loc. request-accept 

[6][6][3] Send img in Phonebook 

161| 71| 9II4II5II21 Loc. request-verify 

LUSH Backup Phonebooks etc./Update 

囡 0 囡 AUTO-GPS 

回 Backup settings/Update 

L6J[7JL0JLH DOCOMO service set 

[6][6][6] Backup images 

[6J[7JL0J^J AUTO-GPS setting 

囹 0 Map/GPS 

161171101131 Setup service list 

mas Map 

161171101141 AUTO-GPS history 

[6][T][2] imadoco search 

lAllZJiOJUJ Low battery setting 

imadoco kantan search 

[MU Pedometer/ACT monitor 

EHS i-area 

® 回 E Steps/Activity/Calories info 

IDS 回 Map/GPS appli 

[6][8][2] Set Pedometer/Activity monitor 

E0E Position location 

囹囡 ISeg 

EHH Loc. history 

回 Activate ISeg 



[6][9]|T| Program guide 
[6][9][3]ISeg image/video 
ESS Set/Timer list 
[6][ 9 ][ 5 ] Recording result 
MME TVlink 
EE0 Channel list 
回回 ® User setting 
EEEE Display setting 
同回回 H Sound setting 
[6][ 9 ][8][ 3 ] Data broadcasting 
同回回！ ^] H] Image & Effect 
[6]|9][8][3][2] ToruCa from ISeg 
[6][9][5][l][3] Restore storage area 
[6][9][8][3]|T| Reset permit status 
tUSIZIS Close setting 
[U 回 ®® Play setting 
[U 回回 [U Record setting 
[6][*] Bluetooth 


E ㈤ Mirror 
ME Guide 

■Accessory 

0E Scheduler 
S[I] Notepad 
[ZB Alarm clock 
ES Calculator 
\lMl Dictionaries 

SSE Jpn Die (Gakken Mobile Jpn Die) 
0 囹囡 JE Die (Gakken Mobile JE Die) 

0 囹囹 EJ Die (Gakken Mobile EJ Die) 

[ZHAlS Today's trivia 

[IMIIZI Today in history 

HE Countdown timer 

SE High-pitched alarm 

0® Fake call 

SEE] Activate 


[6JSIJ] Bluetooth ON/ OFF SEE Alert&Time settings 

EStU Device list Handy light 

ES® Register new devices 

ESS Accept registered ■ Settings & NWservices ^ 

ESE Accept dial-up device ES Alerts & Sounds 


ESlAl Receive data [8][T]|T| Ring alerts & Sounds 


E00 Bluetooth settings 

18111 

IH 111 1 Call ring alert 

16II * II71| 1 1 Time-out to search 

18111 

111 111 111 1 Call ring alert 

1611 *|| 7 1|2| Bluetooth info 

18111 

111 111 1121 V.phone ring alert 

L6J[*J[7J[U Set authentications 

18111 

111 111 1131 Anonymous caller 

16II*II71| 41 Forward ring alert 

18111 

IH 1121 Mail/Msg. ring alert 

1611 *|| 7 1|5| Session number 

18111 

111 II 2 1|11 Mail ring alert 

16II*|| 7 II61 Start MUSIC Player 

18111 

111 II 2 1|2| Msg.R ring alert 

ES® Connecting devices 

18111 

IH II21|3| Msg.F ring alert 










































































































































































































EElIXItl] i-concier ring alert 
SLUES GPS alert 
EEESE Positioning alert 
SEEStI] Loc. notify alert 
EIXIEStl] Loc. request-accept 
EEESS Loc. request-verify 
ESS 回 Alarm sound 
EEElAlIj] Alarm clock sound 
EEtlEtl] Schedule reminder 
EHEIaI System sound 
EEEEE Keypad sound 
[AlEEEtl] Open/Close sound 
SHE ]® 回 Display turn sound 
回 IXII3E0 Shutter sound 
[UEEIaIIaI Movie camera sound 
SLlJELzJ Charge alert 
SHE]® Call session 
回 []][]] 回 Q] Status message 
ELlJELsJS On-hold tone 
ESIXEtl] Quality alarm 
SHHSS Reconnect alarm 
[8]|T|[T][8][5] Low Battery alert 
SEES Melody Call 
[8]|T|[2] Adjust volume 
SHSE Alert/Call volume 
|5]|T][2]|T]|T| Call alert volume 
[8]|T|[2][]][2] Listen volume 
[8]|T|[2][2] Mail/Msg. alert vol. 
[8][lJ[2][3j GPS alert volume 
SEES i-concier ring alert 
[8]|T|[2][5] Alarm volume 
[8]|T|[2][5]1T] Alarm clock sound 


[8][T][2][5][2] ISeg alarm sound 
[8]|T|[2][5]|T| Schedule reminder 
[8]|T|[2][6] i-appli effect sound 
EDIMZ] ToruCa receive alert 
[8][]][2][8] Operation sound 
[8]|T|[2][9] Melody effect sound 
[UElAl Vibrate alert/effect 
ESSE Call vibrate alert 
SHSHS Call vibrate alert 
0|T|[3]|T|[2] V.phone vibe alert 
[8]|T|[3][2] Mail/Msg. vibe alert 
0|T|[3][2]|T| Mail vibrate alert 
[llEtMlltl] Msg.R vibrate alert 
Msg.F vibrate alert 
EE 囹囹 GPS vibrate alert 
[8][T][3][3]|T| Positioning vibrate 
[8]|T|[y|[3][2] Loc. notify vibrate 
[8]|T||3][3][3] Loc. request-accept 
UEISSS Loc. request-verify 
EESS i-concier vibe alert 
[8]|T|[3][5] Alarm vibrate 
ES 囡囹 H Alarm clock 
[8]|T|[3][5]|T| Schedule reminder 
[8][]][l][6] i-appli effect 
SEE Silent mode 
SE® Ring alert delay 
■EE Stereo sound effect 
EEEIj] Movie(i-motion/movie) 
囹出囹囡 Melody 
ELlldlLU MUSIC Player 
ELUES ISeg 

EHE 回 Music&Video Channel 


SHE BGM play 

L8|[U1_3J[5JLiJ Caller/Sender info 

固回 Display 

r 81121131151121 Indicator light 

[MZE Stand-by display 

r8ir2l[3ir6l Contact image 

HME3B] lmage/i-appli 

0BM] Display & Key light 

L 8 JL 2 JLHL 2 J Clock format 

[8J12JJ4J[1J Display light time 

1811211 11|3| Battery icon 

181121141121 Light time-out 

18112111 II41 Antenna icon 

181121141131 Brightness 

回 Info/calendar layout 

[8][2]|4][4] Keypad light 

[8][y||T|[6] i-Channel setting 

HIM] Light alert 

1811211 11171 Shortcut icons 

[sir 211511 T| Light alert 

画 ^] Ul® Information display 

111111 ]囡 Call session light 

S[2][2] Menu preference 

固園 HU GPS light alert 

r8ir2ir2llT| Select startup menu 

1811211511411 C card light 

18112112112 1 My shortcut 

181121151151 Open/close/turn 

囹囡囡囹 Reset 

®[2][6] Font & Language 

[8][2][2][3][T] Operation history 

[ 8 ][ 2 ][ 6 ]|T] Font size 

181121121131121 Menu design 

181121161121 Font style 

回 E 回 Color & Action image 

181121161131 バイリンガル 

L 8 JL 2 |[ULU Color scheme 

[MUS Display Machi-chara 

18112113112 1 Call image 

[8][2][8] eco mode 

181121131121 111 Outgoing call 

181121181111 eco mode ON/OFF 

181121131121121 Incoming call 

181121181121 eco mode options 

L8JL2|[3J1 2J[U Videophone dialing 

固同回 Auto light on 

回 [pH Videophone receiving 

回 HE Privacy view level 

181121131121151 Anonymous caller 

[Mil Kisekae/Themes 

181121131131 Mail image 

ESE Kisekae Tool 

L8JL2|[UL3JLlJ Outgoing message 

®[3][2] Style theme 

L8JL2|[UL3J[2J Incoming message 

固团团 Timed theme 

181121131131131 Image message alert 

ES Security & Locks 

181121131131141 Check msg. 

ESS Locks 

L8JL2|[UL4J Videophone image 

LsJLiJLULLJ Lock on close 

L8JL2J[3J[5J Info display & light 

|_8j|_4j[ij|_2j Lock when immobile 































































































































































































































































L8JL4JLU^J All lock 

00 回团 Delete password 

1811411 1 1141 Personal data lock 

181141101141 Forcible microSD initialization 

1811411 1 1|5| 1C card lock 

回回 Call & Answer 

[UHUllZn] Lock/Unlock 

S1ZII1] Sound & Image 

[8JLHLUL5JL2J Lock preference 

L8|[5JLULU Outgoing call 

181141111151131 Timed lock 

181151111121 Call alert 

r^lTirTir5ir4l Programed activation 

1811511 1 1|3| Set call/receive No. 

H3SEHIEI3 1C lock(power-off) 

[U[5][2] Anonymous caller 

UMB® Keypad dial lock 

因回团 Any key answer 

[MMll Privacy mode 

0 回因 Headset 

固 SSO] Call/Mail privacy 

@][l]II][lI Alert preference 

[8][4][2][2] Other item privacy 

[8][5][4][2] Auto answer setting 

181141121131 Activation option 

181151141131 Headset key control 

181141121141 Contact setting 

回 mi Reject/Accept call 

回 H 回 Security indicator 

回 mO] Specified caller 

EHS Kid-safe mode 

[8][5][5][2] Unregistered caller 

回 S 回 Receive display option 

回固 ® Make/Receive call 

MME uim 

181151161 111 Show PrioritySetting 

SHH Code & Fingerprint 

[8J[5J[6J1 2J Prefix dialing 

[UH 0 E Change security code 

L8JL5IL6JLU Sub address 

181141171121 Register fingerprint 

181151161141 Open and answer 

181141171131 Saved fingerprints 

[MUIZ] Call session 

LULULULU Fingerprint access 

L8|[5JL7JLU Noise reduction 

SHE Scanning function 

L8|[5JL7J1 2J Close settings 

18114118111 1 Update 

SEE Self mode 

18114118112 1 Set auto-update 

回 ® Videophone 

[8JL4JL8J^J Set scan 

[MUE] V.phone dialing img. 

[8JL4J[8JL4J Version 

EH][ 2 ] Videophone alert 

ES® Password manager 

囷回团 Operation 

回 microSD password setting 

SES Data session arv. act 

[8JL4JL0JLH Register password 

[8][6][5] Image setting 

[8JL4JL0JL2J Change password 

回回回 External device 



others 


[8][6]|T] Notify switchable mode 
回 0 Clock/Turn/Input etc. 

S0E Turn-display option 
MlM Clock 

Date & time* 3 
[8][ 7 ][ 2 ][ 2 ] Auto power ON 
[8][7]|T||T| Auto power OFF 
00[2][1] Clock display format 
[8][ 7 ][ 2 ][ 5 ] Alarm auto power ON 
[8][ 7 ][ 2 ][6] Timed theme 
[8]0[2][Z] Time tone 
[8][ 7 ][ 2 ][8] Two time zone clocks 
ES® Text input 
E0SS Save word 

DL dictionary 

回 Reset prediction 
SSSS Save phrase 
[8][ 7 ][ 3 ][ 5 ] Text input method 
ESS Software update* 4 

■S® Info & Reset 
ESlAlIj] Call cost/duration 
囹 [iJ 回 [jJH Call duration 
囹 [^ 囹 H 囡 Call cost 
囹 [2J 囹 0 囡 []]Last call cost 
囹凶囹 LD 囡囡 Call cost limit 

Hide call cost icon 
ESIZIEIZIH Reset call cost 
Check remote setting 
回回 Memory status 
SIZES Battery level 
囹囹囹 Reset 
[8][7j^][6j Delete all data 


ESES Initial setting 
ESlAl Side key shortcut 
ESIZI Motion sensor 
ES® Femtocell setting 
ES® Pointing device 
ESE Phone refresh 
®[iJ NW Services 
[8][8][I] Voice Mail 
ESHIXI Voice Mail service 
[8][8]|T|[2] Tone/Vibration message 
notification 

[8][8]|T||T| Notify missed call 
UMES Hide Voice Mail icon 
回回 [1]Call waiting/forward 
囹囡囡 [jj Call waiting 
[8][8][ 2 ][ 2 ] Call forwarding 

团 Chaku-moji 
[MUtMI] Create message 
® 回 mi Message display settings 
ESS Caller ID 
E00IJ] Caller ID notification 
回因 Caller ID request 

M3M1 officeed 

回 [U Area display setting 
回回 mi Start forwarding 
回回回回 Stop forwarding 
[8][8][5][4] Check fwd setting 
MME 2in1 setting 
■SEE 2in1 mode switching 
回回 Ph.book 2in1 setting 
圍 Umi Stand-by display 
[8][8][6]®[iJ Dual mode 












































































































































































































































囹囹囹囹囡 A mode 

[8][8][9][4] Disp. operator name 

回 EH ToruCa sort rule 

181181161131131 B mode 

EE® Overseas setting 

S[l][5] ToruCa from ISeg 

181181161141 Call/receive settings 

181181101 |i I i-mode/mail setting 

回 ® Check IC owner 

L8|[8JL6JL4JLU Arrival act setting 

[8][8][o][2] Receive option setting 

回 [U Change IC owner 

[8JL8JL6JL4JLULU Number A 

0 回 IE Bar calls at roaming 

回回 Search by i-mode 

181181161141111121 NumberB 

181181101141 Notify missed call 


18118116114112 1 Set call/receive No. 

181181101151 Int'l call assist 

■ User information 

瞧 1161151 2in1 function OFF 

回回回 []]Auto switch 

[ 0 ] User information 

L8|[8JL6JL6J Receive avoidance 

[8][8][o][5][2] Country code setting 

一為: 

181181161161 111 Change rev avoidance 

181181101151131 Auto assist setting 

■i-concier 

L8|[8JL6JL6JLU Check rev avoidance 

因回囡 H Roaming guidance 

[#] i-concier 

回回固回回 Mode link for avoid. 

[8][8][o][7] Area service status 

*1 When USB Cable is connected, 

181181161161141 Rev. avoidance(lnt.) 

[USE Overseas service 

default settings are not restored by 

囡園 0 Melody Call 

n ill I 

Reset. 

S]®® Other 

■MUSIC 

*2 For Network services, refer to 

EE 回 H Additional service 

囡 S MUSIC Player 

"Mobile Phone User's Guide 

181181181121 Remote access 

[9][2] Music&Video Channel 

[Network Services]". 

181181181131 Nuis. call blocking 


*3 Reset causes the settings of Auto 

0 囡回 H English guidance 

■Osaifu-Keitai 

time adjust (including Time zone 

回回 [UU Dual network 

SE IC card content 

and Summer time) and Offset to 

181181181161 Contact DOCOMO 

0 囡 DCMX 

be restored to the default. 

181181181171 Multi number 

0[3] ToruCa content 

*4 By performing Reset, Set auto- 

L8|[8JL8|[7JUJ Set Multi Number 

SS IC card settings 

update is restored to the default 


[8JL8JL8J^J^J Check setting 

SSB Lock/Unlock 

settings. 

181181181171131 Number Setting 

SSE Lock preference 


181181181171141 Incoming calls melody setting 

回 SS Timed lock 


l8JLiJl8j[8j Set arrival act 

SSH Programed activation 


回回 ®® Arrival call act 

HHffl IC lock(power-off) 


SS® Overseas network search 

回图 ToruCa setting 


1811811911113 G/GSM setting 

回園 ® ToruCa alert 


L8|[8j|9j|2j Network search setting 

回 [HI] ToruCa from IC card 


L8JL8JL?J^J PLMN setting 

S®® ToruCa auto-read 

























































































































Appendix 


■ Phone 


Product name 

F-07B 

Size 

Approx. 110 (H)X50 (W)X 14.8 (T) (Thickest part 
: Approx. 18.8) (Unit : mm) 

Weight 

Approx.128 g (with battery) 

Continuous 

stand-by 

time* 1 」, 3 

F0MA/3G 

Stationary (Auto) : Approx. 550 H 

Moving (Auto) : Approx. 330 H 

Moving (3G static) : Approx. 360 H 

GSM 

Stationary (Auto) : Approx. 280 H 

Continuous 
call time* 2, 

3,4 

F0MA/3G 

Voice call : Approx. 200 min. 

Videophone call: Approx. 110 min. 

GSM 

Approx. 260 min. 

ISeg watching time ^ 5 

Approx. 280 min. 

(ISeg eco mode : Approx. 310 min.) 

Charging time* 6 

AC adapter : Approx.140 min. 

DC adapter : Approx.140 min. 

LCD 

Type 

Display : TFT 16,777 ,216 colors 

Sub-display : Mono-color organic electro¬ 
luminescence 

Size 

Display : Approx. 3.3 inches 

Sub-display : Approx. 0.8 inches 

Number of pixels 

Display : 409,920 pixels (480 dotsX 854 dots) 
Sub-display : 3,744 pixels (96 dotsX39 dots) 

Image 

pickup 

device 

Type 

Out-camera : CMOS 

In-camera : CMOS 

Size 

Out-camera : 1/2.5 inches 

In-camera : 1/10.0 inches 

Number of 
effective pixels 

Out-camera : Approx. 12,200,000 pixels 
In-camera : Approx. 330,000 pixels 



Camera 

section 

Number of 
recording pixels 
(Max.) 

Out-camera : Approx. 12,000,000 pixels 

In-camera : Approx. 310,000 pixels 


Zoom (digital) 

Out-camera : Up to approx. 16.0 x 

In-camera : Up to approx. 2.0 x 

Recording 

section 

Savable still 
images 、 

Up to approx. 1,400 images (default) 


Continuous 
shooting of still 
images 

2-9 images 


File format for 
still image 

JPEG 


Moving picture 
shooting time* 8 

Up to approx. 58 min. (save to phone/default) 

Up to approx.180 min. (save to 2GB microSD 
card) 


Moving picture 
file format 

MP4 


ISeg recording 
time 

Up to approx. 20 min. (save to phone/default) 

Up to approx. 640 min. (save to 2GB microSD 
card) 

Playing 

music 

Continuous play 
time 

i-motion : Approx. 1,100 min ノ 

Chaku-uta full : Approx. 4,638 min.* 9,10 

WMA file : Approx. 4,239 min/ 10 

Music&Video Channel (sound) : 

Approx. 4,638 min.* 10 

Music&Video Channel (moving picture) : 

Approx. 318 min. 

Recording 

size 

Chaku-uta/ 
Chaku-uta full 

Approx. 62 MB 




































* 1 Continuous stand-by time indicates the estimated time when FOMA terminal is closed and 
able to receive radio waves normally. Stationary continuous stand-by time indicates the 
average utilization time FOMA terminal is closed and able to receive radio waves normally 
remains stationary. Moving continuous stand-by time indicates the average utilization time 
when FOMA terminal is closed and able to receive radio waves normally with a 
combination of "stationary", "moving", and "out of service area" status. 

*2 Call, communication or stand-by time maybe reduced to about half, or lSeg watching time 
maybe reduced due to battery pack charging condition, function settings, operating 
environment such as ambient temperature, radio wave conditions in the area of use (the 
radio waves are weak or absent), etc. 

*3 The call, communication or stand-by times are reduced by making i-mode 

communications, creating i-mode mail, activating downloaded i-appli, making i-appli 
stand-by display settings, downloading or playing Music&Video Channel program, 
playing tune with MUSIC Player, activating or recording lSeg, using AUTO-GPS, or 
Bluetooth connection etc. 

*4 Continuous call time indicates the approximate time that the phone can send or receive 
radio waves normally. 

*5 lSeg watching time indicates the approximate watching time with receiving radio waves 
normally and using Stereo Earphone Set 01(optional). 

*6 Charging time indicates the estimated time for charging an empty battery with FOMA 
terminal turned OFF. Charging with FOMA terminal turned ON or in low temperature 
requires longer time. 

*7 The number of savable still images is based on a image size "QVGA (320X240)", Quality 
"Standard" and file size 25 Kbytes. 

*8 The moving picture shooting time means allowable time for one movie. The number is 
based on Image size "QCIF (176X144)" and Quality "STD (Standard)". Varies depending 
on the moving picture to be recorded. 

*9 AAC format files. 

*10 Background playing is available. 


■ Battery Pack 

Quality 

Battery Pack F11 

Battery used 

Li-ion battery 

Nominal voltage 

3.7V 

Nominal capacity 

770 mAH 


Savable/Recordable/Protectable number 


Type 

Savable/Recordable number 

Protectable number 

Phonebook* 1 

Up to 1,000 

- 

Kisekae Tool* 1 

Up to 50 

一 

Mail”， 2 

Received messages 

Up to 2,500 

Up to 1,250 

Sent messages 

Up to 500 

Up to 250 

Unsent messages 

Up to 200 

Up to 100 

Area Mail 

Up to 30 

Up to15 

Bookmark* 3 

Up to 200 

- 

Screen memo* 1,3 

Up to 100 

Up to 100 

Music* 1 

Chaku-uta full 

Up to 100 

- 

Uta-moji Lyrics 

Up to 100 

- 

i-appli* 1,4 

Up to 100 

- 

Images” 

Up to 3,000 

- 

Moving picture/i-motion/sound 
recorded with Sound recorder” 

Up to 200 

- 

Melodies* 1 

Up to 500 

- 

lSeg ” 

Video 

Up to10 

- 

Images 

Up to 100 

- 

Scheduler* 

5 

Up to 2,600 

一 

Notepad 

Up to 50 

— 


* 1 Depending on the size of data or usage status of common memory space, the actual number 
of items that can be saved and recorded maybe fewer. 

*2 The total number of i-mode mail and SMS. 

*3 The total number of i-mode and Full Browser. 

*4 Total number of i-appli and Message i-appli. Up to 5 items of Message i-appli can be 
saved. 

*5 Total number of schedules, schedules in i-schedule and lSeg watching/recording 

reservation. Up to 100 items of lSeg watching/recording reservation in total can be saved. 




































Appendix 

Specific absorption rate (SAR) of mobile phone 


This model phone FOMA F-07B meets the MIC's #1 technical regulation 
governing exposure to radio waves. 

The technical regulation established permitted levels of radio frequency 
energy, based on standards that were developed by independent scientific 
organizations through periodic and thorough evaluation of scientific studies. 
The regulation employs a unit of measurement known as the Specific 
Absorption Rate, or SAR. The SAR limit is 2 watts/kilogram (W/kg)* ** ***2 averaged 
over 10 grams of tissue. The limit includes a substantial safety margin designed 
to assure the safety of all persons, regardless of age and health. The value of 
the limit is equal to the international guidelines recommended by ICNIRP.* 3 
All phone models should be confirmed to comply with the regulation, before 
they are available for sale to the public. The highest SAR value for this FOMA 
F-07B is 1.140 W/kg. It was taken by the Telecom Engineering Center (TELEC). 
The test for SAR was conducted according to the MIC testing procedure using 
standard operating positions with the phone transmitting at its highest 
permitted power level in all tested frequency bands. While there may be 
differences between the SAR levels of various phones and at various positions, 
they all meet the MIC's technical regulation. Although the SAR is determined at 
the highest certified power level, the actual SAR of the phone during operation 
can be well below the maximum value. 

For further information about SAR, please see the websites below. 

參•參 

World Health Organization (WHO) : 
http://www.who.int/peh-emf/en/ 

ICNIRP: 

http://www.icnirp.de/ 

MIC: 

http://www.tele.soumu.go.jp/e/sys/ele/index.htnn 
TELEC : 

http://www.telec.or.jp/ENG/lndex_e.htm 
NTT DOCOMO : 

http://www.nttdocomo.co.jp/english/product/sar/ 

FUJITSU LIMITED : 

http://www.fmworld.net/product/phone/sar/ 

•參 • 


* 1 Ministry of Internal Affairs and Communications. 

*2 The technical regulation is provided in Article 14-2 of the Ministry Ordinance 
Regulating Radio Equipment. 

*3 International Commission on Non-Iomzing Radiation Protection. 


Declaration of Conformity 


參•參 

The product "F-07B" is declared to conform with the essential requirements of 
European Union Directive 1999/5/EC Radio and Telecommunications Terminal 
Equipment Directive 3.1(a), 3.1(b) and 3_2_The Declaration of Conformity can be 
found on http://www.fmworld.net/product/phone/doc/. 

»••• 

This mobile phone complies with the EU requirements for exposure to radio 
waves. 

Your mobile phone is a radio transceiver, designed and manufactured not to 
exceed the SAR* limits for exposure to radio-frequency(RF) energy, which 
SAR* value, when tested for compliance against the standard was 0.997 W/Kg. 
While there may be differences between the SAR* levels of various phones and 
at various positions, they all meet the EU requirements for RF exposure. 

* The exposure standard for mobile phones employs a unit of measurement 
known as the Specific Absorption Rate, or SAR. 

** The SAR limit for mobile phones used by the public is 2.0 watts/kilogram (W/ 
Kg) averaged over ten grams of tissue, recommended by The Council of the 
European Union. The limit incorporates a substantial margin of safety to give 
additional protection for the public and to account for any variations in 
measurements. 

*** Tests for SAR have been conducted using standard operation positions with 
the phone transmitting at its highest certified power level in all tested 
frequency bands. Although the SAR is determined at the highest certified 
power level, the actual SAR level of the phone while operating can be well 
below the maximum value. This is because the phone is designed to operate 
at multiple power levels so as to use only the power required to reach the 
network. In general, the closer you are to a base station antenna, the lower the 
power output. 









Federal Communications Commission 
(FCC) Notice 


• This device complies with part 15 of the FCC rules. 

Operation is subject to the following two conditions : 

① this device may not cause harmful interference, and 

② this device must accept any interference received, including interference 
that may cause undesired operation. 

• Changes or modifications made in or to the radio phone, not expressly 
approved by the manufacturer, will void the user's authority to operate the 
equipment. 


FCC RF Exposure Information 


This model phone meets the U.S. Government's requirements for exposure to 
radio waves. 

This model phone contains a radio transmitter and receiver. This model phone 
is designed and manufactured not to exceed the emission limits for exposure 
to radio frequency (RF) energy as set by the FCC of the U.S. Government. These 
limits are part of comprehensive guidelines and establish permitted levels of RF 
energy for the general population. The guidelines are based on standards that 
were developed by independent scientific organizations through periodic and 
thorough evaluation of scientific studies. 

The exposure standard for wireless mobile phones employs a unit of 
measurement known as the Specific Absorption Rate (SAR). The SAR limit set 
by the FCC is 1.6 W/kg. Tests for SAR are conducted using standard operating 
positions as accepted by the FCC with the phone transmitting at its highest 
certified power level in all tested frequency bands. Although the SAR is 
determined at the highest certified power level, the actual SAR level of the 
phone while operating can be well below the maximum value. This is because 
the phone is designed to operate at multiple power levels so as to use only the 
power required to reach the network. In general, the closer you are to a wireless 
base station antenna, the lower the power output level of the phone. 


Before a phone model is available for sale to the public, it must be tested and 
certified to prove to the FCC that it does not exceed the limit established by the 
U.S. government-adopted requirement for safe exposure. The tests are 
performed on position and locations (for example, at the ear and worn on the 
body) as required by FCC for each model. The highest SAR value for this model 
phone as reported to the FCC, when tested for use at the ear, is 1.15W/kg, and 
when worn on the body, is 0.773 W/kg. (Body-worn measurements differ 
among phone models, depending upon available accessories and FCC 
requirements). 

While there may be differences between the SAR levels of various phones and 
at various positions, they all meet the U.S. government requirements. 

The FCC has granted an Equipment Authorization for this model phone with all 
reported SAR levels evaluated as in compliance with the FCC RF exposure 
guidelines. SAR information on this model phone is on file with the FCC and 
can be found under the Equipment Authorization Search section at http:// 
www.fcc.gov/oet/ea/fccid/ (please search on FCC ID VQK-F07B). 

For body worn operation, this phone has been tested and meets the FCC RF 
exposure guidelines when used with an accessory designated for this product 
or when used with an accessory that contains no metal and which positions the 
handset at a minimum distance of 1.5 cm from the body. 

* In the United States, the SAR limit for wireless mobile phones used by the general public 
is 1.6 Watts/kg (W/kg), averaged over one gram of tissue. SAR values may vary 
depending upon national reporting requirements and the network band. 

This equipment has been tested and found to comply with the limits for a Class 
B digital device, pursuant to part 15 of the FCC Rules. 

These limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses and 
can radiate radio frequency energy and, if not installed and used in accordance 
with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not 
occur in a particular installation. 



Others 








If this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the 
following measures: 

- Reorient or relocate the receiving antenna. 

- Increase the separation between the equipment and receiver. 

- Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected. 

- Consult the dealer or an experienced radio/TV technician for help. 


Important Safety Information 


AIRCRAFT 

Switch off your wireless device when boarding an aircraft or whenever you are 
instructed to do so by airline staff. If your device offers flight mode or similar 
feature consult airline staff as to whether it can be used on board. 

DRIVING 

Full attention should be given to driving at all times and local laws and 
regulations restricting the use of wireless devices while driving must be 
observed. 

HOSPITALS 

Mobile phones should be switched off wherever you are requested to do so in 
hospitals, clinics or health care facilities. These requests are designed to 
prevent possible interference with sensitive medical equipment. 

PETROL STATIONS 

Obey all posted signs with respect to the use of wireless devices or other radio 
equipment in locations with flammable material and chemicals. Switch off your 
wireless device whenever you are instructed to do so by authorized staff. 

INTERFERENCE 

Care must be taken when using the phone in close proximity to personal 
medical devices, such as pacemakers and hearing aids. 


Pacemakers 

Pacemaker manufacturers recommend that a minimum separation of 15 cm be 
maintained between a mobile phone and a pace maker to avoid potential 
interference with the pacemaker. To achieve this use the phone on the opposite 
ear to your pacemaker and does not carry it in a breast pocket. 

Hearing Aids 

Some digital wireless phones may interfere with some hearing aids. In the 
event of such interference, you may want to consult your hearing aid 
manufacturer to discuss alternatives. 

For other Medical Devices : 

Please consult your physician and the device manufacturer to determine if 
operation of your phone may interfere with the operation of your medical 
device. 





Appendix 

Export Administration Regulations 


This product and its accessories may be under coverage of the Export 
Administration Regulations of Japan ("Foreign Exchange and Foreign Trade 
Control Laws" and the related laws and regulations). And, they are also under 
coverage of Export Administration Regulations of the U.S. When exporting 
and reexporting this product and its accessories, take necessary procedures 
on your responsibility and expense. For details, contact Ministry of Economy, 
Trade and Industry of Japan or US Department of Commerce. 


Appendix 

Intellectual Property Right 


Copyrights and portrait rights 


Except for the case protected by copyright laws such as personal use, use of 
FOMA terminal to reproduce, alter, or publicly transmit recorded pictures or 
sounds, or copyrighted text, images, music or software downloaded from 
websites without the copyright holder's authorization is prohibited. 

Note that taking photos or recordings at some demonstrations, performances 
or exhibitions may be prohibited even when only for personal use. 

Avoid taking pictures of others with FOMA terminal without their consent or 
disclosing recorded pictures of others without their consent to general public 
through Internet websites etc., because they may infringe on portrait rights. 


Trademarks 


Company and product names mentioned in this manual are trademarks or 

registered trademarks of their respective holders. 

• "FOMA", "i-motion", "i-mode", "i-appli", "mopera", "WORLD CALL", "WORLD 
WING", "Deco-mail", "Chara-den", "i-area", "iD", "ToruCa", "2in1", "DCMX", 
"OFFICEED", "docomo STYLE series" and logos of "FOMA", "i-mode", "i- 
appli", "Music&Video Channel" and "iC" are trademarks or registered 
trademarks of NTT DOCOMO. 

• "Catch Phone (Call Waiting Service)" is a registered trademark of Nippon 
Telegraph and Telephone Corporation. 

• Free Dial logo mark is a registered trademark of NTT Communications 
Corporation. 

• McAfee® is registered trademarks or trademarks of McAfee, Inc. and/or its 
affiliates in the US and/or other countries. 

• G-GUIDE, G-GUIDE MOBILE and their logos are registered 
trademarks in Japan of U.S. Gemstar-TV Guide International, Inc. 
and/or its affiliates. 

• Contains Adobe® Flash® Lite® and Adobe Reader® Mobile technology by 
Adobe Systems Incorporated. 

Adobe Flash Lite Copyright® 2003 -2010 Adobe Systems Incorporated. All 
rights reserved. 










© 

jBlend 


Adobe Reader Mobile Copyright® 1993-2010 Adobe Systems Incorporated. 
All rights reserved. 

Adobe, Adobe Reader, Flash and Flash Lite are either pq Powered by 
registered trademarks or trademarks of Adobe Systems ADOBE" FLASH* 
Incorporated in the United States and/or other countries. 

This product contains NetFront Browser, •*' c „ _ _ 

NetFront Sync Client of ACCESS CO., LTD. ACCESS™ NetFront 
ACCESS, the ACCESS logo and NetFront are registered trademarks or 
trademarks of ACCESS CO., LTD. in the United States, Japan and/or other 
countries. 

Copyright® 2010 ACCESS CO., LTD. All rights reserved. 

Powered by JBIend™ Copyright 2002 -2009 Aplix Corporation. All 
rights reserved. 

JBIend and JBIend-related trademarks are trademarks or registered 
trademarks of Aplix Corporation in Japan and other countries. 

0 is a registered trademark of FeliCa Networks, Inc. 

FeliCa is a contactless 1C card technology developed by Sony Corporation. 
FeliCa is a registered trademark of Sony Corporation. 

QR code is a registered trademark of Denso Wave Inc. 

microSDHC logo is a trademark of SD-3C,LLC. (T1 icr <P 

"Multitask" is a registered trademark of NEC Corporation. 

QuickTime is a registered trademark of Apple Inc., in the US and other 
countries. 

Microsoft®, Windows®, Windows Vista®, Windows Media® and 
PowerPoint® are trademarks or registered trademarks of "Microsoft 
Corporation" in the US and other countries. 

The abbreviations of operating systems (Japanese versions) below are used 
in this manual. 

- Windows 7 stands for Microsoft® Windows® 7(Starter, Home Basic, Home 
Premium, Professional, Enterprise Ultimate). 

- Windows Vista stands for Windows Vista® (Home Basic, Home Premium, 
Business, Enterprise and Ultimate). 

- Windows XP indicates the Microsoft® Windows® XP Professional 
operating system or Microsoft® Windows® XP Home Edition operating 
system. 


Others 


Microsoft Excel and Microsoft Word are product names of Microsoft 
Corporation in the U.S.A. In this manual, they maybe described as Excel and 
Word. 

Word, Excel and PowerPoint file display technologies /K 

are powered by Picsel Technologies. picsel 

Picsel, Picsel File Viewer and the Picsel cube logo are trademarks or 
registered trademarks of Picsel Technologies. 

Google and Google Map for Mobile are trademarks of Google Inc. 
Bluetooth® and its logo are registered trademarks of Bluetooth SIG, Inc., and 
NTT DOCOMO uses them under license. Other trademarks and names inhere 
to their respective owners. 

"CROSS YOU" is a trademark of Sony Corporation. 

Manufactured under license from Dolby Laboratories. Dolby and the double- 
D symbol are trademarks of Dolby Laboratories. 

ATOK + APOT of Justsystem Corporation is installed in this product as 
Japanese character conversion function. 

"ATOK" "APOT (Advanced Prediction Optimization Technology)" are 
registered trademarks of Justsystem Corporation. 

This product contains software licensed by Symbian Foundation Limited. 
Symbian is a registered trademark of Symbian Foundation Limited. 

"Privacy mode" is a registered trademark of FUJITSU LIMITED. 

"Uni-Type" is a registered trademark of LIM Corp., Ltd. 

FrameSolid is the registered trademark of Morpho, Inc. in Japan and other 
countries. 

ズーキーノ 又一 (Zookeeper) is a trademark or registered trademark of 
KITERETSU Inc. 


• " 日英版しやベって翻訳 for F (J-E Speech Translation for F)" is trademark of 
ATR-Trek. 

• Other company and product names mentioned in this manual are 
trademarks or registered trademarks of their respective holders. 




Others 


• FeliCa is a contactless 1C card technology developed by Sony Corporation. 

• This product contains a module developed by the Independent JPEG Group. 

• The image interpolation technology utilized is FrameSolid, a product of 
Morpho, Inc. 

• This product is equipped with the technologies of GestureTek, Inc. 
Copyright® 2006 -2010, GestureTek, Inc. All Rights Reserved. 

• "学研モバイル国語辞典 (Gakken Mobile JpnDic)", 11 学研モパイル和英辞典 
(Gakken Mobile JE Die)", " 学研モノ（イル英和辞典 (Gakken Mobile EJ Die)", 11 今 
日は何の日 (Today's trivia)" and "今日の歴史 (Today in history)" are 
copyrighted by GAKKEN CO., LTD. 

• This product is licensed based on MPEG-4 Visual Patent Portfolio License. 
The use of MPEG-4 Video Codec function is allowed for personal and 
nonprofit use only in the cases below. 

- Recording moving pictures and i-motion that conform to MPEG-4 Visual 
Standard (hereinafter referred to as MPEG-4 Video) 

- Playing MPEG-4 Videos recorded personally by consumers not engaged in 
profit activities 

- Playing MPEG-4 Video supplied from the provider licensed from MPEG-LA 
For further utilizing such as promotion, in-house use or profit-making 
business, please contact MPEG LA, LLC in U.S. 

• Content owners use Windows Media digital rights management technology 
(WMDRM) to protect their intellectual property, including copyrights. This 
device uses WMDRM software to access WMDRM-protected content. If the 
WMDRM software fails to protect the content, content owners may ask 
Microsoft to revoke the software's ability to use WMDRM to play or copy 
protected content. Revocation does not affect unprotected content. When 
downloading licenses for protected content, you agree that Microsoft may 
include a "Revocation List" with the licenses. Content owners may require 
you to upgrade WMDRM to access their content. If you decline an upgrade, 
you cannot access a content that requires the upgrade. 


Others 





Index 


AC adapter.20 

Accept/Reject call.40 

Add to phonebook.56 

Adjust volume.29 

After-Sales Service.85 

Alarm clock.74 

All lock.38 

Anonymous caller.40 

Arrival information.23 

Attachments.51 

Auto optimized shooting mode.65 

Auto timer.65 

AUTO-GPS.63 

Auto-reply.54 

Auto-reply contact.54 

Auto-reply format.54 

Auto-reply ON/OFF.54 

Auto-reply trigger.54 

Auto-send.54 

Auto-sort method.53 

Available services overseas.49 

Back Cover.19 

Backup at once.81 

Bar code reader.75 

Basic menu.24 

Battery icon.31 

Battery pack.19 

Bluetooth function.79 

Bookmark.59 


Call Forwarding Service. 

Call Waiting. 

Caller ID notification. 

Chaku-uta full. 

Channel list. 

Character entry. 

Charging. 

Check new message. 

Clock display format. 

Continuous shooting. 

Data Security Service. 

Deco-mail. 

Decome-Anime. 

Default search setting. 

Delete all data. 

Deleting phonebook entries. 

Desktop Holder. 

Dictionaries. 

Directory service. 

Display light time. 

Displaying i-mode website... 
Displaying phone number.... 

Displaying web pages. 

Double-tap. 

Early warning "Area Mail"... 

eco mode. 

Editing phonebook entries.. 
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Export Administration Regulations. 101 

47 

44 FeliCa (Osaifu-Keitai).72 

69 Fingerprint authentication.38 

66 Focus mode.24 

27 Font size.32 

20 Font style.32 

53 Full Browser.58 

31 

65 

Guide.26 

Guide area.23 

39 _ 

57 i-appli.70 

41 1C card lock.39 

57 iC transmission.82 

2Q i-Channel.61 

78 '- concier . 73 

48 Immediate update.88 

23 i-mode fault diagnosis site.86 

58 i-mode mail.51 

21 i-mode password.37 

5 g i-motion/Movie.71 

2 6 Incoming call restriction.40 

Indicator light.34 

Information.73 

Infrared communication.82 

55 Initial setting.21 

35 Initializing remotely.41 

57 レ 



























































































Input mode. 

International calls 
i-Widget. 


27 

44 

70 


Network security code 
Network service. 



Keypad dial lock.38 

Keypad sound.30 

Kid-safe mode.42 


Keypad dial lock.38 

Keypad sound.30 

Kid-safe mode.42 

Kisekae menu.24 

Kisekae Tool.34 



Light alert.34 

Listen volume.45 


Light alert.34 

Listen volume.45 

Lock on close.39 

Lock when immobile.39 


Omakase Lock. 

On hold. 

Open assist button. 

Options and related devices. 

Osaifu-Keitai. 

Overseas use. 


Panorama shooting. 

Password manager. 

Password (for children) 


PC connection.... 
PDF data display 


Machi-chara setting …… 

Making a call. 

Map/GPS function. 

Menu List. 

Menu operation. 

microSD card. 

microSD password. 

Motion sensor. 

Moving picture display 

MUSIC Player. 

Music&Video Channel.. 


33 Pedometer/ACT monitor. 

43 Personal data lock. 

62 Phone refresh. 

91 Phonebook. 

24 Pictogram. 

80 PIN1/PIN2 code. 

37 Pointing device. 

26 Position location. 

65 Privacy mode. 

69 Privacy view. 

68 Public mode. 



37 QR code.75 


37 QR code .75 

47 Quick search .76 


39 
45 
■ ■6 
90 
72 
49 


65 
28 
37, 42 
83 
75 

77 

38 

78 

43, 56, 57 
28 
36 
25 
62 

39 
33 
46 



Receive setting.55 

Received calls.43 


Receive setting.55 

Received calls.43 

Receiving a voice call.45 

Receiving mails.53 

Record message.46 

Recording reservation.67 

Redial.43 

Remote customization.41 

Reply.53 

Reserved update.88 

Reset.41 

Restricting usage.41, 42 

Ring alert delay.40 

Ring alerts & Sounds.29 

Rocket search.57 

RSS reader.59 



SAR.98 


SAR.98 

Savable/Recordable/Protectable number.97 

Scanning function.89 

Scene mode/effect.65 

Scheduled-send.54 

Scheduler.74 

Screen memo.59 

Security code.36 


















































































Security Scan (Scanning function).89 Unregistered caller 

Select startup menu.32 Updating software 

Self mode.38 URL entry. 

Send reservation.54 USB mode setting 

Sending mails.51 User Information 

Set Auto-refresh.78 

Set auto-update.87,89 I 

Shooting moving pictures.64 , .. 

Shooting still images.64 Videophone call 

Shortcut icons..... .76 Vo.ce Ma.l service 

Shortcut menu.24 

Silent mode.30 Warranty. 

Smile finder.65 Watching reservation 

Smiley.28 WMAfile. 

SMS.55 WORLD CALL 

Specification.96 WORLD WING 

Specified caller.40 

Stand-by display.31 

Still image display.65 

Sub-display.23 VOKO-MOTION 

Tem^secuMty'code：：：：：：：：：：：：：：：^ ISeg alarm clock 

Text input.27 4 frames shootmg 

Timed theme.35 

Troubleshooting.84 

Turn-display option.6 
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Please ask checking/changing subscription detail, application of various services and request of various information materials online. 

From i-mode iMenu => お客様サポート (Support) => お申込 • お手続き (Application/Procedures) 各種お申込 • お手続き 

(Various appncation/Procedures) [No packet communication charges] * In Japanese only 
From PCs My docomo (http://www.mydocomo.com/) 各種お申込 • お手続き (Various application/Procedures) * in Japanese only 

* You need your "Netowork security code" to use the site from i-mode. * If you do not have or forget "Network security code" or "docomo ID/Password", 

* No packet communication charge applies to access the site from i-mode. Packet contact to the numbers for "General Inquiries" on the last page of this manual, 

communication charge applies to access from overseas. * You may not use the services depending on your subscription. 

* You need "docomo ID/Password" to access the site from your PC. * There are cases where the site may not be available to system maintenance, etc. 




Using mobile phone with your manners! 

When using your mobile phone in a public place, don’t 
forget to show common courtesy and consideration for 
others around you. 


Always turn OFF your FOMA terminal in cases below 

■ In a place where use of mobile phones is prohibited 

• Always turn OFF your FOMA terminal in an aircraft or hospital. 


Always set Public mode in cases below 

■ When driving 

• Using a mobile phone by holding it with the hand while driving is 
subject to penalty. 

■ In public places such as a theater, movie theater or art 
museum 

Consider privacy 

d Please be considerate of the privacy of individuals 
J around you when taking and sending photos using 
camera-equipped mobile phones. 


DOCOMO'S environmental effort 


Fewer pages in the instruction manual 

In Japanese version, instruction manual covers instructions only for 
basic functions to reduce pages and paper usage. 

For frequently-used functions and their details, see 使し''がたガイド 
(Guide) (installed in this FOMA terminal, in Japanese only) or visit 
NTT DOCOMO website. 


Recycle of mobile phones 


d) 

I レ: 1 Jtr, 31レネ si 卜 


To protect environment and recycle the precious 
resources, mobile phone and PHS enterprises collect 
phones, batteries and chargers, regardless of brands 
and manufacturers, at shops labeled with the mark 
shown to the left. Bring these devices to your nearest 
docomo Shop. 
















General Inquiries <docomo Information Center> 


(Business hours : 9:00 a.m. to 9:00 p.m.) 

兩 0120 -005-250 (toll free) 

* Service available in: English, Portuguese, Chinese, Spanish, Korean. 

* Available from mobile phones and PHSs (including non-DOCOMO phones). 

* Unavailable from part of IP phones. 

(Business hours : 9:00 a.m. to 8:00 p.m. (open all year round)) 

■ From DOCOMO mobile phones ■ From land-line phones 
(In Japanese only) (In Japanese only) 

□ (No prefix) 151 (toll free) 兩 0120 -800-000 (toll free) 



(Business hours : 24 hours (open all year round)) 

■ From DOCOMO mobile phones ■ From land-line phones 
(In Japanese only) (In Japanese only) 


Q(No prefix) 113 (toll free) 兩 0120 -800-000 (toll free) 


Unavailable from land-line phones, etc. * Available from mobile phones and PHSs 

(including non-DOCOMO phones). 

* Unavailable from part of IP phones. 


• Unavailable from land-line phones, etc. * Available from mobile phones and PHSs 

(including non-DOCOMO phones). 

* Unavailable from part of IP phones. 

• Please confirm the phone number before you dial. 

• For Applications or Repairs and After-Sales Service, please contact the above-mentioned information center or the docomo shop etc. near you on the NTT DOCOMO website or the i-mode site. 
► NTT DOCOMO website http://www.nttdocomo.co.jp/english/ ► i-mode site iMenu=> お客様サポート (user support) 与ドコモシヨツプ (docomo Shop) * In Japanese only 


Loss or theft of FOMA terminal or payment of cumulative cost overseas 
<docomo Information Center 〉 


(available 24 hours a day) 

■ From DOCOMO mobile phones 

I —S i -81-3-6832-6600^ (toll free) 


* You are charged a call fee to Japan when calling from a land-line phone, etc. 
暑 ※ If you use F-07B, you should dial the number +81-3-6832-6600 (to enter • + ’, 
press and hold the 'O' key for at least one second). 

■ From land-line phones <Universal number> 



-8000120-0151* 


Failures encountered overseas 
<Network Support and Operation Center 〉 


(available 24 hours a day) 

■ From DOCOMO mobile phones 

— 趣 -81-3-6718-1414* (toll free) 


* You are charged a call fee to Japan when calling from a land-line phone, etc. 
※げ you use F-07B, you should dial the number +81-3-6718-1414 (to enter' + 
press and hold the 'O' key for at least one second). 

■ From land-line phones <Universal number> 



-8005931-8600^ 


* You might be charged a domestic call fee according to the call rate for the country you stay. 

《•For international call access codes for major countries/universal number 

international prefix, refer to DOCOMO International Services website. 

• If you lose your FOMA terminal or have it stolen, immediately take the steps necessary for suspending the use of the FOMA terminal. 

# If the FOMA terminal you purchased is damaged, bring your FOMA terminal to a repair counter specified by DOCOMO after returning to Japan. 


* You might be charged a domestic call fee according to the call rate for the country you stay. 
《•For international call access codes for major countries/universal number 
international prefix, refer to DOCOMO International Services website. 


To prevent damage to the environment, 
bring used battery packs to a docomo 
service counter, a docomo agent or a 
Li-ion 00 recycle center. 



Don't forget your mobile phone • • • or your manners! 

When using your mobile phone in a public place, don't forget to 
show common courtesy and consideration for others around you. 


Sales: NTT DOCOMO, INC. 
Manufacturer: FUJITSU LIMITED 

2010.5 (1st Edition) 
CA 92002 -6052 
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About Manual for PC Connection 

This manual describes about data communications using F-07B and how 
to install "FOMA communication configuration file" and "DOCOMO 
Connection Manager" contained in CD-ROM. 

Depending on the environment of your PC, some of operation procedures 
and/or screens may be different. 
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Data Communication 


There are 3 communication modes available by connecting FOMA terminal and a PC : data 

transfer (OBEX™ communication), packet communication and 64K data communication. 

• To make packet communications or 64K data communications or edit data such as the phonebook using 
a PC connected, installation of the software in the attached CD-ROM and various settings are required. 

• When performing packet communication overseas, use IP connection (packet communication is 
unavailable with PPP connection). 64K data communication cannot be used overseas. 

• FOMA terminal does not support FAX communication or Remote Wakeup. 

• Data communication can be performed connecting with DOCOMO’S PDA sigmarion III. However, FOMA 
terminal does not support high-speed communication compatible with HIGH-SPEED area. 

♦♦♦ Data transfer (OBEX™ communication) 


You can send and receive data such as image, music, phonebook or mail etc. to/from other FOMA terminals 
or PCs etc. 





F-07B 









F-07B 


FOMA USB Cable with Charge Function 02 
microSD card 
DOCOMO keitai datalink 


♦ Packet communication 

You can connect to the Internet and perform data communication (packet communication). 

Packet communication charges are based on the amount of data sent and received, which makes it suitable 
for high-speed exchange of comparatively small amounts of data as in sending and receiving mail. No 
communication charges are required when no data are exchanged even if you are connected to the 
network. Therefore, sending/receiving data as needed while remaining connected to the network is 
possible. 

High-speed packet communication can be performed at a maximum reception speed of 7.2Mbps and a 
maximum transmission speed of 384kbps by using access points that support FOMA packet 
communication such as mopera U of DOCOMO’S Internet connection service. Best effort method which the 
actual communication speed varies with the environment and the rate of congestion offers. 

Note that communications of large-size data such as viewing websites containing images and downloading 
will require high charges. 

* The communication speed may be slower when connecting out of FOMA HIGH-SPEED area, connecting to access points 
incompatible with HIGH-SPEED, or using devices incompatible with HIGH-SPEED such as DOCOMO'S PDA; sigmarion 
III. 

* For Bluetooth connection, though the communication speed or FOMA terminal is equal to HIGH-SPEED, communication 
may not be performed by maximum speed because the communication speed between Bluetooth devices has limits. 

* Maximum speed of reception 7.2Mbps and transmission 384kbps are the values in technical standards, thus they are not 
indicated actual communication speed. Actual communication speed varies by the network congestion or environment of 
communication. 
























♦ 64K data communication 

You can connect to the Internet and perform 64K data communication. 

Communication charges are based on the duration of the connection to the network regardless of the 
volume of data, which makes it suitable for sending and receiving relatively large amounts of data as in 
downloading multi-media contents. 

Access points that support FOMA 64K data communication services such as mopera U of DOCOMO’S 
Internet connection service or ISDN synchronized 64K access points can be used. 

Please be careful that a high cost will be charged for long-time communications. 


Before use 


♦ Operating environment 


The operation environment for using data communication is as shown below. They may vary depending 
on the PC system configurations. 


Item 

Requirements 

Computer 

PC/AT compatible computer 

For USB cable connection : USB port (conform to USB specification 1.1/2.0) 

For Bluetooth connection : Compatible with Bluetooth Standard Ver.1.1,Ver.1.2 
or Ver. 2.0 + EDR (dialup networking profiles) 

Recommended 800X600 dots in display resolution and High Color 16 bits or 

more 

OS (Japanese version) 

Windows XP, Windows Vista, Windows 7 

Memory requirements 

Windows XP : 128MB or more Windows Vista : 512MB or more 

Windows 7 :1GB or more for 32-bit, 2GB or more for 64-bit 

Hard disk capacity 

5MB or more free disk space 

* 10MB or more free disk space for DOCOMO Connection Manager 


• For the latest information about operating environment, refer to NTT DOCOMO website. 

• DOCOMO will not guarantee operations on upgraded OS. 

• Note that utilization may not be possible in certain operating environments. DOCOMO assumes no 
responsibility for pertaining to operation under conditions other than that described above. 

• Recommended environment for operating the menu is Microsoft Internet Explorer 7.0 or later (For 
Windows XP, Microsoft Internet Explorer 6.0 or later). If no menu appears when CD-ROM is set, take 
actions given below. 

① Under Windows 7, Windows Vista : Click © (Start)- ►" すべてのプ□グラム （All programs)"- ►"アクセサ 
U (Accessories)"- ►"ファイル名を指定して実行 (Run)". 

Under Windows XP: Click" スタート (Start)"— "ファイル名を指定して実行 (Run)". 

② Enter as follows in "名前 (Name)" and click "OK". 

<CD-ROM drive name> : ¥index.html 

* CD-ROM drive name varies depending on a PC to be used. 

• When the CD-ROM is inserted into the PC's CD-ROM drive, the warning screen may be displayed. This 

warning depends on the security settings of Internet Explorer but it is not a problem for use. Click " はし、 
(Yes)". ^ 

* Depending on the environment of your PC, the screen may be different. 

• Devices required 


The following devices are required in addition to FOMA terminal and a PC. 

- FOMA USB Cable with Charge Function 02 (optional) or FOMA USB Cable (optional)* * 
- Attached CD-ROM "CD-ROM for F-07B" 

* For USB connection 
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✓INFORMATION 

• USB cable for PC is not available because the connector type is different. 

• When using USB HUB, it may not operate properly. 

• Usage precautions 


♦ Internet service provider usage charges 

When using the Internet on a PC, usage charge to your Internet service provider (hereinafter referred to as 
Provider) is required. This charge is paid directly to the Provider, and is separated from the FOMA service 
charge. For details, contact your Provider. 

• DOCOMO's Internet connection service mopera U is available, mopera U is a charged service requiring 
subscription. 

♦ Dialup connection (Provider etc.) 

Different dialup connections are required for packet communication and 64K data communication. When 
performing packet communication, use the dialup connection for packet communication. When performing 
64K data communication, use the dialup connection for FOMA 64K data communication or ISDN 
synchronized 64K data communication. 

• Connections to DoPa access points are unavailable. 

• For service and connection/settings of mopera, refer to mopera website. 
http://www.mopera.net/mopera/index.html 

• User authentication 


Some dialup connections require user authentication before a connection can be established. If user 
authentication is required, you must use your communication software or dialup network to enter your ID 
and password and connect. Your ID and password will be assigned by the network administrator of the 
connection destination such as your provider or corporate LAN. For details, contact your provider or 
network administrator 

♦ Access authentication during using PC browser 

If FirstPass (user certificate) is required for the access authentication during using PC browser, use FirstPass 
PC software. It is provided on NTT DOCOMO website. For details and download, refer to the following 
website. You can also access to the following website from the attached CD-ROM. 

Details of the service : http://www.nttdocomo.co.jp/service/safety/firstpass/ 

Download : http://www.nttdocomo.co.jp/support/utilization/application/foma/utility/firstpass/index.html 

♦ Conditions of packet communication and 64K data communication 

To perform data communication in Japan, the following conditions must be satisfied. 

- You must be within the FOMA service area. 

- Packet communication requires an access point that supports FOMA packet communications. 

- 64K data communication requires a dialup connection that supports FOMA 64K data communications or ISDN 
synchronized 64K. 

- Bluetooth connection requires a PC compatible with Bluetooth Standard Ver. 1.1, Ver.1.2 or Ver. 2.0 + EDR (dialup 
networking profiles). 

* Note that even when the above requirements are satisfied, you may not be able to perform data communication if base 
station traffic is heavy or the radio wave conditions are poor. 
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♦ Using CD-ROM 

The attached CD-ROM includes software to use the data communication with FOMA terminal, "Kuten Code 
List" in the PDF version, etc. 

❖ Introduction of DOCOMO keitai datalink 


DOCOMO keitai datalink is software to back up and edit your phone information such as phonebook and 
mail. It is provided on NTT DOCOMO website. For details and download of this software, refer to the 
following website. You can also access to the following website from the attached CD-ROM. 
http://datalink.nttdocomo.co.jp/ 

• To use DOCOMO keitai datalink, installing FOMA communication configuration file in advance is 
required. 

• For details of downloading procedure, data that can be transferred, operating environments, installing 
procedure, operation procedure, etc., refer to the website above. For operations after installation, see 
Help in the software. 

• To use DOCOMO keitai datalink, USB cable is required. 


Flow of setup for data transfer (OBEX™ 
communication) 


When using FOMA USB Cable with Charge Function 02 (optional), install FOMA 
communication configuration file in advance. 


Downloading and installing FOMA communication configuration file 

■ Installing from attached CD-ROM 

■ Downloading from DOCOMO website and installing 



Data transfer 
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Flow of setup for data communication 


This section describes the setup work needed to perform packet communication or 64K data 
communication by connecting to a PC with USB cable or Bluetooth. 


For USB cable connection 


For Bluetooth connection 


©Preparing for Bluetooth 
connection-^P12 


©Checking modem-^P13 

■ 


Installing DOCOMO Connection Manager—P16 



① Downloading or installing FOMA 
communication configuration file-^P7 
■ Installing from attached CD-ROM 
_ Downloading from DOCOMO website 
and installing 

▼ 

©Connecting FOMA terminal to a PC—P6 

▼ 

③ Confirming FOMA communication 
configuration file-^PII 




Setting data communication by DOCOMO Connection Manager* 




Setting communications without using 
DOCOMO Connection Manager-^P20 



Performing communication 


* For setting of DOCOMO Connection Manager, refer to " ドコモコネクションマネージャ操作マニユアル (DOCOMO 
Connection Manager operation manual)". 


♦♦♦ FOMA communication configuration file 

When performing Packet communication or 64K data communication by connecting to a PC with USB 
cable, install FOMA communication configuration file. 

♦ Using Bluetooth connection 

You can make data communication by connecting a PC compatible with Bluetooth and FOMA terminal 
using Bluetooth. 

• For details, refer to "Preparing for Bluetooth connection".-^P12 

❖ DOCOMO Connection Manager 

When DOCOMO Connection Manager (found on the attached CD-ROM) is installed on a PC, a number of 
settings required for packet communication or 64K data communication can be simply operated from a PC. 


5 















♦ Precautions for installation/uninstallation 


• Before starting operation, make sure that no other program is running and exit the program if any. 

• Exit any resident programs on Windows including antivirus software. 

Example : Right-click the icon displayed in the task bar, click " 閉じる (Close)" or "終了 (End)". 

• For installing/uninstalling FOMA communication configuration file or DOCOMO Connection Manager, 
make sure that a user with administrator's privilege performs the operation. Installing/uninstalling the 
software by other users may produce an error. For details on PC administrator privileges, contact your 
PC manufacturer or Microsoft Corporation. 

• When "ユーザーアカウント芾卿 (User account control)" screen is appeared, perform the following 
operations (it does not appear on Windows XP). 

- Windows 7 : Click " はし、 (Yes)", or enter password and click "OK". 

- Windows Vista : Click "許可 (Permit)" or "続行 （Continue)", or enter password and click "OK". 

• For operations of a PC, settings of administrator privileges, etc., refer to the Instructions Manual of the 
PC. 


Connecting up PC to the FOMA terminal 

Connecting/disconnecting to PC is explained here. Installing FOMA communication 
configuration file is described separately.-^P7 

• If you connect FOMA terminal to a PC before installing FOMA communication configuration file, 
Windows may automatically detect that USB cable has been inserted, and may request the driver. In such 
a case, click " キャンセル （ Cancel)” on the displayed screen to end. 

• The connection should be made with a PC and FOMA terminal both turned ON. 

• In this manual, the description takes the case of FOMA USB Cable with Charge Function 02 (optional) for 
example. 

• Inserting USB cable 

Insert the connector of the USB cable into FOMA terminal's external 
connection jack. 

O Insert the other end of the USB cable connector into the PC USB port. 



• When a PC and FOMA terminal are connected, 0 appears on the stand-by display of FOMA 
terminal. 
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♦ Removing USB cable 


Press the USB cable's release buttons on both sides of the connector (①） and 
remove the connector from FOMA terminal ((D). 


Release buttons 



✓INFORMATION 

• Be careful not to give excessive force to the connecter of the USB cable when connecting/disconnecting the cable 
to/from FOMA terminal. 

When disconnecting the connector, be sure to pull it straight while pressing the release button. Applying an 
excessive force to disconnect the connector may give damage to it. 

• Do not remove the USB cable during data communication. The data communication is disconnected and it may 
cause data loss or malfunction. 


Installing FOMA communication configuration file 
(driver) 


To make data communication by connecting FOMA terminal and a PC with USB cable, FOMA 
communication configuration file (driver) is required. Install the file before connecting FOMA 
terminal for the first time to the PC. 

To install the file, use the menu in the attached CD-ROM, or specify the folder in the CD-ROM 
and perform manually. 

• Before operating, refer to "Precautions for installation/uninstallation".-^P6 

• When you do not use USB Cable, installing FOMA communication configuration file is not required. 

• Installing from the menu in the attached CD-ROM 

• Do not connect FOMA terminal until a message that instructs you to connect FOMA terminal to a PC 
appears in Step 5. 

<Example> Installing the driver under Windows 7 


Insert the CD-ROM into the PC's CD-ROM drive. 









Click " データリンクソフト • 各種設定ソフト (Data link software/Configuration 
software)". 



Click •• インス I - ール (Install)" of "FOMA 通信設定ファイル （ USB ドライバ） 
(FOMA communication configuration file (USB driver))" and double-click 
"F07Bst.exe" icon from a window displayed. 



Click " インストール開始 (Start installation)". 

When a message indicating to connect FOMA terminal to the PC appears, 
connect FOMA terminal to the PC. 

• Connect FOMA terminal while the power is ON. 

On the Installation completion screen, click "OK". 

Installing "DOCOMO Connection Manager" — P16 
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♦ Installing manually 


❖ For Windows 7 


2 

3 


Insert the CD-ROM into the PC's CD-ROM drive. 

The "F-07B CD-ROM" menu appears. Close the menu screen to install manually. 

• To install from the menu in the CD-ROM — P8 "Installing from the menu in the attached CD-ROM" 
Step 2 

Connect the FOMA terminal to a PC. 

• Make sure that the FOMA terminal is turned ON. 

© (Start)- ►" コント□ールパネル (Control panel)”- ►"システムとセキユリティ 
(System and security)"- ►"デバイスマネージヤー (Device manager)" in "システ 
ム (System) category. 


A On "デバイスマネージャー (Device manager)" screen, right-click on "FOMA 
F07B" appeared under 1 •ほかのデバイス (Other devices)"-►Click " ドライバーソ 
フトウェアの更新 (Update driver software)” 

C Click ••コンピューターを参照してドライバソフトウェアを検索します (Search 
for driver software, browsing in PC)". 
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Click "参照 (Browse)"-►Select "<CD-ROM drive name> : ¥F07B_USB_Driver 
¥Win7_32" and click "OK"— "次へ (Next)". 

Installation starts. 

• CD-ROM drive name varies depending on a PC to be used. 

• When Windows 7 64 bit is running on your PC, select "Win7_64". 



When a message indicating the update has been successfully done appears, 
click "閉じる (Close)". 
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Repeat step 4 and the following steps to install all other FOMA 
communication configuration files. 

• Install the following FOMA communication configuration files 
Command Port driver 
OBEX Port driver 
Modem driver 


❖ For Windows Vista 


Insert the CD-ROM into the PC's CD-ROM drive. 

The "F-07B CD-ROM" menu appears. To install manually, close the menu. 

• To install from the menu in the CD-ROM — P8 "Installing from the menu in the attached CD-ROM" 
Step 2 

2 Connect the FOMA terminal to a PC. 

• Make sure that the FOMA terminal is turned ON. 

Q Click " ドライバソフトウェアを検索してインストールします (Search for driver 
software and install)". 


Click " ディスクはありません。他の方法を試します (No disk. Try another 
method)". 
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C Click •• コンピュータを参照してドライバソフトウェアを検索します (Search for 
driver software, browsing in PC)". 


& Click " 参照 (Browse)"—Select M <CD-ROM drive name> : ¥F07B—USB—Driver 
U ¥WinVista32 M and click n OK"-' • 次へ （ Next)". 

Installation starts. 

• CD-ROM drive name varies depending on a PC to be used. 

• When Windows Vista 64 bit is running on your PC, select "WinVista64". 



When the screen indicating that the installation has been successfully 
completed appears, click " 閉じる (Close)". 
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The " 新しいハードウエアの検出 " (Start new hardware detection)" screen 
appears again. Repeat step 4 and the following steps to install all FOMA 
communication configuration files. 

When a pop-up message indicating " デバイスを使用する準備ができました 。 (Preparation for using 
device is completed.)" appears on the task bar, installing FOMA communication configuration file is 
completed. 

• The number of repeat times of installation differs depending on the PC environment. 


❖ For Windows XP 


Insert the CD-ROM into the PC's CD-ROM drive. 

The "F-07B CD-ROM" menu appears. To install manually, close the menu. 

• To install from the menu in the CD-ROM — P8 "Installing from the menu in the attached CD-ROM" 
Step 2 
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Connect the FOMA terminal to a PC. 

• Make sure that the FOMA terminal is turned ON. 

• The search wizard for new hardware starts. When the confirmation screen for connecting 
Windows Update appears, select " いいえ、今回は接続しません (No, not this time)" and click "次へ 
(Next)". (This may not appear depending on a PC to be used.) 


O Select •• 一覧または特定の場所からインストールする (Install from the list or 
another location)". And click " 次へ (Next)". 


A Select " 次の場所で最適のドライバを検索する (Search for the most suitable 

driver in the next location)"—Select " 次の場所を含める (Include the following 
location)"-►Click " 参照 (Browse)". Next, select "<CD-ROM drive name> : ¥ 
F07B_USB_Driver¥Win_XP M and click "OK"— ” 次へ （ Next)". 

Installation starts. 

• CD-ROM drive name varies depending on a PC to be used. 


5 When 1 •新しい検索ウイザードの完了 (New hardware detection wizard is 
completed)" appears, click "完了 (Done)". 
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The New hardware detection wizard appears again. Repeat step 3 and the 
following steps to install all FOMA communication configuration files. 

When a pop-up message indicating " 新しい八ードウエアがインストールされ、使用準備ができまし 
た 。 （New hardware is installed and preparation for using hardware is completed.)" appear on the 
task bar, installing FOMA communication configuration file is completed. 

• The number of repeat times of installation differs depending on the PC environment. 
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♦ Confirming FOMA communication configuration file 


• When a PC does not detect FOMA terminal correctly, settings and communication cannot be performed. 


<Example> Checking the driver under Windows 7 

Click ^ (Start)- ►" コント □ ールパネル (Control panel ) 1 '- ►•'システムとセキユリ 
ァイ （System and security)"- ►■ァノ(づ スマ 不ーソヤ ー (Device manager)" in " 
システム (System)" category. 

Under Windows Vista 

Click © (Start}- ►" コント □ ールパネル (Control panel)"- ►" システムとメンテナンス (System and 
maintenance}"- ►" ァバ’づ 乂マネーソヤ （Device manager)". 

Under Windows XP 

① Click " スタート （ Start)" — " コント □ ールパネル (Control panel)" — " パフオーマンスとメンテナンス 
(Performance and maintenance}"- ►" ソスァム (System)". 

② On the " システムのプ □ パテイ (Property of system)" screen, click " ハードウエア (Hardware)" tab 
-►" デパイスマネージヤ (Device manager)". 
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Double-click the type of each device-^Confirm that the name of the following 
devices are registered. 

• Device types and names are shown as below. 

The order to be displayed differs depending on 
OSs. 

- ポート (COM と LPT) (Port (COM and LPT)) : 

FOMA F07B Command Port (COMx)* 

FOMA F07B OBEX Port (COMx)* 

- モデム (Modem) : FOMA F07B 
-ユニバーサルシリアルパスコント□ーラ 
(Universal Serial Bus Controller) or USB 
(Universal Serial Bus) コントローラ (Controller) 

: FOMA F07B 

* Depending on the PC environment, x 
represents different numbers. 



• Uninstalling FOMA communication configuration file 

• Before operating, refer to "Precautions for installation/uninstallation".-^P6 

• Before operating, remove FOMA terminal from the PC. 

く Example〉Uninstalling the driver under Windows 7, Windows Vista 

Click @ (Start)- •• コント □ ールパネル （Control panel)" プ□グラムのアンイ 
ンストール (Uninstall programs)" in " プログラム (Program)" category. 

Under Windows XP 

Click ••スタート （Start)"—•• コント□—ルパネル (Control panel}"—" プログラムの追加と削除 (Add/ 
delete Programs)". 

9 Select "FOMA F07B USB" and click "アンインス I^ ールと変更 (Uninstall and 
change)" (for Windows XP, " 変更と削除 (Change and delete)"). 

2 Confirm that "FOMA F07B Uninstaller" is displayed and click " はい (Yes)". 

The uninstall process starts. 

4 If the " ドライバを削除しました (Driver deleted)" screen appears, click "OK". 
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✓INFORMATION 

• When "FOMA F07B USB" is not displayed on the deletion screen, execute the operations in "Installing FOMA 
communication configuration file" again and uninstall.-^P7 


Dialup 


Preparing for Bluetooth® connection 


You can make data communication by connecting a PC compatible with Bluetooth and 
FOMA terminal using Bluetooth. 

• For operations of a PC, refer to the instructions manual of the PC you use. 

• If the FOMA terminal is put on Bluetooth connection standby, 〇 (blue) appears on the standby screen. If 
the FOMA terminal and a PC are trying to be connected to each other, S (blue) blinks. If they are 
successfully connected, 〇 (blue) blinks. 

• Registering a PC to the FOMA terminal 


To connect to a PC by Bluetooth, register the PC on FOMA terminal for the first time. 

• To register, entry of Bluetooth passkey is required. Decide Bluetooth passkey by 4-16 digits (one-byte 
number) in advance. 

On FOMA terminal, |menu|| 6 || »« || 51. 

FOMA terminal enters dial-up registering stand-by. 

• If connecting cannot be started within 5 minutes, registration is canceled automatically. 


2 

3 


On a PC, Search for the FOMA terminal and register a device. 

• Perform while the FOMA terminal enters dial-up registering stand-by. 

• By some PC instruction manual, " 探索 (Quest)" or " サーチ (Search)" may be used instead of "検索 
(Retrieve)" or " ぺアリング (Pairing)" may be used instead of " 機器登録 (Registering device)". 

When a connecting confirmation screen appears on the FOMA terminal, 
select " はし、 (Yes)". 
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Enter Bluetooth passkey on the FOMA terminal and @ [OK]. 

• Enter the same Bluetooth passkey on FOMA terminal and a PC. 


Bluetooth passkey 
Enter Bluetooth passkey. 
(4-16 digit)_ 

本*** | ! 
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After the PC is registered in the FOMA terminal as a device and the registration is completed, return 
to accepting the dialup device and enter connecting stand-by state. 

Operate for connecting on the PC. 


✓INFORMATION 

• During dialup registering stand-by, connecting stand-by of other profile is disabled. 

• When registering FOMA terminal in a PC, distinguish FOMA terminal by the name of device if the PC recognizes 
plural devices. When the PC recognizes many devices of the same name, distinguish by the address of device. 
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♦ Connecting to a registered PC 


When connecting a registered PC to FOMA terminal using Bluetooth, set the FOMA terminal in connecting 
stand-by. 

On the FOMA terminal, |menu" 6 II »« || 4 1 I . 

2 Select n Dial-up(DUIM)"~ H 窃 ][Connect]. 

The FOMA terminal enters dial-up connecting stand-by state, and returns to the stand-by display. 

Start accepting 

□ Hands-free(HFP) 

□ Headset(HSP) 

□ Audio(A2DP) 

□ Keyboard (HID) 


2 Operate for connecting on the PC. 
♦ Checking modem 


Confirm the name of modem used on a PC or COM port number set for dialup connection. 

• When a PC does not detect FOMA terminal correctly, settings and communication cannot be performed. 

<Example> Checking on Windows 7 

Click Q (Start)- ►" コント □— ルパネル (Control panel )"- ►"システムとセキユリ 
ァイ （System and security)"- ►" ァノ V イ乂 V ネーソヤー (Device manager)" in " 
システム (System)" category. 

Under Windows Vista 

Click @ (Start)- ►" コント □ ールパネル (Control panel)"- ►" システムとメンテナンス (System and 
maintenance }"- ►"ァ ノ V イ 人 マネー ソヤ （Device manager)". 

Under Windows XP 

① Click " スタート （ Start)" — " コント □— ルパネル (Control panel)" —" パフオーマンスとメンテナンス 
(Performance and maintenance}"- ►" シスァム (System)". 

② On the " システムのプ □ パテイ (Property of system)" screen, click " ハードウエア (Hardware)" tab 
-►" デパイスマネージヤ (Device manager)". 

O Double-click the type of each device-^Confirm the modem name or COM port 
number. 

• Name of Modem or COM port is shown under "モデム (Modem)", "ポート （COM と LPT) (Port (COM 
and LPT))". 


♦ Stopping dialup communication service 


On FOMA terminal, |menu|| 6 II x II 2l. 

Select connecting stand-by PC from the registered device list~ M 2 i. 
Select ,, Dial-up(DUN) ,, ~^rai [Stop]. 

Dialup communication service stops. 


12 3 
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Using DOCOMO Connection Manager 

DOCOMO Connection Manager is convenient software to use flat-rate data communication 
or pay-as-you-go data communication. You can easily subscribe to mopera U and make a PC 
setting according to your subscription status. 

Also, you can check an estimate of data communication volume or usage fees by the charge 
counter function. 

The method of installing DOCOMO Connection Manager is explained here. 



Not displayed in default setting. 
For details, refer to ヘルプ (Help) 
of ドコモコネクションマネージャ 
"DOCOMO Connection Manager' 


Fee counter 


Connect/Disconnect button 


For Internet connection with FOMA terminal, you need to subscribe to Internet service provider (mopera 
U etc.) applicable to services and data communication. 

For details, refer to DOCOMO website. 


✓INFORMATION 

Using pay-as-you-go data communication (including i-mode flat-rate packet communication services) 

• Note that communications of large-size data such as viewing websites containing images using packet 
communication and downloading (example: updating of application, music, movie, OS or anti-virus software) will 
require high charges. 

Note that FOMA flat-rate packet services such as Pake-hodai and Pake-hodai full are not applied to the data 
communication by connecting the FOMA terminal to a PC or another device with a USB cable. 

Using flat-rate data plan 

• For using of flat-rate data plan, you need to subscribe to Internet service provider applicable to flat-rate data 
communication charging plan. For details, refer to DOCOMO website. 

Using mopera 

• For connection/settings of mopera, refer to mopera website. 
http://www.mopera.net/mopera/support/index.html 


• Before installing DOCOMO Connection Manager 

Before installing DOCOMO Connection Manager, check the items below and perform to change setting of 
software/uninstall as required. 

• Prepare FOMA terminal, FOMA USB Cable with Charge Function 02 (optional) or FOMA USB Cable 
(optional) in advance (For Bluetooth connection, USB Cable is not required). 

• Check the contents of subscription for services and Internet service provider. 

• If installing connection software except for DOCOMO Connection Manager, change the setting not to be 
activated automatically as required.-* *-P15 "Using connection software except for DOCOMO Connection 
Manager" 
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♦ Changing setting of Internet Explorer 


• Before installing DOCOMO Connection Manager, set to "ダイヤルしない (No dialing)" for connection 
setting at "インターネットオプション (Internet option)" field of Internet Explorer in advance. 

<Example> Changing under Windows 7, Windows Vista 

Click ^ (Start)- ►"すべてのプ□グラム （All programs)"-►"Internet Explorer". 

Under Windows XP 

Click •• スタート (Start)"-►Select •• すべてのプ □ グラム （AM programs)" — Click "Internet Explorer". 

2 Click " ツール （Tool)"- ►"インター ネッ トオプション (Internet option)". 

Q Click "接続 (Connection)" tab-^Select "ダイヤルしない (No dialing)". 



4 Click 'OK'. 

♦♦♦ Using connection software except for DOCOMO Connection Manager 

DOCOMO Connection Manager includes same function as that of software below and using together is not 
required. Perform to change setting not to be activated or uninstall as required. 

• mopera U start up tool 

• mopera U connection & setting tool 

• FOMA PC configuration software 

• FOMA Byte counter 

And, when using Mzone (Public wireless LAN connection) by DOCOMO Connection Manager, uninstall the 
following public wireless LAN connection software. And, when installing all at once, Mzone connection 
cannot be used by DOCOMO Connection Manager. 

• U 公衆無線 LAN ユーテイリテイソフト （U public wireless LAN utility software) 

• ド]モ公衆無線 LAN ユーテイリテイソフト (DOCOMO public wireless LAN utility software) 

• ドコモ公衆無線 LAN ユーテイリテイプ□グラム (DOCOMO public wireless LAN utility program) 
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^Installing DOCOMO Connection Manager 


<Example> Installing under Windows 7 

Insert the CD-ROM into the PC's CD-ROM drive. 
2 Click " インターネツト接続 (Internet connection)". 



2 Click ••インス I^ ール (Install)" in step ③ of •• 本 CD-ROM からの FOMA データ通信 
の設定方法 (Setting method of FOMA data communication from this CD- 
ROM)". 

• When the warning screen of security is displayed, click " 実行 (Execute)". 



• For Windows XP, when the confirmation screen for installing of MSXML6/Wireless LAN API is 
displayed, click "Install" to install MSXML6/Wireless LAN API. After performing to install MSXML6/ 
Wireless LAN API, reboot Windows to start installation of DOCOMO Connection Manager 
automatically. 
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4 Click n 次へ (Next)". 



5 Confirm " 注意事項 (Precautions)" and click " 次へ (Next)". 



ら Confirm the contents of ソフトウェア使用許諾契約 (Software license 

agreement) and if you agree to the agreement, select ••使用許諾契約の条項に 
同意します (Agree to the clauses of the agreement)" and click " 次へ (Next)". 
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Confirm the installing folder and click " 次へ (Next)". 

• To change the installation destination, click " 変更 (Change)" and specify any installation 
destination. 


磨）ドコモコネクションマネージ p 


インストール先のフォルダ 

このフォルダにインストールする埸合は、「〉欠へ」を押してください。別のフォルダにイ 
ンストールする埸合は、「変更」を押します。 


厂1ド]モコネクションマネージャのインストル先： 

\_ J C:¥Program Files¥NTT DOCOMO¥dcm_connect_mng¥ 



docomo 


厂変更 (£)."1 


InstallShield - 

r < s 5 tB ) if 次へ ( m )> 1 1 キャンセル n 


g Click •• インストール (Install)". 

Installation starts. 



今 When the "InstallShield ウイザードを完了しました (InstallShield wizard is 
completed)" screen appears, click "完了 (Done)". 

Installing DOCOMO Connection Manager is completed. 



✓INFORMATION 

• Installation may take a few minutes. 

• When a message notifying you to reboot Windows is displayed, follow the instruction of screen and reboot. 

• Do not install during data communication. 
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♦ Starting DOCOMO Connection Manager 


• Before operating, make sure that a PC and FOMA terminal are properly connected. 


く Example〉Setting under Windows 7, Windows Vista 

Click ^ (Start)- ►"すべてのプ□グラム （All Programs)" — 

1 "NTT DOCOMO"—" ドコモコネクシヨンマネージヤ （DOCOMO Connection 
Manager)"-” ドコモコネクシヨンマネージヤ （DOCOMO Connection 
Manager)". 

Under Windows XP 

Click " スタート (Start)"-Select •• すべてのプ □ グラム （AN programs)"—"NTT DOCOMO "—" ドコモ 
コネ クシヨン マネージ ヤ （DOCOMO Connection Manager)" - Click " ドコモ コネ クシヨン マネージ ヤ 
(DOCOMO Connection Manager)". 

DOCOMO Connection Manager starts. 

When booting a PC at first time, the setting wizard screen appears automatically. 



O FOMA デづ通信に必要な i 婉 4 行います。 

パリコンと FOMA の接続を確認します。 

— 〇1 . 接統確認 ①パリエ/と FOM 枝 ttb めて招続す沈は、ドテ f パ沉ンスト-ルが必要です。 

ド5心味インストづ UD 塌ド W パ务 T ノス！-ルしてく 
〇ドテ f バインストり W 金、斤乂 D と FOMA$» 筏します 0 
招続後、 D 欠へ]ポダノ4押してく杈ぃ。 

«HIGH~SPE£W 抑 PC をごじか0^ン4押してく较 C、 



戻2 (旦 ） 一 [ 1 |, I 

• According to the setting wizard, perform to set for making data communication connecting to 
Internet. 

After setting, you can perform communication using DOCOMO Connection Manager. 

For details, refer to " ドコモコネクションマネージャ操作マニュアル (DOCOMO Connection 
Manager operation manual)". 


✓INFORMATION 

• Just exiting the Internet browser or mail software does not disconnect communication. When you do not use 
communication, be sure to disconnect the communication from " 切断する (Disconnect)" button of DOCOMO 
Connection Manager. 

• Please note that if auto update is set for OS update etc., the software is updated automatically and high cost may 
be charged for the packet communication fee. 



Connect/Disconnect button 
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Setting communications without using DOCOMO 
Connection Manager 

The method of dialup connection setup without DOCOMO Connection Manager is explained. 

• When using an access point compatible with HIGH-SPEED such as mopera for packet communication, 
make settings using DOCOMO Connection Manager. 

• Flow of dialup network setting 

• Flow of setup for data communication-^P5 

• Before operating, make sure that a PC and FOMA terminal are properly connected. 



* Set for packet communication. 

Communication software to input AT commands is required for settings. 

The method of setting using " ノ V イノて ー タ ー ミナ ノレ （Hyper terminal)" that comes with Windows XP is 
explained here. Windows Vista and Windows 7 do not support" ノ V イノて ーターミナ J レ （Hyper terminal)". For 
Windows Vista and Windows 7, set using the software supported by Each OS (Follow the method for the 
software to be used.). 

♦ Setting the dialup connection (APN) 


♦ The dialup connection (APN) and registration number (cid) 

The dialup connections (APN) for packet communication can be set for registration numbers (cid) between 
1 and 10 in FOMA terminal. By default, "mopera.ne.jp" (APN) to connect to mopera is registered in cidl, 
"mopera.net" (APN) to connect to mopera U is registered in cid2 and 3, and "mpr.ex-pkt.ner (APN) to 
connect in 128K communication is registered in cid4. For connecting to other providers or corporate LANs, 
register APN for cid5-10. 

• For the dialup connections (APN), inquire your provider or network administrator. 

• For USB cable connection and Bluetooth connection, setting each dialup connections (APN) is required. 

• For packet communication, if switching between USB cable connection and Bluetooth connection, 
setting the dialup connections (APN) is required again. 

• The dialup connection settings can be considered as phonebook entries registered for packet 
communication. The comparison between dialup connection settings and FOMA terminal phonebook is 
as shown below. 


Connection (APN) 

Phonebook items 

Registration number (cid) 

Registration number (Phonebook No.) 

Connection name (APN) 

Party's name 

氺 99 氺氺氺 <cid># (Packet communication) 

Party's phone number 


• The registered cid become the connection number in the dialup connection numbers setting. 
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♦♦♦ Setting the dialup connection (APN) 


Enter a fictional phone number (such as "0") for " 電話番号 (Phone number)" 
- ►Select n 接続方法 (Connection method)"—Click "OK". 

• " 市夕水局番 (Area code)" differs depending on the 
PC environment. The code does not relate to 
Dialup connection (APN) setup. So no need to 
change. 

• Set as follows at " 接続方法 (Connection method)" 
field. 

For USB cable connection : Select "FOMA F07B". 

For Bluetooth connection : Select "ご使用の 
Bluetooth リンク経由標準モデム (Standard 
modem via Bluetooth link you use)" or 
"Bluetooth 機器メーカが提供している Bluetooth 
モ丁ム (Bluetooth modem provided by 
Bluetooth device manufacturer)". 


On the " 接続 (Connect)" screen, click " キャンセル (Cancel)". 

Enter the dialup connection (APN) in the format "AT+CGDCONT =<cid>, 
" く PDP—TYPE>", ,, <APN> ,M, —y 

<cid> : Enter any number between 5-10. 

cPDP_TYPE> : IP or PPP 

<APN> : Dialup connection (APN) 



+CGDCONT command—P37 "Supplement to AT 
command" 

If nothing is displayed even when AT command is 
entered, enter ATE1 and press PI. 


AT+CGDC0NT=2 ， "PPP__ ， "ABC" 


接转®設定 ll\w 


勢 xxx 

電話番号の情報を入力してください： 

国/地域番号〇 日本 （81) v 

市外局番 (£) : [03 ~~ 

電話番号(砂 〇 

接続方法⑽： I FOMA F07B _ 


[ OK ] Iキャンセル I 


<Example> Setting under Windows XP 

Click '• スタート (Start)"-Select •• すべてのプ □ グラム （All programs )"-' •アク 
セサリ （ Accessories) "-►•• 通信 (Communication)" and click "ハイパーターミナ 
ル (Hyper terminal)". 


2 


Enter the desired dialup connection name in " 名前 (Name}"—Click "OK". 

• The following characters (one-byte) cannot be 
used in " 名前 (Name)". 

¥/:*?<>「 % 

名前を入力し、アイコンを通んで疣さ“ 

名前 (N): 

[xxx 

アイ]ン①： 


■ 馨蠢矚彙 _ 灣 _ 


OK 1 I キャンセル 
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45 
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A Confirm that "OK" is displayed and click "ファイル (File)"-^CIick "ハイパー 
W ターミナルの終了 (End HyperTerminal)". 

7 On confirming disconnection, click " はし、 (Yes)"-►On confirming saving, click 
# " いいえ (No)". 


♦ Setting Show/Hide caller ID 

You can set to show/hide call ID for packet communication at once. 

Caller ID is your important information. Take care when deciding to disclose your caller ID. 

• If "Not notify" is set when using mopera U or mopera, connection is unavailable. 


<Example> Setting under Windows XP 


2 


Perform Step 1- 4 in "Setting the dialup connection (APN) M . 


Enter notify/not notify of caller ID in the format "AT * DGPIR=<n> ,, -* > p1. 


<n> : 0-2 

0 : Connect directly (Default) 

1 : Connect prefixing 184 (Not notify) 

2 : Connect prefixing 186 (Notify) 

• If nothing is displayed even when AT command is 
entered, enter ATE1 and press 0- 



flT*DGPIR=0 


O Confirm that "OK" is displayed and click n ファイル （ File)"-Click "ハイパー 
U ターミナルの終了 (End HyperTerminal)". 

A On confirming disconnection, click " はし、 (Yes)"-►On confirming saving, click 
^ ■' ぃぃぇ (No)". 

♦♦♦ Show/Hide caller ID function by dialup network settings 

The dialup network settings can also be used to append 186 (Notify)/184 (Not notify) to the dialup 
connection number. 

• The Show/Hide of caller ID when both of the 氺 DGPIR command and dialup network settings are set is 
as shown below. 


Setting made by ^ DGPIR 
Dialup network command 

setting (<cid>=3) 

No setting 

Caller ID is not sent 

Caller ID is sent 

氺 99 氺氺氺 3# 

Caller ID is sent 

Caller ID is not sent 

Caller ID is sent 

184 氺 99 氺氺氺 3# 

Caller ID is not sent 

186 氺 99 氺氺氺 3# 

Caller ID is sent 
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• Setting dialup network 

A case of IP connection to mopera U by Packet communication is described as an example. 

• To connect to mopera U or mopera by packet communication, enter the followings in the phone number 
field. 

mopera U (PPP connection) : 氺 99 氺氺氺 2# 
mopera U (IP connection) : * 99 * * * 3# 

128K 通イ言 (128K communication) (PPP connection) :氺 99 氺 * 氺 4# 
mopera (PPP connection) : 氺 99 氺氺氺 1 # 

• To connect mopera U or mopera by 64K data communication, enter the following phone numbers in the 
phone number field. 

mopera U : * 8701 
mopera : * 9601 

♦♦♦ Setting for Windows 7, Windows Vista 

Click ^ (Start)- ►" コント □— ルパネル （Control panel )"- ►”ネットワークの状態 
とタスクの表示 (Network status and tasks)" in "ネットワークとインターネット 
(Network and Internet)" category. 

Under Windows Vista 

Click ❹ （ Start}- ►" 接続先 (Dialup connection)". 

O Click " 新しい接続またはネットワークのセットアップ (Setup new connection 
or network)". 

Under Windows Vista 

Click " 接続またはネットワークをセットアップします (Set up connection or network)". 

Q Select 1 • ダイヤルアップ接続をセットアップします (Set up dialup connection)" 
and click " 次へ (Next)". 



When the " どのモデムを使いますか ？ （Which modem will you use?)" screen is displayed 
For USB cable connection : Click "FOMA F07B". 

For Bluetooth connection : Click •• ご使用の Bluetooth リンク経由標準モデム (Standard modem via 
Bluetooth link you use)" or "Bluetooth 機器メーカが提供している Bluetooth モデム (Bluetooth 
modem provided by Bluetooth device manuracturer)". 
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Enter the phone number of the dialup connection in "ダイヤルアップの電話番 
号 (Dialup phone number)" (" * 99 * * * <cid># M for packet communication) 
with one-byte-►Enter " ユーザー名 (User name)"-^Enter "パスワード 
(Password)"-►Enter " 接続名 (Connection name)" and click " 接続 (Connect)". 

<cid> : The number registered in P21"Setting the dialup connection (APN)" 

• When the access point is mopera U or mopera, 
you do not need to enter "ユーザー名 (User 
name)" or "パスワード (Password)". 

• You cannot use (one-byte period) at the 
beginning of "接続名 (Connection name)". Also, 
the following characters (one-byte) cannot be 
used. 

¥/:*?<> | 



5 


On the connecting screen, click " スキップ (Skip)". 

• Only make settings without connecting to the Internet right away. 


A On 1 • 接続の使用準備ができました (Preparation for using is completed)" screen, 

W click •• 閉じる （ Close)". 

Under Windows Vista 

① On the " インターネット接続テストに失敗しました (Failed in Internet connection test)" screen, 
click " 接続をセットアップします (Set up connection)". 

② Click " 閉じる (Close)". 



On " ネットワークと共有センター (Network and shared center)" screen, click " 
アダプターの設定の変更 (Change adapter configuration)" appeared on the left 
of the top. 

Under Windows Vista 

Click © (Start}- ►" 接続先 (Dialup connection)". 


8 


Right-click the dialup connection created and click " プ □ パティ (Property)". 
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Confirm the setting of each item in " 全般 (General)" tab. 

• When multiple modems are connected to a PC, 
set as follows. 

For USB cable connection : Select only " モ丁ム - 
FOMA F07B (Modem-FOMA F07B)" at "接続の 
方法 (Connection method)" field. 

For Bluetooth connection : Select " モデム-(ご使用 
の Bluetooth リンク経由標準モデム） (Modem- 
(Standard modem via Bluetooth linkyou use))" 
or " モデム - (Bluetooth 機器メーカーが提供して 
いる Bluetooth モデム） (Modem- (Bluetooth 
modem provided by Bluetooth device 
manufacturer))" at " 接続の方法 (Connection 
method)" field. 

• Uncheck ( 口 ） other than selected modem. 

• COM port number assigned to the modem 
displayed at " 接続の方法 (Connection method)" 
field differs by the environment of a PC you use. 

• Uncheck (□) " ダイヤル情報を使う (Use dial 
inrormation)". 



Click " ネットワーク (Network)" tab-^Set each item as shown below. 

• Uncheck (□)” インターネ ツトプ□トコ ルバージヨ fya FOMA のプ□パテイ 


ン 6 (TCP/IPV6) (Internet Protocol Version 6 (TCP/ 
IPv6))". 

• When settings of IP and DNS information have 
been requested from the provider, etc. select ”イ 
ンタ ーネッ トプロトコルパ '— ジョン 4(TCP/IPv4> 
(Internet Protocol Version 4 (TCP/IPv4))", click •■プ 
□ ハ丁ィ （ Property)" and set various information. 

• When settings of "QoS パケットスケジユーラ 
(QoS packet scheduler)" and other items have 
been requested from the provider, etc., check/ 
uncheck as required. 


全般「オプション厂セキュリティ f ネットヮっ 共有 1 

この掊続は〉欠の項目を使用しま寸(〇): 

□ -L. インターネットブ□トコルパージョン6 (TCP/lPv6) 



□吹 Microsoft ネットワーク用クライアント 


;パ — 丨 プロパティ© 


説明 

伝送制御プロト:!ル/インタ-ネットブ〇トコル。相互掊梡されたさまざまな 
ネットワ-ク P 占の通信を提供す5、既定のワ仆‘エリアネットワ-クブロト 
コルで寸。 


[ 0K | [ キャンセル| 


Click " オプション (Option)" tab—Click "PPP 設定 (PPP settings)". 
Uncheck all items (i |) and click "OK". 



Click "OK”. 

Performing communication — P28 
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♦ Setting for Windows XP 


Click " スタート (Start)"-Select •• すべてのプ □ グラム （All programs )"-" アク 
セサリ （ Accessories) "-►•• 通信 (Communication)" and click ••新しい接続ウイ 
ザ — ド (New connection wizard)". 

O On the " 新しい接続ウイザードの開始 (Start new connection wizard)" screen, 
^ click •• 次へ (Next)". 

O Select " インターネットに接続する (Connect to Internet)" and click "次へ 
^ (Next)". 


A Select " 接続を手動でセットアップする (Set up connection manually)" and 
^ click " 次へ (Next)". 


C Select " ダイヤルアップモデムを使用して接続する (Use dialup modem to 
connect)" and click " 次へ (Next)". 

When " デバイスの選択 (Device selection)" screen is displayed 

For USB cable connection : Select " モデム -FOMA F07B (Modem-FOMA F07B)" and click "次へ 
(Next)". 

For Bluetooth connection : Select " モデム -( ご使用の Bluetooth リンク経由標準モデム） (Modem- 
(Standard modem via Bluetooth link you use))" or " モデム - (Bluetooth 機器メーカが提供している 
Bluetooth モァム } (Modem- (Bluetooth modem provided by Bluetooth device manufacturer))" and 
click " 次へ (Next)". 


6 


Enter the desired dialup connection name in "ISP 名 (ISP namer—Click "次へ 
(Next)' 


• You cannot use V’ (one-byte period) at the 
beginning of "ISP 名 (ISP name)". Also, the 
following characters (one-byte) cannot be used. 
¥/:*?<> ド， 


新し格转ウイザード 



次_クスに EP の名前を入力して优さい。 
1SP 名⑻ 


ここに入力され fefe 前は作成してい5接続の名前になります。 


I く蔚迫） ][ 汝べ P > | [ キャンセル 



Enter the phone number of the dialup connection in " 電話番号 (Phone 
number)" (" ホ 99 ホ ** <cid>#" for packet communication) with one-byte— 
Click " 次へ (Next)". 

<cid> : The number registered in P21"Setting the dialup connection (APN)" 
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g Enter" ユーザー名 （User name)"—Enter "パスワード （ Password)"—Enter "パス 

ワードの確認入力 (Password confirmation entry)"-►Select all items as shown 
below and click " 次へ (Next)". 

• When the access point is mopera U or mopera, 
you do not need to enter " ューザー名 (User 
name)", " パスワード （ Password)” or "パスワード 
の確認 ' 入力 (Password confirmation entry)". 


新し〇播蒺ウイサード 



On the "新しい接続ウイザードの完了 (New connection wizard is completed)" 
screen, click "完了 (Done)". 


1 Q Click " スタート （ Start)"—Select " すべてのプ □ グラム （All programs )"- ►"アク 
セサリ （ Accessories)"- ►•• 通信 (Communication)" and click "ネットワーク接続 
(Network connection)". 


11 


Select the created dialup connection icon and click " ファイル (File}"—Click 
プ □ パティ (Property)". 



FOMA® ブ□パテイ 


全股オプションセキュリティネットワ-ク設定 


接続方法0?: 


12 Confirm the setting of each item in " 全般 (General)" tab 

• When plural modems are connected to a PC, set —- = 

as follows. 

For USB cable connection : Select only " モ丁ム - 
FOMA F07B (Modem-FOMA F07B)" at "接続方 
法 (Connection method)" field. 

For Bluetooth connection : Select " モデム-(ご使用 
の Bluetooth リンク経由標準モデム） (Modem- 
(Standard modem via Bluetooth linkyou use))" 
or " モデム - (Bluetooth 機器メーカが提供してい 
る Bluetooth モデム） (Modem-(Bluetooth 
modem provided by Bluetooth device 
manufacturer))" at " 接続方法 (Connection 
method)" field. 

• Uncheck ( 口 ） other than selected modem. 

• COM port number assigned to the modem 
displayed at " 接続方法 (Connection method)" 
field differs by the environment of a PC you use. 

• Uncheck (□) " ダイヤル情報を使う (Use dial information)". 


■レ！^ぶ •逼 M 

□ 1モデム- FOMA F04B (C0M7) 


0すべて®デノ W スで同じ 番号 奄呼 U 出寸 (U 

1 梅 成 (Q)... 1 


Jj 


電話番号 (£): 


l^99***3# 




国番号/地域番号(逆： 


□ダイヤル情報を使う®) 


アル情報 ®l 


0接続時(こ通知領域にアイコンを表示寸2>幽 


I 匚キゃンセル 
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Click " ネツトワーク (Network)" tab-^Set each item as shown below-^CIick " 
設定 (Settings)". 

• Since "QoS パケットスケジユーラ (QoS packet 
scheduler)" settings in "この接続は次の項目を使用 
します (Use these items for this connection)" can 
not be changed, leave it as it is. 

• When settings of IP and DNS information have 
been requested from the provider, etc. select ”イ 
ンターネットプロトコル (TCP/IP) (Internet 
protocol (TCP/IP))", click " プ □ パティ (Property)" 
and set necessary information. 


1 ^ Uncheck all items (□) and click "OK". 



U Click 'OK'. 

Performing communication-^P28 

♦ Performing communication via dialup connection 


r- foma® ブ n パテ < E 区 ) 


全股オプションセキュリティネツトワーク詳細設定 


呼 u 出すダイヤルア9ブサーバーの種類❹ 



匚 設定® | 


この招樹お欠の項目を使用します必 

Eg QoS パケットスゲフユ-ラ 

□遵 Microsoft ネ9トワ-ウ用ファイルとブリン$共有 

□ Hj Microsoft ネ'外ワーウ用ウライアント 


[ インストール⑽… I マ1 U 1U , [ プロパティ®) | 
I 兑明 

織，ク娜織、卜濃娜 S 躞麟ぞ 


OK I [ キゃンセル丨 


Starting communication and disconnection are explained here. 


<Example> Under Windows 7 

Connect FOMA terminal to a PC. 

For USB cable connection-^P6 
For Bluetooth connection — P13 

9 Click ❿ （ Start)-" コント □ ールバネル （Control panel )"-" ネットワークの状態 
とタスクの表示 (Network status and tasks)" in "ネットワークとインターネット 
(Network and Internet)" category. 

Under Windows Vista 

Click ❹ （ Start}- ►" 接続先 (Dialup connection)"—Select the dialup connection and click "接続 
(Connect}"—Go step 4. 

Under Windows XP 

Click " スタート （ Start)"—Select " すべてのプ □ グラム （AN programs)"- ►•• アクセサリ （ Accessories)"-► 
" 通信 (Communication)" and click " ネットワーク接続 (Network connection)"-►Double-click the 
connection icon—Go step 4. 


3 


On " ネットワークと共有センター (Network and shared center)" screen, click " 
アダプターの設定の変更 (Change adapter configuration)" appeared on the left 
of the top-^Double-click the connection icon. 
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Enter " ユーザー名 (User name)"-Enter " パスワード (Password)"—Click "ダイ 
ヤル (Dial}". 


• When using mopera U or mopera, you do not 
need to enter " ユーザー名 (User name)" or "パス 
ワード (Password)". 

• When " ューザー名 (User name)" was entered or" 
ノてスフ —— K (Password)" was saved while settings, 
these entries are no longer necessary. 

• Click "OK" when the connection established 
screen is displayed. 



✓INFORMATION 

• FOMA terminal displays a connecting screen when you execute packet communication or 64K data 
communication. The following screens are displayed when a connection has been established. 

Connected Packet 


For packet 
communication 

• The communication speed displayed on your PC may differ from actual speed. 

• The communication is available only with FOMA terminal that was connected when the connection icon was 
created. 




For 64K data 
communication 


♦ Disconnecting communication 

Just exiting the PC browser may not disconnect communication. To ensure disconnection, perform the 
following operation. 


<Example> Under Windows 7 

Click Q on the tasktray-^Connection name to disconnect - ►"切断 
(Disconnect)". 

Under Windows Vista 

Right-click 蟲 in the task tray—Select " 切断 (Disconnect)" and click the dialup connection to 
disconnect. 

Under Windows XP 

Click dial-up icon in the task tray-^CIick " 切断 (Disconnect)". 
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AT command 


AT commands are commands for setting FOMA terminal functions using a PC. FOMA 
terminals comply with AT commands and support some extended commands and 
proprietary AT commands. 


♦ AT command input format 

"AT" must be entered before each AT command. Commands must be entered in one-byte alphanumeric 
characters. 

<Example> Connecting to mopera U with ATD command 
ATD 氺 99 氺氺氺 3# !^] 

I Return character : Press Enter key. (Command separator) 

Parameter : Command's argument 
Command : Command name 

AT commands and their parameters must be entered on a single line. All the characters from the first 
character until the character directly preceding 0 must be entered on a single line. Each line can be up to 
256 characters including "AT". 

♦ AT command input mode 

To operate FOMA terminal using AT commands, a PC must be in terminal mode. Terminal mode is a mode 
that lets the PC operate as a single communication terminal. When terminal mode is set, the characters 
entered from the keyboard are sent directly to the communication port to operate FOMA terminal. 

• Offline mode 

FOMA terminal is in stand-by. FOMA terminal must be in stand-by status to use AT commands to control 
it. 

• Online data mode 

FOMA terminal is communicating. If you enter AT commands when FOMA terminal is performing 
communication, the sent characters are sent directly to the communication receiver and may cause the 
receiver's modem to malfunction. Do not enter AT commands while FOMA terminal is performing 
communication. 

• Online command mode 

AT commands can be used even when FOMA terminal is in communication mode. These operations 
make it possible to execute AT commands without interfering with the connection to the communication 
receiver, and normal communication can continue after the commands have rmished executing. 

Switching between online data mode and online command mode 

To switch FOMA terminal from online data mode to online command mode, you can use either of the 
following procedures. 

• Enter +++ command or code set in the S2 register. 

• Turn the RS-232C*ER signal OFF when set in "AT&D1". 

* The USB or Bluetooth interface emulates an RS-232C signal line so RS-232C signal control using communication 
applications is possible. 

To switch from online command mode to online data mode, enter "ATOP1". 


✓INFORMATION 

• When making a call or sending an AT command from external device, it is sent from Number A with 2in1 in Dual 
mode or A mode, and from Number B in B mode. 
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♦ List of AT command 


•AT command that can be used via the FOMA F07B (Modem). 

• Entering "¥" may cause "\" to appear depending on the font setting for a PC or communication software. 

• If the battery pack is removed from FOMA terminal before the terminal power is turned off, the setting 
values may not be recorded. 


Upper slot : Command 
Lower slot : Example 

Description 

N 

Execute the previously executed command again. 

When previous response is "ERROR", "ERROR" is returned. 

N 

OK 

AT 

Use commands on this list by prefixing to commands other than A/ or +++. When using only 
this command, "OK" is returned with FOMA terminal enabled for using AT commands. 

AT0 

OK 

ATA 

Perform the receiving process when entered while receiving a packet communication or 

64K data communication. 

The following commands can be entered when receiving a packet communication. 

ATA184 : Handling of incoming calls : Send caller ID function OFF 

ATA186 : Handling of incoming calls : Send caller ID function ON 

RING 

ATA0 

CONNECT 

ATD 

ATD * 99 * * * <cid># : Performs calling process for packet communication. 

If <cid> or * * * <cid> is omitted, <cid>=1 is set. 

ATD [parameter] [phone number] : Perforin calling process for 64K data communication. 
Calling process is not permitted if phone number contains characters other than the 
following. 

0-9, ホ ，#, A, a, B, b, C, c 

The following characters and a space can be entered but are not recognized in dialing. 

,(comma), D, d, P, p, T, t, W, w 

Setting Show/Hide caller ID is enabled by inserting 186 or 184 after ATD. 

ATDN or ATDL can be used for redial calling. 

ATD * 99 * * * 1#0 
CONNECT 460800 

ATE<n> ” 

Set whether FOMA terminal will return echo for command sent from a PC. 

n=0 : Echo OFF n=1 : Echo ON (default) 

Normal usage is n=1■ If the PC has an echo function, setting this command to n=0 prevents 
double display of characters. 

ATE10 

OK 

ATH 

Disconnect line when entered during a communication. 

Execute in online command mode.-^PSO 

ATH0 

NO CARRIER 

ATI<n> 

Display the confirmation code. 

n=0 : "NTT DoCoMo" n=1 : Display model name of FOMA terminal 

n=2 : Display version of FOMA terminal n=3 : Display elements of ACMP signals 

n=4 : Display details of functions that can be communicated by FOMA terminal in numeric 

ATIO0 

NTT DoCoMo 

OK 

ATO 

Return from online command mode to online data mode during communication. 

ATO0 

CONNECT 460800 

ATQ<n>” 

Set whether to display result code. 

n=0 : Display (default) n=1 : Not display 

When ATQ1 is executed, "OK" is not returned. 

ATQO0 

OK 

ATS0=<n> #1 

Set number of rings until FOMA terminal receives communication automatically. 
n=0 : Not receive automatically (default) 

n=1-255 : Receive automatically with specified number of rings 

ATS0? : Display current settings 

ATSO=O0 

OK 

ATS2=<n> 

Set escape character. 

n=0-127 (default : n=43) When n=127 is set, escape is unavailable. 

ATS2? : Display current settings 

ATS2=430 

OK 

ATS3=<n> 

Set the carriage return (CR) character that identifies the end of AT command character 
string. Appended to end of echoed command character string and result code. 
n=13 (fixed value) 

ATS3? : Display current settings 

ATS3=130 

OK 
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Upper slot : Command 
Lower slot : Example 

Description 

ATS4=<n> 

Set the line feed (LF) character. When result code is displayed as alphabetic characters, 
appends the character after the carriage return (CR) character. 
n=10 (fixed value) 

ATS4? : Display current settings 

ATS4=1O0 

OK 

ATS5=<n> 

Set the back space (BS) character. When this character is detected during command input, 
the last character in the input buffer is deleted. 
n=8 (fixed value) 

ATS5? : Display current settings 

ATS 5=80 

OK 

ATS6=<n> 

Set pause time (seconds) until dialing commences but do not operate. 
n=2-10 (default : n=5) 

ATS6? : Display current settings 

ATS6=50 

OK 

ATS8=<n> 

Set pause time (seconds) until commas are dialed but do not operate. 
n=0-255 (default : n=3) 

ATS8? : Display current settings 

ATS8=30 

OK 

ATS10=<n> #1 

Set the delay time (1/10 seconds) for automatic disconnection but do not operate. 
n=1-255 (default : n=1) 

ATS10? : Display current settings 

ATS1O=10 

OK 

ATS30=<n> 

Set a period of time (minutes) with no data transmission/reception to terminate the 
connection for 64K data communications. 

n=0-255 : (default : n=0, n=0 indicates that inactive timer is set to OFF.) 

ATS30? : Display current settings 

ATS3O=O0 

OK 

ATS103=<n> 

Set the separator used to append and send received sub addresses in 64K data 

ATS 103=10 

OK 

communication. 

n=0 : * n=1 :/ (default) n=2 : ¥ or \ 

ATS103? : Display current settings 

ATS104=<n> 

Set the separator used to append and send outgoing sub addresses in 64K data 

ATS 104=10 

OK 

communication. 

n=0 : # n=1 :% (default) n=2 : & 

ATS104? : Display current settings 

ATV<n>” 

Set result code display method. 

n=0 : Number display n=1 : Alphabetical display (default) 

When ATVO is executed, "0" is not returned to the same line. 

ATV10 

OK 

ATX<n>” 

Set whether to detect busy or dial tones and whether to display the speed in the 
"CONNECT" display for the connection. 

Busy tone detection : Send "BUSY" response when dialup connection is busy. 

Dial tone detection : Detect whether FOMA terminal is connected. 

n=0 : No busy tone, no dial tone detected, and no speed is displayed 

n=1 : No busy tone, no dial tone detected, and speed is displayed 

n=2 : No busy tone, dial tone detected, and speed is displayed 

n=3 : Busy tone detected, no dial tone detected, and speed is displayed 

n=4 : Busy tone detected, dial tone detected, and speed is displayed (default) 

When n=0 is set, AT&E and AT¥V command will be unavailable. 

ATX40 

OK 

ATZ* 3 

Reset the current setting to the registered state. 

When this command is executed during communication, the terminal is reset after the line 
is disconnected (displaying "NO CARRIER"). 

ATZ0 

OK (When in offline mode) 

AT%V 

Display FOMA terminal version. 

AT%V0 

Verl.OO 

OK 

AT&C<n> #1 

Set the operating conditions of the circuit CD (DCD) for DTE. 

n=0 : Always ON n=1 : Vary according to line connection status (default) 

When set to n=0, the CD signal is set to ON directly before sending "CONNECT" when 
ending connection. The CD signal is set to OFF directly before the line is disconnected and 
"NO CARRIER" is sent. 

AT&C1 0 

OK 
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Upper slot : Command 
Lower slot : Example 

Description 

AT&D<n>” 

Set the operation performed when circuit ER (DTR) signal received from DTE is switched 

from ON to OFF while online data mode takes effect. 

n=0 : Ignore status (status is always considered to be ON) 

n=1 : Move to online command mode when status changes from ON to OFF 

n=2 : Disconnect line and move to offline mode when status changes from ON to OFF 

(default) 

AT&D20 

OK 

AT&E<n>* 1 

Set the speed display used when connection is made. 
n=0 : Display communication speed of wireless zone 

n=1 : Display communication speed between a PC and FOMA terminal (default) 

AT&E10 

OK 

AT&F 

Reset the current setting to the default. 

When this command is executed during communication, the terminal is reset after the line 
is disconnected (displaying "NO CARRIER"). 

AT&F0 

OK (When in offline mode) 

AT&S<n> #1 

Set control of the data set ready (DR) signal to be output to DTE. 
n=0 : Always ON (default) n=1 : ON at time of connection 

AT&SO0 

OK 

AT&W 

Register the current settings in FOMA terminal. 

AT&W0 

OK 

AT * DANTE 

Indicate FOMA terminal reception level in the " * DANTE : <n>" format. 

n=0 : Out of service area n=1 : Received signal level of FOMA terminal is 0 or 1 antenna. 

n=2 : Received signal level of FOMA terminal is 2 antennas. 

n=3 : Received signal level of FOMA terminal is 3 antennas. 

AT * DANTE:? : Display a list of displayable values 

AT* DANTE0 
* DANTE : 3 

OK 

AT*DGANSM=<n>* 2 

Set to reject or permit incoming packet communications. 
n=0 : Reject setting = OFF, Accept setting = OFF (default) 
n=1 : Reject setting=ON n=2 : Accept setting=ON 

AT * DGANSM? : Display current settings 

AT * DGANSM=? : Display a list of assignable values 

AT*DGANSM=O0 

OK 

AT* DGAPL=<n> [,<cid>]* 2 

Set the dialup connections (APN) to permit incoming packet communications. APN uses 
<cid> defined by +CGDCONT command. 

n=0 : Add to list of APN permitted for incoming communications 
n=1 : Delete from list of APN permitted for incoming communications 

If the <cid> is not defined by the +CGDCONT command, it can still be added to/deleted from 
the list. 

If the <cid> is omitted, all the <cid> are added to/deleted from the list. 

AT * DGAPL? : Display current settings 

AT * DGAPL=? : Display a list of assignable values 

AT*DGAPL=O,10 

OK 

AT* DGARL=<n> [,<cid> ド 2 

Set the dialup connections (APN) to refuse incoming packet communications. APN uses 

<cid> defined by +CGDCONT command. 

n=0 : Add to list of APN rejected for incoming communications 

n=1 : Delete from list of APN rejected for incoming communications 

If the<cid> is not defined by the +CGDCONT command, it can still be added to/deleted from 
the list. 

If the <cid> is omitted, all the <cid> are added to/deleted from the list. 

AT * DGARL? : Display current settings 

AT* DGARL=? : Display a list of assignable values 

AT*DGARL=0,1|J] 

OK 

AT*DGPIR=<n>* 2 

Set Caller ID notification when packet communication connection is being performed. This 

AT*DGPIR=O0 

OK 

command is available when a communication is sent or received. 

n=0 : Connect to APN directly (default) n=1 : Connect to APN prefixing 184 

n=2 : Connect to APN prefixing 186 

When Show/Hide caller ID is specified by dialup network-*-P22 

AT* DGPIR? : Display current settings 

AT * DGPIR=? : Display a list of assignable values 

AT*DRPW 

Indicate an index for the reception power of the radio waves that FOMA terminal receive. 
AT * DRPW=? : Display a list of displayable values 

AT*DRPW0 
* DRPW : 0 

OK 
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Upper slot : Command 
Lower slot : Example 

Description 

AT+CAOC 

Display last call cost. 

AT+CAOC0 
+CAOC : "000024" 

OK 

AT+CBC 

Display FOMA terminal's battery level in the "+CBC : <bcs>,<bcl>" format. 
bcs=0 : Powered by the battery pack bcs=1 : Not powered by the battery pack 

bcs=2 : Battery pack removed bcs=3 : Power-supply error 

bcl=0 : No battery remained or battery pack removed bcl=1-100 : Battery remained 

AT+CBC=? : Display a list of displayable values 

AT+CBC0 
+CBC : 0,100 

OK 

AT+CBST=<n>,1,0 #1 

Set the line to use (Setting of bearer service) 

n=116 : 64K data communication (default) n=134 : 64K videophone 

AT+CBST? : Display current settings AT+CBST=? : Display a list of assignable values 

AT+CBST=116,1,00 

OK 

AT+CDIP=<n>” 

Set whether to notify received sub address. And, subscription status of Multi Number can 
be confirmed. 

n=0 : The information of sub address is not displayed, (default) 
n=1 : The information of sub address is displayed. 

m=0 : Multi Number not subscribed. m=1 : Multi Number subscribed. 

AT+CDIP? : Display the current settings and status in the "+CDIP:<n>,<m>" format 
AT+CDIP=? : List of the settable values is displayed. 

AT+CDIP=O0 

OK 

AT+CEER 

Display the reason of immediate disconnection. 

Disconnection reason list-*P37 

AT+CEER0 
+CEER : 36 

OK 

AT+CGDCONT* 2 

Set dialup connection (APN) for packet communication. —P37 

—P37 

at+cgeqmmsT 2 

Set the criteria for judging whether to permit QoS (Quality of Service) provisioned by the 
network when packet communication is established.-*P38 

—P38 

AT+CGEQREQ* 2 

Set QoS (Quality of Service) requested to the network at the transmission of packet 
communication.-*-P38 

-P38 

AT+CGMR 

Display FOMA terminal version. 

at+cgmr|J] 

1234567890123456 

OK 

AT+CGREG=<n>* 1 

Set whether to report network service registration status (Within/Out). 
n=0 : Not notified (default) 

n=1 : When the terminal is moved from Within service area to Out of service area or vice 

versa, the status is reported in the "+CGREG : <stat>" format. 

stat=0 : Out of packet service area stat=1 : Within packet service area 

stat=4 : Unknown 

stat=5 : Within packet service area (during international roaming) 

AT+CGREG? : Display the current settings and status in the "+CGREG : <n>,<stat>" format 
AT+CGREG=? : Display a list of assignable values 

AT+CGREG=O0 

OK 

AT+CGSN 

Display FOMA terminal serial No. 

AT+CGSN0 

123456789012345 

OK 

AT+CLIP=<n>” 

Set whether to display sender's caller ID on a PC when receiving 64K data communication. 

n=0 : Not display result (default) n=1 : Display result 

m=0 : Network setting not to send caller ID 

m=1 : Network setting to send caller ID m=2 : Unknown 

AT+CLIP? : Display the current settings and status in the "+CLIP : <n>,<m>" format 
AT+CLIP=? : Display a list of assignable values 

AT+CLIP=0|J] 

OK 
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Upper slot : Command 
Lower slot : Example 

Description 

AT+CLIR=<n>* 2 

AT+CLIR=2|3 

OK 

Set Caller ID notification when sending 64K data communication. 

n=0 : Use the setting in Caller ID notification of FOMA terminal n=1 : Not send 

n=2 : Send (default) 

m=0 : CUR not operating (always sends) m=1 : CUR operating (never sends) 

m=2 : Unknown m=3 : CUR temporary mode (default=does not send) 

m=4 : CUR temporary mode (default=sends) 

AT+CLIR? : Display the current settings and status in the "+CLIR : <n>,<m>" format 
AT+CLIR=? : Display a list of assignable values 

AT+CMEEwn〉* 1 

AT+CMEE=O0 

OK 

Set whether to display an error report at FOMA terminal. 

n=0 : Display "ERROR" and no result code (default) 

n=1 : Use result code, displaying reason as number 

n=2 : Use result code, displaying reason as alphabetic characters 

Display reasons in the "+CME ERROR : xxxx" format when n=1or n=2 is set (xxxx = number 
or alphabetic characters).-*P37 "Error messages list" 

AT+CMEE? : Display current settings AT+CMEE=? : Display a list of assignable values 

AT+CNUM 

AT+CNUM0 

+CNUM : ， " 〇 90XXXXXXXX", 
129 

OK 

Display FOMA terminal's own phone number in the "+CNUM : ,"<number>",<type>" format, 
number : Own phone number (With 2in1, display Number A in Dual mode or A mode and 
Number B in B mode) 

type=129 : International access code + not included 
type=145 : International access code + included 

AT+COPS: く n>,2, 
coper パ 

AT+COPS=O0 

OK 

Set search method for network operator to connect. 

n=0 : Auto (default) n=1 : Manual n=3 : No mapping 

When n=1 is set, set PLMN Number in hexadecimal value for <oper>. 

AT+COPS? : Display current settings 

AT+COPS=? : Display a list of assignable values 

AT+CPAS 

AT+CPAS0 
+CPAS : 0 

OK 

Display whether FOMA terminal can send and receive AT commands to external devices in 
"+CPAS : <n>" format. 

n=0 : Possible n=1 : Impossible n=2 : Status unknown 

n=3 : Possible and receiving 

n=4 : Possible and communicating 

AT+CPAS=? : Display a list of displayable values 

AT+CPIN="<pin> n , 

"<newpin>" 

AT+CPIN="OOOO"0 

OK 

Enter these commands for entering PIN1/PIN2 codes or PUK with PIN1 code ON. To enter 
PUK, enter new PIN1/PIN2 code in <newpin>. Even if entering in <newpin> when entry of 
PIN1/PIN2 code is request, PIN1/PIN2 code cannot be changed. 
n=READY : Entry of code not requested n=SIM PIN : Entry of PIN1 code waited 

n=SIM PIN2 : Entry of PIN2 code waited 

n=SIM PUK : Entry of PUK waited due to failure in unblocking PIN1 code 
n=SIM PUK2 : Entry of PUK waited due to failure in unblocking PIN2 code 

AT+CPIN? : Display the code currently requested in "+CPIN : <n>" format 

AT+CR=<n>” 

AT+CR=O0 

OK 

Set whether to display the communication type before "CONNECT" is displayed during 
connection. 

n=0 : Not display (default) 

n=1 : Display the communication type in the "+CR : <serv>" format 
serv=GPRS : Packet communication serv=SYNC : 64K data communication 

serv=AV64K : 64K videophone 

AT+CR? : Display current settings AT+CR=? : Display a list of assignable values 

AT+CRC=<n>” 

AT+CRC=O0 

OK 

Set whether to use +CRING result codes when communication is received. 

n=0 : Not use (default) 

n=1 : Use "+CRING : <type>" result codes 

type=GPRS "PPP",„"<APN>" : Packet communication 

type=SYNC : 64K data communication 

type=AV64K : 64K videophone 

AT+CRC? : Display current settings AT+CRC=? : Display a list of assignable values 

AT+CREG=<n>* 1 

AT+CREG=O0 

OK 

Set whether to report network service registration status (Within/Out). 
n=0 : Not notified (default) 

n=1 : When the terminal is moved from Within service area to Out of service area or vice 

versa, the status is reported in the "+CREG : <stat>" format. 

stat=0 : Out of sound service area stat=1 : Within sound service area 

stat=4 : Unknown 

stat=5 : Within sound service area (during international roaming) 

AT+CREG? : Display the current settings and status in the "+CREG : <n>,<stat>" format 
AT+CREG=? : Display a list of assignable values 
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Upper slot : Command 
Lower slot : Example 

Description 

AT+CUSD=<n>,__<str>"” 

Set Additional service (Register USSD) of Network Services. Enter Service code provided 

by DOCOMO in <str>. 

n=0 : Not answer mid result (default) 

n=1 : Answer mid result in "+CUSD : <m>, "<str>",0" format 
m=0 : Information not requested m=1 : Information requested 

AT+CUSD? : Display current settings AT+CUSD=? : Display a list of assignable values 

AT+CUSD=0,"01 234567 8" 

0 

OK 

AT+FCLASS=<n>* 1 

Set communication type supported by FOMA terminal. 
n=0 : Only data supported (fixed value) 

AT+FCLASS? : Display current settings 

AT+FCLASS=? : Display a list of assignable values 

AT+FCLASS=O0 

OK 

AT+GCAP 

Display the range of AT commands supported by FOMA terminal in the "+GCAP : <n>" 
format. 

n=+CGSM : Support GSM commands (including the case for supporting a part) 
n=+FCLASS : Support +FCLASS commands n=+W : Support +W commands 

AT+GCAP0 

+GCAP : +CGSM,+FCLASS, 
+W 

OK 

AT+GMI 

Display FOMA terminal manufacturer name. 

AT+GMI0 

FUJITSU 

OK 

AT+GMM 

Display model name of FOMA terminal. 

AT+GMM 

FOMA F07B 

OK 

AT+GMR 

Display FOMA terminal version. 

AT+GMRg] 

Verl.OO 

OK 

AT+IFC=<n f m> x1 

Set how to control local flow between a PC and FOMA terminal. 

n, m=0 : No flow control n, m=1 : Perform XON/XOFF flow control 

n, m=2 : RS/CS (RTS/CTS) Perforin flow control (default) 

AT+IFC? : Display the current settings and status in the "+IFC : <n>,<m>" format (n is the 
value of DCE by DTE, and m is the value of DTE by DCE) 

AT+IFC=? : List of the settable values is displayed 

AT+IFC=2,20 

OK 

AT+WS46=<n> x1 

Display wireless network used when sending communication in n number. 

When entering AT+WS46=<n>, ERROR is returned because it cannot be changed. 
n=12 : GSM network n=22 : 3G network (FOMA) 

n=25 : GSM or 3G network (FOMA) (default) 

AT+WS46? : Display current settings AT+WS46=? : Display a list of assignable values 


AT¥S 

Display the currently set commands and S register settings. 

AT¥S0 

El QO VI X4 &C1 &D2 
&S0 • • • (snip) • • • 

SI 04=001 

OK 

AT¥V<n> #1 

Set whether to use expanded result codes when connection is made. 
n=0 : Not use expanded result codes (default) 
n=1 : Use expanded result codes 

AT¥V0 

OK 

+++ 

Move from online data mode to online command mode when entered during a 
communication. 

The escape guard interval is 1 second (fixed value). 

+++ (not displayed) 

OK 


* 1 Registered in FOMA terminal by &W command. 

*2 Not reset by &F and Z commands. 

*3 When Z command is executed before the &W command, the terminal is reset to the last status registered in memory, and 
prior changes are erased. 
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♦ Disconnection reason list 


■ Packet communication 


Value 

Description 

26 

APN is not present or is incorrect. 

27 

30 

Disconnected by network. 

33 

Terminal does not subscribe to packet communication. 

36 

Normal disconnection. 


■ 64K data communication 


Value 

Description 

1 

Specified number does not exist. 

16 

Normal disconnection. 

17 

Communication is impossible because remote device is busy. 

18 

You made a call but did not receive a response within the specified time. 

19 

The remote device is called but no response. 

21 

The remote device rejected incoming calls. 

63 

The service and option of the network are not valid. 

65 

Unavailable processing speed was specified. 

88 

You made a call to a terminal or received a call from a terminal with different terminal 
properties. 


♦ Error messages list 


No. 

Text display 

Description 

10 

SIM not inserted 

No UIM 

15 

SIM wrong 

Other than DOCOMO SIM (1C card equivalent to UIM) is inserted. 

16 

incorrect password 

Incorrect password 

100 

unknown 

Unknown error 


♦ Supplement to AT command 


• <cid> is the number used to control dialup connection (APN) for packet communication to be registered 
in FOMA terminal. "1-10" can be registered in FOMA terminal. 

• By default, the followings are registered in cidl-cid4. 
cidl : mopera.ne.jp (for mopera, PPP connection) 
cid2 : mopera.net (for mopera U, PPP connection) 
cid3 : mopera.net (for mopera U, IP connection) 

cid4 : mpr.ex-pkt.net (for mopera U, PPP connection, 128K communication) 

• <APN> is an optional string for each connection to indicate dialup connection. 

■ Command name : +CGDCONT=[parameter] 

• Outline 

Set dialup connection (APN) for packet communication. 

• Format 

+CGDCONT= [<cid> [,”<PDP_TYPE>" [,"<APN>"]]] 

• Parameter description 

<cid> : 1-10 

<PDP_TYPE> : IP or PPP 
<APN> : Optional 
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• Example of execution 

The command used to register an APN named "abc" for PPP connection (when <cid>=5). 

AT+CGDCONT=5,"PPPV'abc"0 

OK 

• Operation performed when parameter is omitted 

AT+CGDCONT 二 : Return all <cid> to the setting by default. 

AT+CGDCONT=<cid> : Return the specified <cid> to the setting by default. 

AT+CGDCONT? : Display current settings. 

AT+CGDCONT=? : Display a list of assignable values. 

■ Command name : +CGEQMIN=[parameter] 

• Outline 

Set the criteria for judging whether to permit QoS (Quality of Service) provisioned by the network when 
packet communication is established. 

• Format 

AT+CGEQMIN= [<cid> ["く Maximum bitrate UL> [，く Maximum bitrate DL>]]] 

• Parameter description 

<cid> : 1-10 

〈Maximum bitrate UL> : None (default) or 384 
く Maximum bitrate DL> : None (default) or 7,232 

* For く Maximum bitrate UL> and く Maximum bitrate DL>, the maximum communication speed (in kbps) is set for both 
upload and download traffic between FOMA terminal and the base station. If the parameter is set to "None (default)", all 
speeds are permissible. If "384" and "7,232" are set, any connection at a speed less than the above limit is not permitted, 
and chances are that packet communication will not be connected. 

• Example of execution 

- Command used to permit all speeds both upload and download (when <cid>=5) 

AT+CGEQMIN=50 

OK 

- Command used to permit only 384kbps upload and 7,232 kbps download (when <cid>=6) 
AT+CGEQMIN=6„ 384,72320 
OK 

- Command used to permit only 384kbps upload and all speeds download (when <cid>=7) 
AT+CGEQMIN=7„3840 
OK 

- Command used to permit all speeds upload and only 7,232 kbps download (when <cid>=8) 
AT+CGEQMIN=8,„ 72321 3 
OK 

• Operation performed when parameter is omitted 

AT+CGEQMIN 二 : Returns all <cid> to the setting by default. 

AT+CGEQMIN=<cid> : Returns the specified <cid> to the setting by default. 

AT+CGEQMIN? : Displays current settings. 

AT+CGEQMIN=? : Displays a list of assignable values. 

■ Command name : +CGEQREQ=[parameter] 

• Outline 

Set QoS (Quality of Service) requested to the network at the transmission of packet communication. 

• Format 

AT+CGEQREQ= [<cid>] 

• Parameter description 

Only commands that require connection at 64-384kbps upload, 64-7,232kbps download can be set. The 
contents are set by default for each <cid>. 

<cid> : 1-10 

• Example of execution 

(when <cid>=3) 

AT+CGEQREQ=30 

OK 
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• Operation performed when parameter is omitted 

AT+CGEQREQ= : Returns all <cid> to the setting by default. 
AT+CGEQREQ=<cid> : Returns the specified <cid> to the setting by default. 
AT+CGEQREQ? : Displays current settings. 

AT+CGEQREQ 二？： Displays a list of assignable values. 

令 Result codes 


• When ATV command is set to n=1(default), the result code is displayed in alphabetic characters. When 
the command is set to n=0, the result code is displayed numerically.-►P32 

■ Result codes 


No. 

Text display 

Meaning 

0 

OK 

Operation performed normally 

1 

CONNECT 

Terminal connected to other party 

2 

RING 

Incoming call 

3 

NO CARRIER 

Line disconnected 

4 

ERROR 

Unable to accept command 

6 

NO DIALTONE 

Unable to detect dial tone 

7 

BUSY 

Detecting the busy tone 

8 

NO ANSWER 

Completed connection Time-out 

100 

RESTRICTION 

Network restriction in place (The communication network is 
busy. Please wait for a while and retry.) 

101 

DELAYED 

Redial call restricted 


■ Extended result code 

• When AT&E is set to n=0 


No. 

Text display 

Connection speed between FOMA terminal and base station 

122 

CONNECT 64000 

64000 bps 

125 

CONNECT 384000 

384000 bps 

133 

CONNECT 3648000 

364800 0bps 

135 

CONNECT 7232000 

723200 0bps 


• When AT&E is set to n=1 


No. 

Text display 

Connection speed between FOMA terminal and a PC 

5 

CONNECT 1200 

1200 bps 

10 

CONNECT 2400 

2400 bps 

11 

CONNECT 4800 

4800 bps 

13 

CONNECT 7200 

7200 bps 

12 

CONNECT 9600 

9600 bps 

15 

CONNECT 14400 

14400 bps 

16 

CONNECT 19200 

19200 bps 

17 

CONNECT 38400 

38400 bps 

18 

CONNECT 57600 

57600 bps 

19 

CONNECT 11 5200 

115200 bps 

20 

CONNECT 230400 

230400 bps 

21 

CONNECT 460800 

460800 bps 


To retain compatibility with a modem connected via conventional RS-232C, communication speed is displayed, but it 
differs from the actual connection speed because FOMa terminal is connected to a PC with a USB cable or Bluetooth 
function. 
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■ Communication protocol result code 


No. 

Text display 

Meaning 

1 

PPPoverUD 

Connect via 64K data communication (BC=UDI, +CBST=116,1,0) 

3 

AV64K 

Connect via 64K videophone 

5 

PACKET 

Connect via packet communication 


■ Display example of result code 

When ATXO is set 

Regardless of the settings of AT¥V command, only "CONNECT" is displayed upon completion of 
connection. 

Text display example : ATD 氺 99 氺氺氺 1# 

CONNECT 

Number display example : ATD 氺 99 氺氺氺 1# 

1 

When ATX1 is set 

• When ATX1, AT¥V0 (default) is set 

Upon completion of connection, the result code is displayed in the following format : "CONNECT <speed 
between FOMA terminal - PC>". 

Text display example : ATD 氺 99 氺氺氺 1# 

CONNECT 460800 

Number display example : ATD 氺 99 氺氺氺 1# 

121 

• When ATX1, AT¥V1 is set” 

The code is displayed upon completion of connection in the following format. 

"CONNECT く speed between FOMA terminal - PCxCommunication protocolxdialup connection (APN)>/ 
〈upstream maximum speed (between FOMA terminal-^radio base station)>/<downstream maximum 
speed (between FOMA terminal —radio base station)>"" 

Text display example : ATD 氺 99 氺氺氺 1# 

CONNECT 460800 PACKET mopera.ne.jp/384/7232 

(Indicates the terminal is connected to mopera.ne.jp providing a maximum upload speed of 384kbps and 
a maximum download speed of 7,232 kbps.)) 

Number display example : ATD 氺 99 氺氺氺 1# 

1215 

*i When ATX1 and AT ¥ VI are set at the same time, it is likely that dialup connection will rail. It is recommended that 
only AT ¥ V0 be used. 

*2 When AT ¥ Vlis set, く dialup connection (APN)> and the following are displayed only when packet is used for 
connection. 
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Kuten Code List 


For entering characters using code, see "Entering characters using code" in the attached manual. 
Note that some characters in the code input list may look different from actual ones. 


1st 

-3rd 


4th digit of code 
2 3 4 5 6 1 


1st 

-3rd 


4th digit of code 
2 3 4 5 6 7 


1st 

-3rd 


4th digit of code 
2 3 4 5 6 1 


看観館翫 
監莞韓岩 
甘艦陥眼 
環肝関癌 
I 漼翰閑玩 


澗缶間巌願 
|漢緩鑑岸顔 
汗簡還含頑 
|歓管貫丸雁 
款竿諌舘贋 


器机稀騎欺鞠却吸球居漁 
喜揮季飢擬菊黍及灸去鋸 
危忌祈輝技掬杵休泣牛距 
伎幾畿軌戯議砧仇汲旧許 
企希汽起宜誼詰久求給虚 


匡恭興暁均緊 
協恐脅尭勤筋銀 
凶怯胸凝僅禽吟 
共彊矯仰籽禁金 
競強狭驚桐琴近 


岐棄気貴妓蟻橘丘朽糾渠京兇峡狂饗玉欽謹 
寄棋毅記儀義桔逆救級挙享僑境況響極欣襟 
嬉期帰規偽衹喫虐急笈拠亨侠喬橋鏡曲斤衿 
奇既機徽亀疑吃脚弓窮拒魚供叫教郷局錦菌 
基旗紀鬼犠吉客宮究巨禦卿挟蒿業巾芹 


倶 

駒 

串 

句区狗玖 
具愚虞喰 
櫛釧屑屈 
掘窟沓靴 
繰桑鍬勲 

矩 

57*0 

苦 

偶 

躯 

寓 

駆 

遇 

九 

駔 

隅 

栗 

郡 

轡 

君 

窪 

薫 

熊 

i 

隈 

群 

条 

軍 


珪 

携 

繫 

鶏 

傑 

俟 

建 

卦袈祁係 
型契形径 
敬景桂渓 
畐茎荊蛍 
芸迎鯨劇 
欠決潔穴 
倦健兼券 
憲懸拳捲 
検権牽犬 
見謙賢軒 
元原厳幻 
舷言諺限 

傾 

声 

i 

計 

戟 

結 

剣 

刑 

慶 

稽 

詣 

撃 

血 

暄 

兄 

慧 

系 

警 

i 

訣 

圏 

啓 

憩 

経 

軽 

隙 

月 

堅 

圭 

掲 

継 

頸 

桁 

件 

嫌 

肩 

鹺 

絃 

献 

弦 

研 

鍵 

減 

硯 

険 

源 

絹 

顕 

玄 

県 

験 

現 


固狐雇後醐功エ抗構糠膏鉱劫刻甑懇 
呼湖鈷娯護公宏慌梗稿腔酵剛克腰恨魂 
古枯跨吾誤光孝恒校硬肱郊鴻麹漉婚艮 
個故誇呉語倖孔弘杭皇肯購高轟獄墾紺 
乎戸虎午碁候好康更甲考貢香豪黒坤痕 


弧菰伍瑚侯向垢庚晃溝耕講項濛鵠込困混 
庫胡互檎佼口坑広昂港綱衡降拷酷泊今梱 
己股五梧交厚喉幸攻浩絞行閤壕榖骨頃根 
孤袴鼓悟鯉勾后巷控洪紘荒鋼合国惚此昆 
姑糊顧御乞効巧拘江紅航肱号告忽昏 
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++ 

I 土丄 


④⑭ Ivrrm" ㈱ w 

③⑬ I キロドル CCTI ⑮ f 

②⑬ n s u 加 u-kg ㊣ J U 

①⑪ I ?"呢⑦ … n 

⑩⑳ XKkm ❿. ='.• 


逢鯵綾闇 
始芦絢案 
挨葦飴暗 
愛旭虻按 
哀渥姐庵 


阿握宛安 
娃悪扱袷 
_樽斡粟 
亜茜圧或杏| 

葵梓鮎鞍 


委異医逸姻 
夷畏遺溢因 
囲為違舂員 
偉椅謂 I 咽 
依易衣磯印 


吋 


位慰萎郁允蔭韻 
伊意胃育鰯胤隠 
以惟緯域芋淫陰 
尉維亥茨飲院 
威移井稲引 


羽噓噂 
烏渦閏 
宇臼瓜 
右碓浦 
丑厩 


窺姥 
鵜鰻 
卯蔚雲 
雨欝運 
迂唄云 


映英越怨縁 
影穎謁延猿 
嬰穎悦宴燕 
営盈駅奄煙塩 
叡瑛益堰焰鴛 


餌洩疫園炎鉛 
|荏泳液円演遠 
永鋭厭沿蘭 
栄詠櫝援苑 
曳衛閲掩艶 


甥鴬桶 
汚襖臆 
於翁憶音 
王屋穏 
殴億温 


応欧荻恩 
往横沖卸 
奥旺岡俺 
央押黄乙 
凹鴎牡 


化嫁珂菓峨駕悔芥崖浬廓角額喝鰹鎌刊干棺 
|下夏火華俄餓怪絵害骸各覚楽割且釜寒寛桓 
嘉河荷蚊雅快皆咳鎧嚇穫岳潟轄蒲冠官柑 
可歌茄霞賀廻界外該劃確学鰍褐竃侃完敢 
加架苛過蛾壊灰劾街鈎獲革梶葛兜乾姦換 


佳果花迦芽塊改海凱蓋蛎殻隔檯滑株萱瓦堪憾 
価暇箇貨臥回拐械貝碍柿核閣樫渴鞄茅莉喚慣 
伽科稼曄画解戒晦階涯垣格郭笠活樺栢刈卷感 
何寡禾課牙会懐魁開概蛙撹較掛括描鴨粥勧患 
仮家禍蝦我介恢蟹慨馨拡赫顎怡叶嚙勘^ 
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ウクスツネプメルカ 


01 
HP 
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弍迩匂賑肉 

妊忍認 _ 

ぬ 

I 濡 

ね 

T 禰 


4th digit ot code 

01234 56789 
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4th digit of code 

01234 56789 
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4th digit of code 

01234 56789 


蠻袞袢裙褊摺覃覲觸詛課諂諷謠譎讒豎貊貲賺贓跤跫踟踪躋體轸輛轉辣迴逋遘邀扈酣醢紉訳鈿銷鍟鏗鐸鑀罐閊閻闖陌隗雎霆霰靠鞍鞛竟顆颺餚饅馭駱騷驟髀髯 
蠹衾柏裘襌褻两覯觴詁謎諍譯謗譏讎豌貅貽賽齎趙跪踐躕甓鉢軻輟轄辟邇逖逋邁郤酸醫釐鈔銕銹鰕鏖鏢鐺鑰閛閼闔陂隕隹霄霪靜靼鞣11頹飄餡饉馥駁騫驗骼髦 
蠹袁祢裔棲襄襻覬鮮訶誅諄諠謐譌議豈貉貪賫贐趁跋踞蹤躅躬軼輜輾辜逬逞逾遽郢酖醢釋訢鉈鋏賦餸鏤鐡妒閂閭闕阯隘隸雹霤靉鞅鞦齎頷颶餘餛馘駭騙驛骰髡 
蠶衫袒桁禰襁襴覦觝訥詢誣謔謖譁讀谿貂貭賣贍赳跛踝蹙躇躡裏輓轂轤迪逍遠邂邵酊丽釉鈞鉤鉚鈮鎔鏈鐵鑪謹閧闌阮隍隶雕 IK 靂軸羯韭頡颱舖餾馗駑駢驍酐髢 
蠱衢栘祎裨褫襯覩觜訝詬誚諱諡謨譽豁豺戕賤臝走跌跬蹈躁躪軛輙轅櫪迢逡迺遲邱鄰醉釁鈾鉉話鎊鎭鏐鐫躐鑊閨闇阨陬隴霍霖靈靱鞘韜頤颯餒餽饕駘雖驕驪彭 
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